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EMBOUT FEMELLE «KOMATSU»  
CÔNE 60° MÉTRIQUE 38

EMBOUT FEMELLE «KOMATSU»  
CÔNE 60° MÉTRIQUE À 90° 39

EMBOUT FEMELLE «KOMATSU»  
CÔNE 60° MÉTRIQUE À 45° 39

EMBOUT FEMELLE «TOYOTA»  
CÔNE 60° BSP 40

EMBOUT FEMELLE «TOYOTA»  
CÔNE 60° BSP À 90° 40

EMBOUT FEMELLE «TOYOTA»  
CÔNE 60° BSP À 45° 40

EMBOUT MÂLE CÔNE 60°  
MÉTRIQUE 41

EMBOUT FEMELLE CÔNE 60°  
MÉTRIQUE 42

EMBOUT FEMELLE CÔNE 60°  
MÉTRIQUE À 90° 43

EMBOUT FEMELLE CÔNE 60°  
MÉTRIQUE À 45° 44

EMBOUT MÂLE DIN CÔNE 24°  
SÉRIE L 45

EMBOUT MÂLE DIN CÔNE 24°  
SÉRIE L PASSE CLOISON 46

EMBOUT MÂLE DIN 24°  
SÉRIE L  «FENWICK» 46

EMBOUT MÂLE 90° MX 46

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L 47

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L À 90° 48

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L HATEUR SPÉCIFIQUE 49

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L À 90° COMPACT 49

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L À 45° 50

EMBOUT MÂLE DIN CÔNE 24° SÉRIE S 51

EMBOUT MÂLE À CANNE «MANITOU» 51

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE S 52

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE S À 90° 53

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE S À 90 °COMPACT 53

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE S À 45° 54

EMBOUT LISSE DROIT 55

EMBOUT LISSE À 90° 56

EMBOUT LISSE À 45° 56

EMBOUT DROIT ENCLIQUETABLE 57

EMBOUT COUDÉ 90° ENCLIQUETABLE 57

EMBOUT COUDÉ 45° ENCLIQUETABLE 57

EMBOUT BANJO BSPP 58

EMBOUT BANJO MÉTRIQUE 59

EMBOUT MÂLE GAZ CÔNE 24°  
«SÉRIE FRANÇAISE» 60
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EMBOUT FEMELLE GAZ CÔNE 24°  
«SÉRIE FRANÇAISE» 60

EMBOUT FEMELLE GAZ CÔNE 24°  
«SÉRIE FRANÇAISE» À 90° 61

EMBOUT FEMELLE GAZ CÔNE 24°  
«SÉRIE FRANÇAISE» À 45° 61

EMBOUT MÂLE ORFS 62

EMBOUT FEMELLE ORFS 62

EMBOUT FEMELLE ORFS -  
DOUBLE HEXAGONE 63

EMBOUT FEMELLE ORFS À 90° 63

EMBOUT FEMELLE ORFS À 90° 
HAUTEUR SPÉCIFIQUE 64

EMBOUT FEMELLE ORFS À 45° 64

EMBOUT À BRIDE 3000 PSI 65

EMBOUT À BRIDE 3000 PSI À 90° 65

EMBOUT À BRIDE 3000 PSI À 90°  
LONG DROP 66

EMBOUT À BRIDE 3000 PSI À 45° 66

EMBOUT À BRIDE 3000 PSI À 22,5° 67

EMBOUT À BRIDE 3000 PSI À 30° 67

EMBOUT À BRIDE 3000 PSI À 60° 68

EMBOUT À BRIDE 6000 PSI 69

EMBOUT À BRIDE 6000 PSI À 90° 69

EMBOUT À BRIDE 6000 PSI À 90°  
LONG DROP 70

EMBOUT À BRIDE 6000 PSI À 45° 70

EMBOUT À BRIDE 6000 PSI  
EMBOUT À 22,5° 71

EMBOUT À BRIDE 6000 PSI À 30° 71

EMBOUT À BRIDE 6000 PSI À 60° 72

EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» 73

EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» À 90° 73

EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» À 90° LONG DROP 73

EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» À 45° 74

CONTRE BRIDE D’ADAPTATION 9000 PSI
«CATERPILLAR» 74

EMBOUT À BRIDE MÂLE «POCLAIN» 75

EMBOUT À BRIDE TOURNANTE «POCLAIN» 75

EMBOUT À BRIDE FEMELLE «POCLAIN» 
À 90° 75

EMBOUT MÂLE STAPLE-LOCK 76

EMBOUT JONCTION 76

EMBOUT À SERTIR MVA 77
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EMBOUT À SOUDER 77

EMBOUT FEMELLE CO2 78

EMBOUT FEMELLE CO2 À 90° 78

EMBOUT LAVAGE 79

 
EMBOUT LAVAGE À 90° 79

EMBOUT MÂLE LAVAGE 80

EMBOUT MÂLE LAVAGE (ROTATIF) 80

EMBOUT INOX FEMELLE EASY LOCK - 
LAVAGE 80

EMBOUT INOX FEMELLE LAVAGE ROTATIF 
- PIVOT 14 81

EMBOUT INOX FEMELLE LAVAGE THP - 
PIVOT 15 81

EMBOUT LAITON KARCHER 82

EMBOUT ROTATIF LAITON KARCHER 82

EMBOUT LAITON NILFISK - ALTO 82

EMBOUT LAITON NILFISK - ALTO X-TRA 82

EMBOUTS INTERLOCK

INTERLOCK JUPE 4SH – R13 – R15 84

INTERLOCK JUPE R13-R15 84

INTERLOCK EMBOUT MÂLE CÔNE 60° BSPP 85

INTERLOCK EMBOUT FEMELLE CÔNE 60° 
BSPP 85

INTERLOCK EMBOUT FEMELLE CÔNE 60° 
BSPP À 90° 85

INTERLOCK EMBOUT FEMELLE CÔNE 60° 
BSPP À 45° 86

INTERLOCK EMBOUT MÂLE CONIQUE BSPT 86

INTERLOCK EMBOUT MÂLE NPT 86

INTERLOCK EMBOUT MÂLE CÔNE 74° JIC 87

INTERLOCK EMBOUT FEMELLE CÔNE 74° 
JIC 87

INTERLOCK EMBOUT FEMELLE CÔNE 74° 
JIC À 90° 87

INTERLOCK EMBOUT FEMELLE CÔNE 74° 
JIC À 90° LONG DROP 88

INTERLOCK EMBOUT FEMELLE CÔNE 74° 
JIC À 45° 88

INTERLOCK EMBOUT MÂLE DIN 24°  
SÉRIE S 89

INTERLOCK EMBOUT FEMELLE DIN 24° 
SÉRIE S 89

INTERLOCK EMBOUT FEMELLE DIN 24° 
SÉRIE S À 90° 90

INTERLOCK EMBOUT FEMELLE DIN 24° 
SÉRIE S À 45° 90

INTERLOCK EMBOUT MÂLE GAZ CÔNE 24° 
«SÉRIE FRANÇAISE» 91

INTERLOCK EMBOUT FEMELLE GAZ CÔNE 
24° «SÉRIE FRANÇAISE» 91
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INTERLOCK EMBOUT FEMELLE GAZ CÔNE 
24° «SÉRIE FRANÇAISE» À 90° 91

INTERLOCK EMBOUT MÂLE ORFS 92

INTERLOCK EMBOUT FEMELLE ORFS 92

INTERLOCK EMBOUT FEMELLE ORFS  
À 90° 93

INTERLOCK EMBOUT FEMELLE ORFS  
À 90° LONG DROP 93

INTERLOCK EMBOUT FEMELLE ORFS  
À 45° 93

INTERLOCK EMBOUT À BRIDE 3000 PSI 94

INTERLOCK EMBOUT À BRIDE 3000 PSI 
À 90° 94

INTERLOCK EMBOUT À BRIDE 3000 PSI À 
90° LONG DROP 95

INTERLOCK EMBOUT À BRIDE 3000 PSI 
À 45° 95

INTERLOCK EMBOUT À BRIDE 6000 PSI 96

INTERLOCK EMBOUT À BRIDE 6000 PSI 
À 90° 96

INTERLOCK EMBOUT À BRIDE 6000 PSI À 
90° LONG DROP 96

INTERLOCK EMBOUT À BRIDE 6000 PSI 
À 45° 97

INTERLOCK EMBOUT À BRIDE 6000 PSI - 
«LIEBHERR» À 130° 97

INTERLOCK EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» 98
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INTERLOCK EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» À 90° 98

INTERLOCK EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» À 90° LONG DROP 98

INTERLOCK EMBOUT À BRIDE 9000 PSI 
«CATERPILLAR» À 45° 99

EMBOUTS THERMOPLASTIQUES 700 BAR

JUPE 700 BAR - POUR TUYAU 
THERMOPLASTIQUE SETH 101

EMBOUTS MÂLE NPT 700 BAR 101

EMBOUTS MÂLE BSPP 60° 700 BAR 101

EMBOUTS FEMELLE DIN SÉRIE S 700 BAR 101

EMBOUTS WATERBLAST

JUPE WATERBLAST - 4 SPIRALES -  
POUR TUYAU TRITON 103

EMBOUT WATERBLAST - MÂLE NPTF 60° 103

EMBOUT WATERBLAST - FEMELLE DIN 
DKOS 103

EMBOUTS HYPERSPIRAL «SANS DÉNUDAGE»

HYPERSPIRAL JUPE POUR TUYAU  
4SP - 4SH - R13 - R15 105

HYPERSPIRAL JUPE POUR TUYAU  
R13 - R15 105

HYPERSPIRAL EMBOUT MÂLE CÔNE 60° 
BSPP 106

HYPERSPIRAL EMBOUT FEMELLE CÔNE 60° 
BSPP - DOUBLE HEXAGONE 106
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HYPERSPIRAL EMBOUT FEMELLE CÔNE 60° 
BSPP 90° 107

HYPERSPIRAL EMBOUT FEMELLE CÔNE 60° 
BSPP 45° 107

HYPERSPIRAL EMBOUT MÂLE NPT 108

HYPERSPIRAL EMBOUT MÂLE SAE 108

HYPERSPIRAL EMBOUT MÂLE JIC CÔNE 74° 109

HYPERSPIRAL EMBOUT FEMELLE JIC CÔNE 
74° - DOUBLE HEXAGONE 109

HYPERSPIRAL EMBOUT FEMELLE JIC CÔNE 
74° À 90° 110

HYPERSPIRAL EMBOUT FEMELLE JIC CÔNE 
74° À 45° 110

HYPERSPIRAL EMBOUT MÂLE DIN 24° 
SÉRIE L 111

HYPERSPIRAL EMBOUT FEMELLE DIN 24° 
SÉRIE L 111

HYPERSPIRAL FEMELLE 90° DIN 24° SÉRIE L 112

HYPERSPIRAL FEMELLE 45° DIN 24° SÉRIE L 112

HYPERSPIRAL EMBOUT MÂLE DIN 24° 
SÉRIE S 113

HYPERSPIRAL EMBOUT FEMELLE DIN 24° 
SÉRIE S 113

HYPERSPIRAL FEMELLE 90° DIN 24° SÉRIE S 114

HYPERSPIRAL FEMELLE 45° DIN 24° SÉRIE S 114

HYPERSPIRAL EMBOUT MÂLE ORFS 115
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HYPERSPIRAL EMBOUT FEMELLE ORFS 115

HYPERSPIRAL EMBOUT FEMELLE  
ORFS 90° 116

HYPERSPIRAL EMBOUT FEMELLE  
ORFS 45° 116

HYPERSPIRAL EMBOUT À BRIDE DROITE 
3000 PSI 117

HYPERSPIRAL EMBOUT À BRIDE 90°  
3000 PSI 117

HYPERSPIRAL EMBOUT À BRIDE 45°  
3000 PSI 117

HYPERSPIRAL EMBOUT À BRIDE DROITE 
6000 PSI 118

HYPERSPIRAL EMBOUT À BRIDE 90°  
6000 PSI 118

HYPERSPIRAL EMBOUT À BRIDE 45°  
6000 PSI 118

HYPERSPIRAL EMBOUT À BRIDE DROITE 
9000 PSI «CATERPILLAR» 119

HYPERSPIRAL EMBOUT À BRIDE 90°  
9000 PSI «CATERPILLAR» 119

HYPERSPIRAL EMBOUT À BRIDE 45°  
9000 PSI «CATERPILLAR» 119

EMBOUTS BASSE PRESSION

EMBOUT MÂLE CONIQUE BSPT 121

EMBOUT MÂLE BSPP 121

EMBOUT MÂLE MÉTRIQUE CYLINDRIQUE 122

EMBOUT MÂLE MÉTRIQUE CYLINDRIQUE JE 122
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EMBOUT MÂLE NPT 122

EMBOUT MÂLE SAE + O’RING 123

EMBOUT COUDE 90° BSPP CYLINDRIQUE 123

EMBOUT COUDE 90° MÂLESAE + O’RING 123

EMBOUTS LAITON PUSH FIT

EMBOUT MÂLE JIC PUSH FIT 125

EMBOUT FEMELLE JIC PUSH FIT 125

EMBOUT FEMELLE CÔNE 60° BSPP PUSH 
FIT 126

EMBOUT FEMELLE CÔNE 60° A 45° BSPP 
PUSH FIT 126

EMBOUT FEMELLE CÔNE 60° A 90° BSPP 
PUSH FIT 126

EMBOUT MÂLE CÔNE 60° BSPP PUSH FIT 127

EMBOUT MÂLE CONIQUE BSPT PUSH FIT 127

EMBOUT MÂLE DIN CÔNE 24°  
SÉRIE L PUSH FIT 128

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L PUSH FIT 128

EMBOUTS DE GRAISSAGE

JUPE À VISSER POUR TUYAU  
DE GRAISSAGE TITAN 130

EMBOUT LISSE À VISSER 130

R É F É R E N C E PAG E

EMBOUT LISSE À VISSER 90° 130

EMBOUT LISSE À VISSER 90° LONG DROP 131

EMBOUT À VISSER 45° 131

EMBOUTS DE PRISE DE PRESSION

JUPE POUR TUYAU CAPILLAIRE POUR 
TUYAU CAPILLAIRE HAPY 133

EMBOUT FEMELLE PRISE DE PRESSION 133

EMBOUT FEMELLE PRISE DE PRESSION  
À 90° 133

EMBOUT FEMELLE PRISE DE PRESSION  
À 45° 134

EMBOUT MÂLE CÔNE 60° BSPP 134

EMBOUT FEMELLE CÔNE 60° BSPP 134

EMBOUT FEMELLE CÔNE 60° BSPP À 90° 135

EMBOUT FEMELLE CÔNE 60° BSPP À 45° 135

EMBOUT MÂLE MANOMÈTRE 136

EMBOUT FEMELLE MANOMÈTRE 90° 136

EMBOUT FEMELLE MANOMÈTRE 45° 136

EMBOUT MÂLE DIN CÔNE 24°  
SÉRIE L 137

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L 137

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L 90° 138
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EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE L 45° 138

EMBOUT MÂLE DIN CÔNE 24°  
SÉRIE S 139

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE S 139

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE S 90° 140

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE S 45° 140

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE LL 141

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE LL 90° 141

EMBOUT FEMELLE DIN CÔNE 24°  
SÉRIE LL 45° 141

EMBOUT MÂLE ORFS 142

EMBOUT FEMELLE ORFS 142

EMBOUT FEMELLE DIN ORFS 90° 143

EMBOUT FEMELLE DIN ORFS 45° 143

EMBOUT MÂLE CÔNE 74° JIC 144

EMBOUT FEMELLE CÔNE 74° JIC 144

EMBOUT FEMELLE CÔNE 74° JIC 90° 145

EMBOUT FEMELLE CÔNE 74° JIC 45° 145

EMBOUT LISSE DROIT 146
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EMBOUT LISSE 90° 146

EMBOUT LISSE 45° 146

EMBOUT BANJO DROIT 147

VIS CREUSE - POUR EMBOUT BANJO 147

EMBOUT PRISE TEST 148

EMBOUT PRISE TEST 90° 148

EMBOUT PRISE TEST 45° 148

EMBOUT MÂLE CÔNE BSPT 149

EMBOUT MÂLE NPT 149

EMBOUT MÂLE MÉTRIQUE 149

  
ACCESSOIRES POUR EMBOUTS PRISE DE 
PRESSION 150
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PIGE DE CONTRÔLE EMBOUT INTERLOCK (GO / NO GO)

PIGE DE CONTRÔLE EMBOUT STANDARD (GO / NO GO)

MÂLETTE DE PIGE DE CONTRÔLE ( GO / NO GO)

Réf. DN

PIGE-COFX 1/4'' au 2''

KPIGE-COFX 1''1/4 au 2"

Réf. DN Inch ENTRE ENTRE PAS LONGUEUR

PIGE06-NEW 6 1/4’’ 3,5 3,8 120

PIGE08-NEW 8 5/16’’ 4,9 5,3 130

PIGE10-NEW 10 3/8’’ 6,5 6,8 140

PIGE12-NEW 12 1/2’’ 8,5 9,2 150

PIGE16-NEW 16 5/8’’ 10,8 11,7 160

PIGE19-NEW 19 3/4’’ 13,4 14,3 170

PIGE25-NEW 25 1’’ 18,4 19,5 185

PIGE32-NEW 32 1’’1/4 24,0 24,7 220

PIGE38-NEW 38 1’’1/2 30,0 31,4 260

PIGE50-NEW 50 2’’ 41,6 43,0 290

Réf. DN Inch ENTRE ENTRE PAS LONGUEUR

KPIGE19-NEW 19 3/4’’ 12,1 13,1 170

KPIGE25-NEW 25 1’’ 16,5 17,5 185

KPIGE32-NEW 32 1’’1/4 22,2 23,3 220

KPIGE38-NEW 38 1’’1/2 27,1 28,3 260

KPIGE50-NEW 50 2’’ 38,7 40,0 290

Procédure de contrôle :

1

Insérer l’extrémité de la pige NO GO dans l’embout 
(Fig 1). 
La pige doit s’arrêter à la moitié de l’embout. Cela 
indique que l’effondrement minimum a été atteint.
En cas de passage intégral de la pige NO GO – 
abaisser votre cote de sertissage de -0.3/-0.4 mm 
et recommencer le contrôle jusqu’à atteindre la 
bonne valeur.

2

Insérer l’extrémité de la pige GO dans l’embout  
(Fig 2).  
La pige doit traverser entièrement l’embout sans 
aucune contrainte mécanique.
En cas de blocage de votre pige GO, cela sous 
entends que votre sertissage est trop prononcé. 
Recommencer un nouveau sertissage avec une 
valeur plus haute que la précédente et procéder à 
un nouveau contrôle.

3

Si l’effondrement de l’embout se situe dans la 
plage recommandée des piges de contrôle DMH 
alors les assemblages de vos tuyaux sont corrects 
et l’opération de sertissage est maîtrisée. Vous 
pouvez poursuivre les sertissages de vos flexibles 
en utilisant le diamètre de sertissage défini par ce 
contrôle.

4 L’effondrement de l’embout doit être revérifié en 
cas de changement de lots de tuyaux ou d’embouts.

A NOTER, QUE CETTE PROCÉDURE N’EST VALABLE QUE POUR LES EMBOUTS À FORMES GÉOMÉTRIQUES DROITES.
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EMBOUTS STANDARDS

JUPE B1R • R1A • AVEC DÉNUDAGE

JUPE B2R • R2A • AVEC DENUDAGE

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

JUPE B3R • R3 - R4 • SANS DENUDAGE

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

NO
SKIVE

Réf. DN Inch Int D L

B1R03 5 3/16’’ 10,1 17,0 26,4

B1R04 6 1/4’’ 13,5 20,0 29,5

B1R05 8 5/16’’ 14,4 22,0 29,5

B1R06 10 3/8’’ 16,5 24,0 32,0

B1R08 12 1/2’’ 20,5 29,0 34,0

B1R10 16 5/8’’ 23,9 32,0 37,0

B1R12 19 3/4’’ 27,5 36,0 43,0

B1R16 25 1’’ 34,3 43,0 50,0

B1R20 32 1’’1/4 42,0 52,0 57,0

B1R24 38 1’’1/2 48,0 57,0 63,0

B1R32 50 2’’ 60,2 70,0 78,0

Réf. DN Inch Int D L

B2R03 5 3/16’’ 12,1 20,0 27,0

B2R04 6 1/4’’ 14,2 21,0 30,0

B2R05 8 5/16’’ 15,8 24,0 30,0

B2R06 10 3/8’’ 18,0 26,0 32,0

B2R08 12 1/2’’ 22,0 30,0 34,0

B2R10 16 5/8’’ 25,9 34,0 37,0

B2R12 19 3/4’’ 29,3 38,0 43,0

B2R16 25 1’’ 36,5 46,0 50,0

B2R20 32 1’’1/4 38,2 56,0 59,0

B2R24 38 1’’1/2 51,9 62,0 63,0

B2R32 50 2’’ 64,2 75,0 79,0

Réf. DN Inch Int D L

B3R04 6 1/4’’ 15,3 19,0 29

B3R05 8 5/16’’ 18,5 22,0 30

B3R06 10 3/8’’ 20,0 24,0 31

B3R08 12 1/2’’ 24,9 28,5 34

B3R10 16 5/8’’ 27,8 32,0 36

B3R12 19 3/4’’ 32,6 38,0 42

B3R16 25 1’’ 39,5 46,0 50

B3R20 32 1’’1/4 46,0 52,0 57

B3R24 38 1’’1/2 55,3 61,0 63

B3R32 50 2’’ 68,8 76,0 78

B3R40 63 2’’1/2 81,8 88,0 67

B3R48 76 3’’ 91,0 100,0 67



EMBOUTS STANDARDS

- EF 19 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

V
an

ne
s

Co
m

po
sa

nt
s

La
va

ge
Em

bo
ut

s
Co

up
le

ur
s

B
ri

de
s

Tu
ya

ux
Pr

ot
ec

ti
on

s
G

A
Z

D
IN

JI
C

O
RF

S
BS

P
Co

lli
er

s
Pr

es
si

on
Jo

in
ts

JUPE B9R • R9R - 4SP • AVEC DÉNUDAGE

JUPE B7R • R7 - R8 - SB - R6 - SEWER FURET • SANS DÉNUDAGE

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

NO
SKIVE

Réf. DN Inch Int D L

B7R02 4 1/8’’ 9,0 11,5 20

B7R03 5 3/16’’ 10,6 14,0 30

B7R04 6 1/4’’ 13,5 17,0 30

B7R05 8 5/16’’ 15,2 19,0 30

B7R06 10 3/8’’ 16,8 21,0 30

B7R08 12 1/2’’ 20,8 25,5 34

B7R10 16 5/8’’ 24,0 28,5 36

B7R12 19 3/4’’ 27,6 32,0 42

B7R16 25 1’’ 34,6 40,0 50

B7R03-FURET 5 3/16’’ 10,6 14,0 14

B7R04-FURET 6 1/4’’ 13,5 19,0 13

Jupe pour tuyau DRAIN CLEANER SEWER FURET

Réf. DN Inch Int D L

B9R04 6 1/4’’ 15,3 22,0 30,0

B9R06 10 3/8’’ 18,3 26,0 32,0

B9R08 12 1/2’’ 22,0 30,0 34,5

B9R10 16 5/8’’ 26,0 34,0 40,0

B9R12 19 3/4’’ 29,3 38,0 45,2

B9R16 25 1’’ 36,5 46,0 60,0

B9R20 32 1’’1/4 46,2 56,0 66,0

B9R24 38 1’’1/2 54,0 65,0 76,5

B9R32 50 2’’ 67,2 80,0 80,0

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDS

JUPE B1SC • 1SC - 1SN - 2SC • SANS DÉNUDAGE

JUPE B4SH • 4SH • AVEC DÉNUDAGE

JUPE B12T • R1T - R2T - 2SC • SANS DÉNUDAGE

NO
SKIVE

NO
SKIVE

Réf. DN Inch Int D L

B12T03N 5 3/16’’ 14,2 21,0 23,0

B12T04N 6 1/4’’ 15,7 23,0 30,0

B12T05N 8 5/16’’ 17,3 24,0 30,0

B12T06N 10 3/8’’ 19,7 26,0 32,0

B12T08N 12 1/2’’ 22,9 29,0 34,0

B12T10N 16 5/8’’ 26,2 33,0 37,0

B12T12N 19 3/4’’ 30,3 37,0 42,0

B12T16N 25 1’’ 38,8 46,0 51,0

B12T20N 32 1’’1/4 49,6 59,0 59,0

B12T24N 38 1’’1/2 55,8 67,0 67,0

B12T32N 50 2’’ 68,5 80,0 72,0

B12T40N 63 2’’1/2 83,0 95,0 72,0

B12T48N 70 3’’ 97,0 110,0 80,0

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch Int D L

B1SC04 6 1/4’’ 14,4 20,0 30,0

B1SC05 8 5/16’’ 16,0 22,0 30,0

B1SC06 10 3/8’’ 18,2 24,0 32,0

B1SC08 12 1/2’’ 21,5 28,0 34,0

B1SC10 16 5/8’’ 25,0 32,0 37,0

B1SC12 19 3/4’’ 28,6 35,0 42,0

B1SC16 25 1’’ 36,7 43,0 51,0
L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch Int D L

B4SH20 32 1’’1/4 43,0 52,0 66,0

B4SH24 38 1’’1/2 51,0 62,0 76,5

B4SH32 50 2’’ - 75,0 80,0

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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JUPE B9K • 4SH - R12 - 4000 / 5000 PSI • SANS DÉNUDAGE

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

JUPE B1K • 1SC - R17 - R7 - R6 1TE - R6 2TE • SANS DÉNUDAGE NO
SKIVE

NO
SKIVE

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch Int D L

B1K04 6 1/4’’ 13,8 18,0 30,0

B1K05 8 5/16’’ 15,1 20,0 30,0

B1K06 10 3/8’’ 17,8 22,0 32,0

B1K08 12 1/2’’ 21,1 26,0 34,0

B1K10 16 5/8’’ 24,1 30,0 37,0

B1K12 19 3/4’’ 27,9 33,0 42,0

B1K16 25 1’’ 34,6 41,0 51,0

B1K20 32 1’’1/4 41,7 48,0 57,0

B1K24 38 1’’1/2 - 56,0 66,0

B1K32 50 2’’ - 68,0 70,0

Réf. DN Inch Int D L

B9K06 10 3/8’’ 21,0 29,0 30,0

B9K08 12 1/2’’ 24,9 33,0 34,0

B9K10 16 5/8’’ 28,8 37,0 36,0

B9K12 19 3/4’’ 32,5 42,0 40,0

B9K16 25 1’’ 39,9 50,0 55,0

B9K20 32 1’’1/4 49,2 62,2 61,0

B9K24 38 1’’1/2 56,7 70,0 71,0
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EMBOUTS STANDARDS

JUPE BPTFEC • PTFE CONVOLUTÉ

JUPE BPTFE • PTFE LISSE

NO
SKIVE

NO
SKIVE

Réf. DN Inch D L

BPTFE03 5 3/16’’ 14,0 25,0

BPTFE04 6 1/4’’ 16,0 26,5

BPTFE05 8 5/16’’ 17,0 25,0

BPTFE06 10 3/8’’ 19,0 30,0

BPTFE08 12 1/2’’ 24,0 32,0

BPTFE10 16 5/8’’ 25,5 35,0

BPTFE12 19 3/4’’ 30,5 40,0

BPTFE16 25 1’’ 37,0 47,0

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch D L

BPTFEC04 6 1/4’’ 17,8 26,5

BPTFEC06 10 3/8’’ 20,0 30,5

BPTFEC08 12 1/2’’ 24,0 33,0

BPTFEC10 16 5/8’’ 29,0 35,0

BPTFEC12 19 3/4’’ 31,1 41,0

BPTFEC16 25 1’’ 38,0 47,0

BPTFEC20 32 1’’1/4 49,5 53,0

BPTFEC24 38 1’’1/2 55,3 58,5

BPTFEC32 50 2’’ 69,0 72,0

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUT MÂLE CÔNE 60° BSPP

EMBOUT MÂLE FURET CÔNE 60° BSPP

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

MG0202 4 1/8’’ 1/8’’-28 - - 630

MG0204 4 1/8’’ 1/4’’-19 - - 630

MG0302 5 3/16’’ 1/8’’-28 21 14 350

MG0304 5 3/16’’ 1/4’’-19 26 19 415

MG0402 6 1/4’’ 1/8’’-28 21 14 350

MG0404 6 1/4’’ 1/4’’-19 27 19 450

MG0406 6 1/4’’ 3/8’’-19 29 22 450

MG0408 6 1/4’’ 1/2’’-14 32 27 450

MG0504 8 5/16’’ 1/4’’-19 27 19 350

MG0506 8 5/16’’ 3/8’’-19 29 22 350

MG0508 8 5/16’’ 1/2’’-14 32 27 350

MG0604 10 3/8’’ 1/4’’-19 27 19 450

MG0606 10 3/8’’ 3/8’’-19 29 22 450

MG0608 10 3/8’’ 1/2’’-14 32 27 450

MG0806 12 1/2’’ 3/8’’-19 29 22 415

MG0808 12 1/2’’ 1/2’’-14 33 27 415

MG0810 12 1/2’’ 5/8’’-14 35 30 415

MG0812 12 1/2’’ 3/4’’-14 36 32 415

MG1008 16 5/8’’ 1/2’’-14 33 27 350

MG1010 16 5/8’’ 5/8’’-14 35 30 350

MG1012 16 5/8’’ 3/4’’-14 36 32 350

MG1208 19 3/4’’ 1/2’’-14 33 27 350

MG1212 19 3/4’’ 3/4’’-14 37 32 350

MG1216 19 3/4’’ 1’’-11 40 38 350

MG1612 25 1’’ 3/4’’-14 38 32 280

MG1616 25 1’’ 1’’-11 40 38 280

MG1620 25 1’’ 1’’1/4-11 46 50 280

MG2020 32 1’’1/4 1’’1/4-11 46 50 210

MG2024 32 1’’1/4 1’’1/2-11 46 55 210

MG2424 38 1’’1/2 1’’1/2-11 46 55 185

MG2432 38 1’’1/2 2’’ - 11 53 70 185

MG3232 50 2’’ 2’’ - 11 54 70 165

MG4040 63 2’’1/2 2’’1/2 -11 52 85 -

MG4848 76 3’’ 3’’ - 11 52 100 -

Réf. DN Inch F A H Bar

MG0302-FURET 5 3/16’’ 1/8’’-28 11,7 - 345

MG0402-FURET 6 1/4'' 1/8"-28 - 345

MG0404-FURET 6 1/4’’ 1/4’’-19 15,0 - 345

Embout pour tuyau DRAIN CLEANER SEWER FURET
A

60
°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS STANDARDS

EMBOUT FEMELLE CÔNE 60° BSPP

Type A : Écrou à jonc

Type B : Écrou rapporté

Type C : Écrou préserti

Réf. DN Inch F Type* A H Bar

FDG0202 4 1/8’’ 1/8’’-28 - - - 630

FDG0204 4 1/8’’ 1/4’’-19 - - - 630

FDG0302 5 3/16’’ 1/8’’-28 C 18,0 15 350

FDG0304 5 3/16’’ 1/4’’-19 B 16,0 19 415

FDG0402 6 1/4’’ 1/8’’-28 A 15,5 14 350

FDG0404 6 1/4’’ 1/4’’-19 B 18,0 19 450

FDG0406 6 1/4’’ 3/8’’-19 B 19,0 22 450

FDG0408 6 1/4’’ 1/2’’-14 C 21,0 27 450

FDG0504 8 5/16’’ 1/4’’-19 A 18,0 19 350

FDG0506 8 5/16’’ 3/8’’-19 B 19,1 22 350

FDG0508 8 5/16’’ 1/2’’-14 B 19,6 27 350

FDG0604 10 3/8’’ 1/4’’-19 A 18,6 19 450

FDG0606 10 3/8’’ 3/8’’-19 B 19,6 22 450

FDG0608 10 3/8’’ 1/2’’-14 B 20,5 27 450

FDG0806 12 1/2’’ 3/8’’-19 A 20,8 22 415

FDG0808 12 1/2’’ 1/2’’-14 B 20,8 27 415

FDG0810 12 1/2’’ 5/8’’-14 B 20,8 30 415

FDG0812 12 1/2’’ 3/4’’-14 B 23,3 32 415

FDG1008 16 5/8’’ 1/2’’-14 A 23,0 27 350

FDG1010 16 5/8’’ 5/8’’-14 A 20,3 30 350

FDG1012 16 5/8’’ 3/4’’-14 B 23,3 32 350

FDG1208 19 3/4’’ 1/2’’-14 A 23,0 27 350

FDG1210 19 3/4’’ 5/8’’-14 C 24,0 30 350

FDG1212 19 3/4’’ 3/4’’-14 A 24,5 32 350

FDG1212SP 19 3/4’’ 3/4’’-14 A+OR 24,5 32 350

FDG1216 19 3/4’’ 1’’-11 A 26,0 38 350

FDG1216SP 19 3/4’’ 1’’-11 A+OR 26,0 38 350

FDG1612 25 1’’ 3/4’’-14 C 26,0 32 280

FDG1616 25 1’’ 1’’-11 A 26,7 38 280

FDG1616SP 25 1’’ 1’’-11 A+OR 26,7 38 280

FDG1620 25 1’’ 1’’1/4-11 A+OR 30,1 50 280

FDG2020 32 1’’1/4 1’’1/4-11 A+OR 32,0 50 210

FDG2024 32 1’’1/4 1’’1/2-11 C 32,0 55 210

FDG2424 38 1’’1/2 1’’1/2-11 A 29,6 55 185

FDG2424SP 38 1’’1/2 1’’1/2-11 C+OR 29,6 55 185

FDG2432SP 38 1’’1/2 2’’ - 11 C 32,5 70 185

FDG3232SP 50 2’’ 2’’ -11 A+OR 30,2 70 165

FDG4040** 63 2’’1/2 2’’1/2 -11 A 46,0 85 -

FDG4848** 76 3’’ 3’’ - 11 A 51,0 100 -

* Le type d'écrou est susceptible d'évoluer dans le temps 

** Double jonc

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS STANDARDS

- EF 25 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT FEMELLE CÔNE 60° BSPP À 90°

Type A : Écrou à jonc

Type B : Écrou rapporté

Type C : Écrou préserti

Réf. DN Inch F Type* A B H Bar

F90G0302 5 3/16’’ 1/8’’-28 C 23,0 29,0 14 350

F90G0304 5 3/16’’ 1/4’’-19 B 25,0 25,7 19 415

F90G0402 6 1/4’’ 1/8’’-28 A 27,5 30,0 14 350

F90G0404 6 1/4’’ 1/4’’-19 B 28,0 30,0 19 450

F90G0406 6 1/4’’ 3/8’’-19 B 28,0 31,0 22 450

F90G0408 6 1/4’’ 1/2’’-14 C 31,5 30,0 27 450

F90G0504 8 5/16’’ 1/4’’-19 A 31,0 33,5 19 350

F90G0506 8 5/16’’ 3/8’’-19 B 31,0 31,0 22 350

F90G0508 8 5/16’’ 1/2’’-14 B 31,0 33,0 27 350

F90G0604 10 3/8’’ 1/4’’-19 A 31,5 37,0 19 450

F90G0606 10 3/8’’ 3/8’’-19 B 33,5 34,0 22 450

F90G0608 10 3/8’’ 1/2’’-14 B 33,5 39,0 27 450

F90G0806 12 1/2’’ 3/8’’-19 A 37,5 44,5 22 415

F90G0808 12 1/2’’ 1/2’’-14 B 39,0 41,0 27 415

F90G0810 12 1/2’’ 5/8’’-14 C 39,0 45,0 28 415

F90G0812 12 1/2’’ 3/4’’-14 C 39,0 51,0 32 415

F90G1008 16 5/8’’ 1/2’’-14 A 49,0 51,5 27 350

F90G1010 16 5/8’’ 5/8’’-14 C 49,0 52,0 28 350

F90G1012 16 5/8’’ 3/4’’-14 B 49,0 56,0 32 350

F90G1208 19 3/4’’ 1/2’’-14 C 53,5 56,0 27 350

F90G1210 19 3/4’’ 5/8’’-14 C 53,5 56,0 28 350

F90G1212 19 3/4’’ 3/4’’-14 A 56,5 61,0 32 350

F90G1212SP 19 3/4’’ 3/4’’-14 A+OR 56,5 61,0 32 350

F90G1216 19 3/4’’ 1’’-11 A 53,5 58,0 38 350

F90G1612 25 1’’ 3/4’’-14 C 68,5 72,0 32 280

F90G1616 25 1’’ 1’’-11 A 71,5 75,0 38 280

F90G1616SP 25 1’’ 1’’-11 A+OR 71,5 75,0 38 280

F90G1620 25 1’’ 1’’1/4-11 C 73,0 80,0 50 280

F90G2020 32 1’’1/4 1’’1/4-11 A+OR 89,8 93,0 50 210

F90G2024 32 1’’1/4 1’’1/2-11 C 89,0 98,5 55 210

F90G2424 38 1’’1/2 1’’1/2-11 A+OR 101,6 106,0 55 185

F90G2432SP 38 1’’1/2 2’’ - 11 A+OR 101,0 118,0 70 185

F90G3232SP 50 2’’ 2’’ - 11 A+OR 129,2 125,0 70 165

* Le type d’écrou est susceptible d’évoluer dans le temps

B

  

A

H

60°

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²
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Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS STANDARDS

EMBOUT FEMELLE CÔNE 60° BSPP À 90° COMPACT

Réf. DN Inch F A B H H1 Bar

F90G0404K 6 1/4’’ 1/4’’-19 19,0 26,7 14 19 450

F90G0406K 6 1/4’’ 3/8’’-19 21,5 28,0 19 22 450

F90G0506K 8 5/16’’ 3/8’’-19 21,5 28,0 19 22 350

F90G0606K 10 3/8’’ 3/8’’-19 21,5 28,0 19 22 450

F90G0608K 10 3/8’’ 1/2’’-14 24,0 32,5 22 27 450

F90G0808K 12 1/2’’ 1/2’’-14 24,0 32,5 22 27 415

F90G1212K 19 3/4’’ 3/4’’ - 14 25,0 39,5 27 32 350

F90G1616K 25 1’’ 1’’ - 11 32,5 43,5 33 38 280

B

A

H1

H

60°

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²



EMBOUTS STANDARDS

- EF 27 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT FEMELLE CÔNE 60° BSPP À 45°

Type A : Écrou à jonc

Type B : Écrou rapporté

Type C : Écrou préserti

Réf. DN Inch F Type* A B H Bar

F45G0302 5 3/16’’ 1/8’’-28 C 17,0 40,0 14 350

F45G0304 5 3/16’’ 1/4’’-19 C 17,0 40,0 19 415

F45G0402 6 1/4’’ 1/8’’-28 C 14,0 40,0 14 350

F45G0404 6 1/4’’ 1/4’’-19 B 14,7 35,2 19 450

F45G0406 6 1/4’’ 3/8’’-19 B 15,8 37,0 22 450

F45G0408 6 1/4’’ 1/2’’-14 C 24,0 55,0 27 450

F45G0504 8 5/16’’ 1/4’’-19 A 18,0 37,4 19 350

F45G0506 8 5/16’’ 3/8’’-19 B 16,3 37,4 22 350

F45G0508 8 5/16’’ 1/2’’-14 C 24,0 55,0 27 350

F45G0604 10 3/8’’ 1/4’’-19 C 19,0 54,0 19 450

F45G0606 10 3/8’’ 3/8’’-19 B 17,3 40,9 22 450

F45G0608 10 3/8’’ 1/2’’-14 B 18,3 41,9 27 450

F45G0806 12 1/2’’ 3/8’’-19 C 20,0 63,0 22 415

F45G0808 12 1/2’’ 1/2’’-14 B 19,9 47,6 27 415

F45G0810 12 1/2’’ 5/8’’-14 C 23,0 65,0 28 415

F45G0812 12 1/2’’ 3/4’’-14 C 21,0 66,0 32 415

F45G1008 16 5/8’’ 1/2’’-14 C 25,0 63,0 27 350

F45G1010 16 5/8’’ 5/8’’-14 C 25,0 64,0 28 350

F45G1012 16 5/8’’ 3/4’’-14 B 25,3 59,3 32 350

F45G1208 19 3/4’’ 1/2’’-14 C 28,0 62,0 27 350

F45G1212 19 3/4’’ 3/4’’-14 A 30,3 67,8 32 350

F45G1212SP 19 3/4’’ 3/4’’-14 A+OR 30,3 67,8 32 350

F45G1216 19 3/4’’ 1’’-11 A 24,0 61,5 38 350

F45G1612 25 1’’ 3/4’’-14 C 39,0 88,0 32 280

F45G1616 25 1’’ 1’’-11 A 37,0 83,8 38 280

F45G1616SP 25 1’’ 1’’-11 A+OR 37,0 83,8 38 280

F45G1620 25 1’’ 1’’1/4-11 C 44,0 93,0 50 280

F45G2020 32 1’’1/4 1’’1/4-11 C 44,0 102,0 50 210

F45G2024 32 1’’1/4 1’’1/2-11 C 45,0 103,0 55 210

F45G2424 38 1’’1/2 1’’1/2-11 C 45,0 118,0 55 185

F45G3232SP 50 2’’ 2’’ - 11 A+OR 56,0 137,0 70 165

* Le type d’écrou est susceptible d’évoluer dans le temps

A

B

  

H
60°

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²
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Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS STANDARDS

EMBOUT MÂLE GAZ FOND PLAT

EMBOUT FEMELLE GAZ FOND PLAT

Réf. DN Inch F A H Bar

MGSP0404 6 1/4’’ 1/4’’-19 27,0 19 450

MGSP0506 8 5/16’’ 3/8’’-20 29,0 22 350

MGSP0606 10 3/8’’ 3/8’’-21 28,5 22 450

MGSP0608 10 3/8’’ 1/2’’-14 32,0 27 450

MGSP0808 12 1/2’’ 1/2’’-14 32,0 27 415

MGSP1012 16 5/8’’ 3/4’’-14 36,0 32 350

MGSP1212 19 3/4’’ 3/4’’-14 37,0 32 350

MGSP1216 19 3/4’’ 1’’-11 40,0 38 350

MGSP1616 25 1’’ 1’’-11 39,5 38 280

MGSP2020 32 1’’1/4 1’’1/4-11 46,0 50 210

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

FDGSP0404 6 1/4’’ 1/4’’-19 14,0 19 450

FDGSP0406 6 1/4’’ 3/8’’-19 15,0 22 450

FDGSP0506 8 5/16’’ 3/8’’-20 15,0 22 350

FDGSP0606 10 3/8’’ 3/8’’-21 16,0 22 450

FDGSP0608 10 3/8’’ 1/2’’-14 17,0 27 450

FDGSP0808 12 1/2’’ 1/2’’-14 17,0 27 415

FDGSP0810 12 1/2’’ 5/8’’-14 17,0 28 415

FDGSP0812 12 1/2’’ 3/4’’-14 19,0 32 415

FDGSP1008* 16 5/8’’ 1/2’’-14 18,5 27 350

FDGSP1010 16 5/8’’ 5/8’’-14 17,0 28 350

FDGSP1012 16 5/8’’ 3/4’’-14 20,0 32 350

FDGSP1212 19 3/4’’ 3/4’’-14 21,0 32 350

FDGSP1216 19 3/4’’ 1’’-11 22,0 38 350

FDGSP1616 25 1’’ 1’’-11 23,0 38 280

FDGSP2020 32 1’’1/4 1’’1/4-11 26,0 50 210

* Ecrou préserti



EMBOUTS STANDARDS
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EMBOUT MÂLE CONIQUE BSPT

Réf. DN Inch F A H Bar

MGK0302 5 3/16’’ 1/8’’-28 20,0 12 350

MGK0304 5 3/16’’ 1/4’’-19 22,0 15 415

MGK0402 6 1/4’’ 1/8’’-28 22,5 12 350

MGK0404 6 1/4’’ 1/4’’-19 27,0 14 450

MGK0406 6 1/4’’ 3/8’’-19 28,0 19 450

MGK0408 6 1/4’’ 1/2’’-14 34,0 22 350

MGK0504 8 5/16’’ 1/4’’-19 27,0 14 350

MGK0506 8 5/16’’ 3/8’’-19 27,5 19 350

MGK0508 8 5/16’’ 1/2’’-14 33,9 22 350

MGK0604 10 3/8’’ 1/4’’-19 27,0 17 450

MGK0606 10 3/8’’ 3/8’’-19 27,5 19 450

MGK0608 10 3/8’’ 1/2’’-19 33,5 22 415

MGK0806 12 1/2’’ 3/8’’-19 28,5 19 415

MGK0808 12 1/2’’ 1/2’’-14 34,0 22 415

MGK0812 12 1/2’’ 3/4’’-14 36,0 27 350

MGK1008 16 5/8’’ 1/2’’-14 34,5 22 350

MGK1012 16 5/8’’ 3/4’’-14 36,5 27 350

MGK1212 19 3/4’’ 3/4’’-14 37,0 27 280

MGK1216 19 3/4’’ 1’’-11 44,5 36 280

MGK1616 25 1’’ 1’’-11 45,1 36 210

MGK1620 25 1’’ 1’’1/4-11 46,0 46 210

MGK2020 32 1’’1/4 1’’1/4-11 46,3 46 185

MGK2024 32 1’’1/4 1’’1/2-11 47,0 50 185

MGK2424 38 1’’1/2 1’’1/2-11 47,1 50 185

MGK3232 50 2’’ 2’’-11 57,0 65 165

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDS

EMBOUT MÂLE NPT

Réf. DN Inch F A H Bar

MNPT0202 4 1/8’’ 1/8’’-27 - - 630

MNPT0302 5 3/16’’ 1/8’’-27 22,0 12 350

MNPT0304 5 3/16’’ 1/4’’-18 22,0 15 415

MNPT0402 6 1/4’’ 1/8’’-27 22,0 12 350

MNPT0404 6 1/4’’ 1/4’’-18 27,0 14 450

MNPT0406 6 1/4’’ 3/8’’-18 28,0 19 450

MNPT0504 8 5/16’’ 1/4’’-18 27,0 14 350

MNPT0506 8 5/16’’ 3/8’’-18 28,0 19 350

MNPT0508 8 5/16’’ 1/2’’-14 33,9 22 415

MNPT0604 10 3/8’’ 1/4’’-18 28,0 15 350

MNPT0606 10 3/8’’ 3/8’’-18 28,0 19 450

MNPT0608 10 3/8’’ 1/2’’-14 34,0 22 415

MNPT0806 12 1/2’’ 3/8’’-18 28,0 19 415

MNPT0808 12 1/2’’ 1/2’’-14 35,0 22 415

MNPT0812 12 1/2’’ 3/4’’-14 34,0 27 350

MNPT1008 16 5/8’’ 1/2’’-14 34,0 22 350

MNPT1012 16 5/8’’ 3/4’’-14 37,0 27 350

MNPT1212 19 3/4’’ 3/4’’-14 37,0 27 350

MNPT1216 19 3/4’’ 1’’-11,5 45,0 36 280

MNPT1616 25 1’’ 1’’-11,5 46,1 36 280

MNPT1620 25 1’’ 1’’1/4-11,5 46,0 46 210

MNPT2020 32 1’’1/4 1’’1/4-11,5 46,0 46 210

MNPT2024 32 1’’1/4 1’’1/2-11,5 47,5 50 185

MNPT2424 38 1’’1/2 1’’1/2-11,5 47,6 50 185

MNPT3232 50 2’’ 2’’-11,5 57,0 65 165

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS STANDARDS
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EMBOUT MÂLE SAE + OR

Réf. DN Inch F A H Bar

MS0404 6 1/4’’ 7/16’’-20 24,0 14 450

MS0405 6 1/4’’ 1/2’’-20 24,0 17 450

MS0406 6 1/4’’ 9/16’’-18 25,5 17 450

MS0606 10 3/8’’ 9/16’’-18 25,6 17 450

MS0608 10 3/8’’ 3/4’’-16 28,6 22 415

MS0808 12 1/2’’ 3/4’’-16 31,0 22 415

MS0810 12 1/2’’ 7/8’’-14 35,0 27 350

MS1012 16 5/8’’ 1’’1/16-12 39,0 32 350

MS1212 19 3/4’’ 1’’1/16-12 39,5 32 350

MS1216 19 3/4’’ 1’’5/16-12 40,0 38 280

MS1616 25 1’’ 1’’5/16-12 41,0 38 280

MS2020 32 1’’1/4 1’’5/8-12 44,5 46 210

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDS

EMBOUT MÂLE CÔNE 74° JIC

Réf. DN Inch F A H Bar

MJ0304 5 3/16’’ 7/16’’-20 27,0 12 415

MJ0305 5 3/16’’ 1/2’’-20 27,0 14 415

MJ0404 6 1/4’’ 7/16’’-20 27,0 12 450

MJ0405 6 1/4’’ 1/2’’-20 27,0 14 450

MJ0406 6 1/4’’ 9/16’’-18 28,0 15 450

MJ0505 8 5/16’’ 1/2’’-20 27,0 14 350

MJ0506 8 5/16’’ 9/16’’-18 28,0 17 350

MJ0507 8 5/16’’ 5/8’’-18 29,5 17 -

MJ0508 8 5/16’’ 3/4’’-16 29,5 19 350

MJ0606 10 3/8’’ 9/16’’-18 28,0 15 450

MJ0607 10 3/8’’ 5/8’’-16 29,5 17 -

MJ0608 10 3/8’’ 3/4’’-16 30,5 19 415

MJ0610 10 3/8’’ 7/8’’-14 34,5 24 350

MJ0808 12 1/2’’ 3/4’’-16 31,0 19 415

MJ0810 12 1/2’’ 7/8’’-14 35,0 24 350

MJ0812 12 1/2’’ 1’’1/16-12 39,5 27 350

MJ1010 16 5/8’’ 7/8’’-14 35,0 24 350

MJ1012 16 5/8’’ 1’’1/16-12 39,5 27 350

MJ1212 19 3/4’’ 1’’1/16-12 40,5 27 350

MJ1214 19 3/4’’ 1’’3/16-12 41,5 32 280

MJ1216 19 3/4’’ 1’’5/16-12 41,5 34 280

MJ1612 25 1’’ 1’’1/16-12 41,5 32 280

MJ1616 25 1’’ 1’’5/16-12 42,5 34 280

MJ1620 25 1’’ 1’’5/8-12 45,5 42 280

MJ2020 32 1’’1/4 1’’5/8-12 45,0 42 210

MJ2024 32 1’’1/4 1’’7/8-12 52,5 50 140

MJ2424 38 1’’1/2 1’’7/8-12 52,5 50 140

MJ3232 50 2’’ 2’’1/2-12 62,0 65 105

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS STANDARDS

- EF 33 -
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EMBOUT FEMELLE CÔNE 74° JIC

Type A : Écrou à jonc

Type B : Écrou rapporté

Type C : Écrou préserti

74
°

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F Type* A H Bar

FDJ0304 5 3/16’’ 7/16’’-20 B 14,1 14 350

FDJ0305SP 5 3/16’’ 1/2’’-20 A 15,0 17 350

FDJ0404 6 1/4’’ 7/16’’-20 A 15,5 14 350

FDJ0405 6 1/4’’ 1/2’’-20 A 16,0 17 350

FDJ0406 6 1/4’’ 9/16’’-18 B 16,0 19 250

FDJ0505 8 5/16’’ 1/2’’-20 A 16,0 17 350

FDJ0506 8 5/16’’ 9/16’’-18 A 16,0 19 250

FDJ0507 8 5/16’’ 5/8’’-16 A 16,0 22 -

FDJ0508 8 5/16’’ 3/4’’-16 B 17,0 22 250

FDJ0606 10 3/8’’ 9/16’’-18 A 16,0 19 250

FDJ0607 10 3/8’’ 5/8’’-16 A 16,0 22 -

FDJ0608 10 3/8’’ 3/4’’-16 B 18,0 22 250

FDJ0610 10 3/8’’ 7/8’’-14 B 19,5 27 200

FDJ0808 12 1/2’’ 3/4’’-16 A 17,8 22 250

FDJ0810 12 1/2’’ 7/8’’-14 B 19,8 27 200

FDJ0812 12 1/2’’ 1’’1/16-12 C 22,0 32 200

FDJ1010 16 5/8’’ 7/8’’-14 A 19,8 27 200

FDJ1012 16 5/8’’ 1’’1/16-12 B 21,8 32 200

FDJ1210SP 19 3/4’’ 7/8’’-14 C 20,0 27 200

FDJ1212 19 3/4’’ 1’’1/16-12 A 22,0 32 200

FDJ1214 19 3/4’’ 1’’3/16-12 A 22,5 36 160

FDJ1216 19 3/4’’ 1’’5/16-12 A 22,0 41 160

FDJ1612 25 1’’ 1’’1/16-12 A 23,6 32 200

FDJ1616 25 1’’ 1’’5/16-12 A 23,8 41 160

FDJ1620 25 1’’ 1’’5/8-12 A 28,3 50 125

FDJ2020 32 1’’1/4 1’’5/8-12 A 28,5 50 125

FDJ2024 32 1’’1/4 1’’7/8-12 B 24,8 60 100

FDJ2424 38 1’’1/2 1’’7/8-12 A 30,5 60 100

FDJ3232 50 2’’ 2’’1/2-12 A 33,4 75 80

* Le type d’écrou est susceptible d’évoluer dans le temps



- EF 34 -
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EMBOUTS STANDARDS

EMBOUT FEMELLE CÔNE 74° JIC - DOUBLE HEXAGONE

Réf. DN Inch F A H H1 Bar

FDJ0404GIR 6 1/4’’ 7/16’’-20 23,5 14 15 350

FDJ0405GIR 6 1/4’’ 1/2’’-20 24,0 14 17 350

FDJ0406GIR 6 1/4’’ 9/16’’-18 25,7 17 19 250

FDJ0505GIR 8 5/16’’ 1/2’’-20 - - - 350

FDJ0506GIR 8 5/16’’ 9/16’’-18 25,2 17 19 250

FDJ0507GIR45* 8 5/16’’ 5/8''-18 25,2 17 22 250

FDJ0605GIR 10 3/8’’ 1/2’’-20 22,5 17 17 -

FDJ0606GIR 10 3/8’’ 9/16’’-18 25,2 17 19 250

FDJ0608GIR 10 3/8’’ 3/4’’-16 27,3 19 24 250

FDJ0610GIR 10 3/8’’ 7/8’’-14 28,5 22 27 200

FDJ0612GIR 10 3/8’’ 1''1/16-12 33,5 27 32 -

FDJ0806GIR 12 1/2’’ 9/16’’-18 23,5 19 19 -

FDJ0808GIR 12 1/2’’ 3/4’’-16 27,8 22 24 250

FDJ0810GIR 12 1/2’’ 7/8’’-14 29,5 22 27 200

FDJ0812GIR 12 1/2’’ 1''1/16-12 34,0 27 32 200

FDJ0816GIR 12 1/2’’ 1’’5/16-12 36,0 32 38 -

FDJ1010GIR 16 5/8’’ 7/8’’-14 29,5 24 27 200

FDJ1012GIR 16 5/8’’ 1''1/16-12 32,5 27 32 200

FDJ1014GIR 16 5/8’’ 1’’3/16-12 32,5 27 32 200

FDJ1210GIR 19 3/4’’ 7/8’’-14 35,3 27 27 200

FDJ1212GIR 19 3/4’’ 1''1/16-12 35,0 27 32 200

FDJ1214GIR 19 3/4’’ 1’’3/16-12 31,0 30 36 160

FDJ1216GIR 19 3/4’’ 1’’5/16-12 36,0 32 38 160

FDJ1612GIR 25 1’’ 1''1/16-12 38,0 32 32 200

FDJ1614GIR 25 1’’ 1’’3/16-12 36,1 32 36 -

FDJ1616GIR 25 1’’ 1’’5/16-12 36,0 32 41 160

FDJ1620GIR 25 1’’ 1’’5/8-12 - - - 125

FDJ2020GIR 32 1’’1/4 1’’5/8-12 49,6 41 50 125

* Cône 90° au lieu de 74°

A

74
°

H1
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS STANDARDS

- EF 35 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT FEMELLE CÔNE 74° JIC À 90°

Type A : Écrou à jonc

Type B : Écrou rapporté

Type C : Écrou préserti

Réf. DN Inch F Type* A B H Bar

F90J0304 5 3/16’’ 7/16-20 C 23,0 26,0 15 350

F90J0305 5 3/16’’ 1/2’’-20 C 23,0 27,0 17 350

F90J0404 6 1/4’’ 7/16’’-20 A 28,0 32,0 14 350

F90J0405 6 1/4’’ 1/2’’-20 B 28,0 32,0 17 350

F90J0406 6 1/4’’ 9/16’’-18 B 28,0 27,5 19 250

F90J0505 8 5/16’’ 1/2’’-20 A 31,0 32,0 17 350

F90J0506 8 5/16’’ 9/16’’-18 A 31,0 32,5 19 250

F90J0507 8 5/16’’ 5/8’’-18 C 31,5 32,5 22 -

F90J0508 8 5/16’’ 3/4’’-16 B 31,0 31,0 22 250

F90J0606 10 3/8’’ 9/16’’-18 A 32,4 35,3 19 250

F90J0607 10 3/8’’ 5/8’’-16 C 33,0 35,5 22 -

F90J0608 10 3/8’’ 3/4’’-16 B 33,9 32,5 22 250

F90J0610 10 3/8’’ 7/8’’-14 B 34,0 34,3 27 200

F90J0808 12 1/2’’ 3/4’’-16 A 38,0 44,5 22 250

F90J0810 12 1/2’’ 7/8’’-14 B 40,8 39,5 27 200

F90J0812 12 1/2’’ 1’’1/16-12 B 40,8 42,5 32 200

F90J1010 16 5/8’’ 7/8’’-14 A 48,0 52,0 27 200

F90J1012 16 5/8’’ 1’’1/16-12 B 49,9 50,5 32 200

F90J1212 19 3/4’’ 1’’1/16-12 A 58,3 59,5 32 200

F90J1214 19 3/4’’ 1’’3/16-12 A 56,5 50,5 36 160

F90J1216 19 3/4’’ 1’’5/16-12 B 56,5 50,0 41 160

F90J1612 25 1’’ 1’’1/16-12 C 69,0 80,0 32 200

F90J1616 25 1’’ 1’’5/16-12 A 73,4 72,8 41 160

F90J1620 25 1’’ 1’’5/8-12 C 73,0 78,5 50 125

F90J2020 32 1’’1/4 1’’5/8-12 A 87,8 90,6 50 125

F90J2024 32 1’’1/4 1’’7/8-12 C 89,0 99,0 55 100

F90J2424 38 1’’1/2 1’’7/8-12 A 103,1 106,9 60 100

F90J3232SP 50 2’’ 2’’1/2-12 A 129,2 127,0 75 80

* Le type d’écrou est susceptible d’évoluer dans le temps

74°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²



- EF 36 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS STANDARDS

EMBOUT FEMELLE CÔNE 74° JIC À 90° LONG DROP

EMBOUT FEMELLE CÔNE 74° JIC À 90 °COMPACT

Type A : Écrou à jonc

Type C : Écrou préserti

Réf. DN Inch F A B H Bar

F90J0404LD 6 1/4’’ 7/16’’-20 28,5 45,0 17 350

F90J0405LD 6 1/4’’ 1/2’’-20 28,5 45,0 17 350

F90J0406LD 6 1/4’’ 9/16’’-18 29,5 55,5 19 250

F90J0606LD 10 3/8’’ 9/16’’-18 35,5 55,0 19 250

F90J0608LD 10 3/8’’ 3/4’’-16 36,5 61,5 22 250

F90J0808LD 12 1/2’’ 3/4’’-16 40,5 61,5 22 250

F90J0810LD 12 1/2’’ 7/8’’-14 45,0 65,0 27 200

F90J1010LD 16 5/8’’ 7/8’’-14 53,5 65,5 27 200

F90J1212LD 19 3/4’’ 1’’1/6-12 62,0 94,5 32 200

F90J1616LD 25 1’’ 1’’5/16-12 77,0 110,0 38 160

74°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

74°

B

A

H1

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F Type* A B H H1 Bar

F90J0404K 6 1/4’’ 7/16-20 A 16,0 26,7 11,0 16 350

F90J0405K 6 1/4’’ 1/2’’-20 A 17,5 28,0 14,0 17 250

F90J0406K 6 1/4’’ 9/16’’-18 C 19,0 23,0 14,0 19 250

F90J0506K 8 5/16’’ 9/16’’-18 A 20,0 32,0 14,0 19 250

F90J0606K 10 3/8’’ 9/16’’-18 C 22,0 25,0 19,0 19 250

F90J0608K 10 3/8’’ 3/4’’-16 C 22,5 28,0 19,0 24 250

F90J0808K 12 1/2’’ 3/4’’-16 C 24,0 28,0 22,0 24 250

F90J0810K 12 1/2’’ 7/8’’-14 A 23,0 41,2 22,0 27 250

F90J1212K 19 3/4’’ 1’’1/16-12 A 25,0 36,0 27,0 32 200

F90J1616K 25 1’’ 1’’5/16-12 A 32,5 41,5 32,5 41 160

* Le type d’écrou est susceptible d’évoluer dans le temps
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EMBOUT FEMELLE CÔNE 74° JIC À 45°

Type A : Écrou à jonc

Type B : Écrou rapporté

Type C : Écrou préserti

A

B

74° H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F Type* A B H Bar

F45J0304 5 3/16’’ 7/16-20 C 38,0 15,0 15 350

F45J0305 5 3/16’’ 1/2’’-20 C 40,0 17,0 17 350

F45J0404 6 1/4’’ 7/16’’-20 A 37,0 17,5 14 350

F45J0405 6 1/4’’ 1/2’’-20 B 37,0 17,5 17 350

F45J0406 6 1/4’’ 9/16’’-18 B 34,7 14,0 19 250

F45J0505 8 5/16’’ 1/2’’-20 A 38,6 18,0 17 350

F45J0506 8 5/16’’ 9/16’’-18 A 38,6 18,0 19 250

F45J0507 8 5/16’’ 5/8’’-16 C 50,0 19,0 22 -

F45J0508 8 5/16’’ 3/4’’-16 B 38,0 16,0 22 250

F45J0606 10 3/8’’ 9/16’’-18 A 40,8 18,2 19 250

F45J0607 10 3/8’’ 5/8’’-16 C 54,0 19,0 22 -

F45J0608 10 3/8’’ 3/4’’-16 B 39,6 16,5 22 250

F45J0610 10 3/8’’ 7/8’’-14 B 56,0 21,0 - 200

F45J0808 12 1/2’’ 3/4’’-16 A 48,5 21,6 22 200

F45J0810 12 1/2’’ 7/8’’-14 B 51,8 18,3 27 200

F45J0812 12 1/2’’ 1’’1/16-12 C 64,0 22,0 32 200

F45J1010 16 5/8’’ 7/8’’-14 A 56,6 26,0 27 200

F45J1012 16 5/8’’ 1’’1/16-12 B 57,5 24,6 32 200

F45J1212 19 3/4’’ 1’’1/16-12 A 66,0 28,5 32 200

F45J1214 19 3/4’’ 1’’3/16-12 C 63,0 29,0 36 160

F45J1216 19 3/4’’ 1’’5/16-12 B 61,5 24,0 41 160

F45J1612 25 1’’ 1’’1/16-12 A 79,1 35,0 32 200

F45J1616 25 1’’ 1’’5/16-12 A 81,3 34,2 41 160

F45J1620 25 1’’ 1’’5/8-12 C 89,5 38,5 50 125

F45J2020 32 1’’1/4 1’’5/8-12 A 98,8 43,0 50 125

F45J2024 32 1’’1/4 1’’7/8-12 C 103,0 45,0 55 100

F45J2424 38 1’’1/2 1’’7/8-12 A 113,3 49,6 60 100

F45J3232SP 50 2’’ 2’’1/2-12 A 236,0 65,5 70 80

* Le type d’écrou est susceptible d’évoluer dans le temps

TABLE 26
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EMBOUTS STANDARDS

EMBOUT FEMELLE «KOMATSU» CÔNE 60° MÉTRIQUE

Type A : Écrou à jonc

Type C : Écrou préserti

A

60
°

H1
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F TYPE* A H H1 Bar

FDK0414 6 1/4’’ M14X150 C 24,2 17 19 350

FDK0416 6 1/4’’ M16X150 A 24,2 19 22 280

FDK0516 8 5/16’’ M16X150 C 24,2 19 22 280

FDK0614 10 3/8’’ M14X150 A 24,2 17 19 280

FDK0616 10 3/8’’ M16X150 C 24,2 19 22 280

FDK0618 10 3/8’’ M18X150 C 25,8 24 24 280

FDK0818 12 1/2’’ M18X150 C 26,3 24 24 280

FDK0820 12 1/2’’ M20X150 C 29,0 27 27 200

FDK0822 12 1/2’’ M22X150 C 29,0 27 27 200

FDK0824 12 1/2’’ M24X150 C 32,0 32 32 200

FDK1022 16 5/8’’ M22X150 C 29,0 27 27 200

FDK1024 16 5/8’’ M24X150 C 32,5 32 32 200

FDK1230 19 3/4’’ M30X150 C 32,5 36 36 160

FDK1633 25 1" M33X150 C 34,6 41 41 160

FDK2036 32 1"1/4 M36X150 C 37,5 46 46 125

FDK2442 38 1"1/2 M42X150 C 36,1 50 50 100

* Le type d’écrou est susceptible d’évoluer dans le temps
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EMBOUT FEMELLE «KOMATSU» CÔNE 60° MÉTRIQUE À 90°

A

B

60°

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

EMBOUT FEMELLE «KOMATSU» CÔNE 60° MÉTRIQUE À 45°

A

B

60° H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F90K0414 6 1/4’’ M14X1.5 23,0 27,0 19 350

F90K0416 6 1/4’’ M16X1.5 23,0 27,0 22 250

F90K0516 8 5/16’’ M16X1.5 31,5 32,0 22 250

F90K0614 10 3/8’’ M14X1.5 33,0 35,0 19 250

F90K0616 10 3/8’’ M16X1.5 33,0 35,0 22 250

F90K0618 10 3/8’’ M18X1.5 33,0 36,5 24 250

F90K0818 12 1/2’’ M18X1.5 39,0 41,0 24 250

F90K0820 12 1/2’’ M20X1.5 39,0 43,5 27 200

F90K0822 12 1/2’’ M22X1.5 39,0 43,5 27 200

F90K0824 12 1/2’’ M24X1.5 39,0 50,0 32 200

F90K1022 16 5/8’’ M22X1.5 49,0 50,0 27 200

F90K1024 16 5/8’’ M24X1.5 49,0 55,0 32 200

F90K1230 19 3/4’’ M30X1.5 53,5 62,5 36 160

* Le type d’écrou est susceptible d’évoluer dans le temps

Réf. DN Inch F A B H Bar

F45K0414 6 1/4’’ M14X1.5 40,0 17,0 19 350

F45K0416 6 1/4’’ M16X1.5 40,0 17,0 22 250

F45K0516 8 5/16’’ M16X1.5 49,5 18,5 22 250

F45K0614 10 3/8’’ M14X1.5 53,0 18,0 19 250

F45K0616 10 3/8’’ M16X1.5 53,0 18,0 22 250

F45K0618 10 3/8’’ M18X1.5 54,0 19,0 24 250

F45K0818 12 1/2’’ M18X1.5 62,0 20,0 24 250

F45K0820 12 1/2’’ M20X1.5 63,0 22,0 27 200

F45K0822 12 1/2’’ M22X1.5 63,0 22,0 27 200

F45K0824 12 1/2’’ M24X1.5 64,0 22,0 32 200

F45K1022 16 5/8’’ M22X1.5 60,0 22,0 27 200

F45K1024 16 5/8’’ M24X1.5 63,0 25,0 32 200

F45K1230 19 3/4’’ M30X1.5 63,0 29,0 36 160

F45K1633 25 1’’ M33X1.5 88,5 39,5 41 160

* Le type d’écrou est susceptible d’évoluer dans le temps
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EMBOUTS STANDARDS

EMBOUT FEMELLE «TOYOTA» CÔNE 60° BSP

EMBOUT FEMELLE «TOYOTA» CÔNE 60° BSP À 90°

A

60
°

H1
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A
B

60°

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

EMBOUT FEMELLE «TOYOTA» CÔNE 60° BSP À 45°

A

B

60° H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F90T0404 6 1/4’’ 1/4’’-19 23,0 26,0 19 350

F90T0606 10 3/8’’ 3/8’’-19 33,0 34,5 22 280

F90T0808 12 1/2’’ 1/2’’-14 39,0 41,0 27 200

F90T1212 20 3/4’’ 3/4’’-14 53,5 54,5 32 200

F90T1616 25 1’’ 1’’-11 73,0 68,0 38 160

* Le type d’écrou est susceptible d’évoluer dans le temps

Réf. DN Inch F A B H Bar

F45T0404 6 1/4’’ 1/4’’-19 40,0 14,0 19 350

F45T0606 10 3/8’’ 3/8’’-19 55,0 16,5 22 280

F45T0808 12 1/2’’ 1/2’’-14 65,0 19,0 27 200

F45T1212 19 3/4’’ 3/4’’-14 63,0 24,5 32 200

F45T1616 25 1’’ 1’’-11 90,0 37,0 38 160

* Le type d’écrou est susceptible d’évoluer dans le temps

Réf. DN Inch F Type* A H H1 Bar

FDT0404 6 1/4’’ 1/4’’-19 C 23,0 17 19 350

FDT0504 8 5/16’’ 1/4’’-19 C 22,0 17 19 280

FDT0506 8 5/16’’ 3/8’’-19 C 22,0 17 22 280

FDT0606 10 3/8’’ 3/8’’-19 A 24,0 19 22 280

FDT0606P 10 3/8’’ 3/8’’-19 C 24,0 19 22 280

FDT0808 12 1/2’’ 1/2’’-14 C 27,5 22 27 200

FDT1212 19 3/4’’ 3/4’’-14 C 30,5 27 32 200

FDT1616 25 1’’ 1’’-11 C 33,0 32 38 160

FDT2020 32 1’’1/4 1’’1/4-11 C 37,0 41 50 125

FDT2424 38 1’’1/2 1’’1/2-11 C 39,5 50 55 100

* Le type d’écrou est susceptible d’évoluer dans le temps



EMBOUTS STANDARDS

- EF 41 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

V
an

ne
s

Co
m

po
sa

nt
s

La
va

ge
Em

bo
ut

s
Co

up
le

ur
s

B
ri

de
s

Tu
ya

ux
Pr

ot
ec

ti
on

s
G

A
Z

D
IN

JI
C

O
RF

S
BS

P
Co

lli
er

s
Pr

es
si

on
Jo

in
ts

EMBOUT MÂLE CÔNE 60° MÉTRIQUE

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

MM0310 5 3/16’’ M10X100 21,0 14 400

MM0312 5 3/16’’ M12X150 24,5 17 400

MM0410 6 1/4’’ M10X100 21,0 14 400

MM0412 6 1/4’’ M12X150 25,5 17 400

MM0414 6 1/4’’ M14X150 27,0 19 400

MM0416 6 1/4’’ M16X150 29,0 22 400

MM0418 6 1/4’’ M18X150 29,0 24 400

MM0514 8 5/16’’ M14X150 27,0 19 350

MM0516 8 5/16’’ M16X150 29,0 22 350

MM0518 8 5/16’’ M18X150 29,0 24 350

MM0614 10 3/8’’ M14X150 27,0 19 400

MM0616 10 3/8’’ M16X150 29,0 22 400

MM0618 10 3/8’’ M18X150 29,0 24 400

MM0620 10 3/8’’ M20X150 32,0 27 350

MM0622 10 3/8’’ M22X150 32,0 27 350

MM0818 12 1/2’’ M18X150 29,0 24 400

MM0820 12 1/2’’ M20X150 33,0 27 350

MM0822 12 1/2’’ M22X150 33,0 27 350

MM1026 16 5/8’’ M26X150 36,0 32 315

MM1226 19 3/4’’ M26X150 37,0 32 315

MM1230 19 3/4’’ M30X150 36,0 36 250

MM1638 25 1’’ M38X150 37,0 46 200

MM2045 32 1’’1/4 M45X150 43,5 50 160

MM2452 38 1’’1/2 M52X150 46,0 55 125
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EMBOUTS STANDARDS

EMBOUT FEMELLE CÔNE 60° MÉTRIQUE 

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F Type* A H Bar

FDM0310 5 3/16’’ M10X100 C 18,0 15 350

FDM0312 5 3/16’’ M12X150 C 18,0 17 350

FDM0410 6 1/4’’ M10X100 C 18,0 15 350

FDM0412 6 1/4’’ M12X150 A 18,0 17 350

FDM0414 6 1/4’’ M14X150 C 18,0 19 350

FDM0416 6 1/4’’ M16X150 B 19,0 22 350

FDM0418 6 1/4’’ M18X150 C 19,0 22 350

FDM0514 8 5/16’’ M14X150 C 18,0 19 350

FDM0516 8 5/16’’ M16X150 C 19,0 22 350

FDM0518 8 5/16’’ M18X150 B 19,0 22 350

FDM0614 10 3/8’’ M14X150 C 19,0 19 350

FDM0616 10 3/8’’ M16X150 C 20,0 22 350

FDM0618 10 3/8’’ M18X150 B 20,0 22 350

FDM0620 10 3/8’’ M20X150 C 21,0 27 315

FDM0622 10 3/8’’ M22X150 C 21,0 27 315

FDM0816 12 1/2’’ M16X150 C 20,0 22 315

FDM0818 12 1/2’’ M18X150 C 20,0 24 315

FDM0820 12 1/2’’ M20X150 C 22,0 27 315

FDM0822 12 1/2’’ M22X150 B 22,0 27 315

FDM0824 12 1/2’’ M24X150 C 23,0 30 250

FDM0826 12 1/2’’ M26X150 C 24,0 32 250

FDM1022 16 5/8’’ M22X150 C 22,0 27 250

FDM1026 16 5/8’’ M26X150 C 24,0 32 250

FDM1226 19 3/4’’ M26X150 C 25,0 32 315

FDM1230 19 3/4’’ M30X150 B 26,0 36 200

FDM1233 19 3/4’’ M33X150 C 27,5 38 160

FDM1638 25 1’’ M38X150 C 37,0 46 125

FDM2045 32 1’’1/4 M45X150 C 32,0 50 125

FDM2452 38 1’’1/2 M52X150 C 38,5 60 125

* Le type d’écrou est susceptible d’évoluer dans le temps

Type A : Écrou à jonc

Type C : Écrou préserti

Type B : Écrou rapporté
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EMBOUT FEMELLE CÔNE 60° MÉTRIQUE À 90°

60°

A

B
H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F Type * A B H Bar

F90M0310 5 3/16’’ M10X100 C 23,0 29,0 15 350

F90M0312 5 3/16’’ M12X150 C 23,0 29,0 17 350

F90M0410 6 1/4’’ M10X100 C 23,0 29,0 15 350

F90M0412 6 1/4’’ M12X150 C 23,0 29,0 17 350

F90M0414 6 1/4’’ M14X150 C 23,0 29,0 19 350

F90M0416 6 1/4’’ M16X150 C 23,0 32,0 22 350

F90M0418 6 1/4’’ M18X150 C 23,0 32,0 22 350

F90M0514 8 5/16’’ M14X150 C 31,5 33,5 19 350

F90M0516 8 5/16’’ M16X150 B 31,5 35,5 22 350

F90M0518 8 5/16’’ M18X150 C 31,5 35,5 22 350

F90M0614 10 3/8’’ M14X150 C 33,0 37,0 19 350

F90M0616 10 3/8’’ M16X150 C 33,0 38,0 22 350

F90M0618 10 3/8’’ M18X150 B 33,0 38,0 22 350

F90M0620 10 3/8’’ M20X150 C 33,0 42,0 27 315

F90M0622 10 3/8’’ M22X150 C 33,0 42,0 27 315

F90M0816 12 1/2’’ M16X150 C 39,0 43,0 22 315

F90M0818 12 1/2’’ M18X150 C 39,0 43,0 24 315

F90M0820 12 1/2’’ M20X150 C 39,0 45,0 27 315

F90M0822 12 1/2’’ M22X150 C 39,0 45,0 27 315

F90M0824 12 1/2’’ M24X150 C 39,0 47,0 30 250

F90M0826 12 1/2’’ M26X150 C 39,0 51,0 32 250

F90M1026 16 5/8’’ M26X150 C 49,0 56,0 32 250

F90M1226 19 3/4’’ M26X150 C 53,5 59,0 32 250

F90M1230 19 3/4’’ M30X150 B 53,5 63,0 36 160

F90M1638 25 1’’ M38X150 B 73,0 72,0 46 125

F90M2045 32 1’’1/4 M45X150 C 93,0 89,0 50 125

F90M2452 38 1’’1/2 M52X150 C 99,0 110,0 55 125

* Le type d’écrou est susceptible d’évoluer dans le temps

Type C : Écrou préserti

Type B : Écrou rapporté
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EMBOUTS STANDARDS

EMBOUT FEMELLE CÔNE 60° MÉTRIQUE À 45°

A

B

60°
H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F Type * A B H Bar

F45M0310 5 3/16’’ M10X100 40,0 17,0 15 350

F45M0410 6 1/4’’ M10X100 40,0 17,0 15 350

F45M0412 6 1/4’’ M12X150 40,0 17,0 17 350

F45M0414 6 1/4’’ M14X150 40,0 17,0 19 350

F45M0416 6 1/4’’ M16X150 43,0 20,0 22 350

F45M0514 8 5/16’’ M14X150 40,0 17,0 19 350

F45M0516 8 5/16’’ M16X150 43,0 20,0 22 350

F45M0518 8 5/16’’ M18X150 43,0 20,0 22 350

F45M0614 10 3/8’’ M14X150 55,0 20,0 19 350

F45M0616 10 3/8’’ M16X150 55,0 20,0 22 350

F45M0618 10 3/8’’ M18X150 55,0 20,0 22 350

F45M0620 10 3/8’’ M20X150 58,0 23,0 27 315

F45M0818 12 1/2’’ M18X150 65,0 23,0 24 315

F45M0820 12 1/2’’ M20X150 65,0 23,0 27 315

F45M0822 12 1/2’’ M22X150 65,0 23,0 27 315

F45M0824 12 1/2’’ M24X150 66,0 21,0 30 250

F45M0826 12 1/2’’ M26X150 66,0 21,0 32 250

F45M1026 16 5/8’’ M26X150 64,0 26,0 32 250

F45M1226 19 3/4’’ M26X150 63,0 29,0 32 250

F45M1230 19 3/4’’ M30X150 65,0 31,0 36 160

F45M1638 25 1’’ M38X150 90,0 41,0 46 125

* Le type d’écrou est susceptible d’évoluer dans le temps

Type C 

Type B 
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EMBOUT MÂLE DIN CÔNE 24° SÉRIE L 

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

ME0312L6 5 3/16’’ M12X150 23,0 14 250

ME0314L8 5 3/16’’ M14X150 23,0 15 250

ME0412L6 6 1/4’’ M12X150 23,0 14 250

ME0414L8 6 1/4’’ M14X150 23,0 14 250

ME0416L10 6 1/4’’ M16X150 25,0 17 250

ME0418L12 6 1/4’’ M18X150 25,0 19 250

ME0514L8 8 5/16’’ M14X150 23,0 14 250

ME0516L10 8 5/16’’ M16X150 25,0 17 250

ME0518L12 8 5/16’’ M18X150 25,0 19 250

ME0616L10 10 3/8’’ M16X150 25,0 17 250

ME0618L12 10 3/8’’ M18X150 25,5 19 250

ME0622L15 10 3/8’’ M22X150 27,0 22 250

ME0816L10 12 1/2’’ M16X150 25,0 19 250

ME0818L12 12 1/2’’ M18X150 26,0 22 250

ME0822L15 12 1/2’’ M22X150 27,0 22 250

ME0826L18 12 1/2’’ M26X150 27,0 27 160

ME1026L18 16 5/8’’ M26X150 27,0 27 160

ME1030L22 16 5/8’’ M30X200 31,0 32 160

ME1226L18 19 3/4’’ M26X150 28,5 27 160

ME1230L22 19 3/4’’ M30X200 31,0 32 160

ME1236L28 19 3/4’’ M36X200 32,2 38 100

ME1630L22 25 1’’ M30X200 32,1 32 100

ME1636L28 25 1’’ M36X200 33,0 38 100

ME1645L35 25 1’’ M45X200 37,6 46 100

ME2036L28 32 1’’1/4 M36X200 34,8 41 100

ME2045L35 32 1’’1/4 M45X200 38,0 46 100

ME2452L42 38 1’’1/2 M52X200 38,0 55 100
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EMBOUTS STANDARDS

EMBOUT MÂLE DIN 24° SÉRIE L «FENWICK»

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT MÂLE DIN CÔNE 24° SÉRIE L PASSE CLOISON

EMBOUT MÂLE 90° MX

A

B

24°

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

A

24
°

H1H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H H1 Bar

ME0516L10-PCL 8 5/16’’ M16X150 47,5 22 22 250

ME0618L12-PCL 10 3/8’’ M18X150 49,6 24 24 250

ME0822L15-PCL 12 1/2’’ M22X150 52,2 27 27 250

Réf. DN Inch F A H Bar

ME0616L10-SP 10 3/8’’ M16X150 27,5 17 250

Réf. DN Inch F B A H Bar

M90E0822L15-H40 12 1/2’’ M22X150 49 40 22 250
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EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L 

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

FE0212L6 4 1/8’’ M12X150 - - -

FE0312L6 5 3/16’’ M12X150 25,5 14 250

FE0314L8 5 3/16’’ M14X150 25,5 17 250

FE0412L6 6 1/4’’ M12X150 21,0 14 250

FE0414L8 6 1/4’’ M14X150 25,0 17 250

FE0416L10 6 1/4’’ M16X150 26,0 19 250

FE0418L12 6 1/4’’ M18X150 26,0 22 250

FE0514L8 8 5/16’’ M14X150 21,5 17 250

FE0516L10 8 5/16’’ M16X150 26,0 19 250

FE0518L12 8 5/16’’ M18X150 26,0 22 250

FE0614L8 10 3/8'' M14X150 22,5 17 250

FE0616L10 10 3/8’’ M16X150 24,0 19 250

FE0618L12 10 3/8’’ M18X150 27,0 22 250

FE0622L15 10 3/8’’ M22X150 27,0 27 250

FE0818L12 12 1/2’’ M18X150 25,5 22 250

FE0822L15 12 1/2’’ M22X150 27,5 27 250

FE0826L18 12 1/2’’ M26X150 28,0 32 160

FE1022L15 16 5/8’’ M22X150 28,0 27 160

FE1026L18 16 5/8’’ M26X150 30,0 32 160

FE1030L22 16 5/8’’ M30X200 31,0 36 160

FE1226L18 19 3/4’’ M26X150 25,7 32 160

FE1230L22 19 3/4’’ M30X200 31,5 36 160

FE1236L28 19 3/4’’ M36X200 32,7 41 100

FE1630L22 25 1’’ M30X200 28,1 36 100

FE1636L28 25 1’’ M36X200 33,5 41 100

FE1645L35 25 1’’ M45X200 38,1 50 100

FE2036L28 32 1’’1/4 M36X200 30,0 41 100

FE2045L35 32 1’’1/4 M45X200 38,5 50 100

FE2452L42 38 1’’1/2 M52X200 38,6 60 100
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EMBOUTS STANDARDS

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L À 90°

24°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F90E0212L6 4 1/8’’ M12X150 - - - -

F90E0312L6 5 3/16’’ M12X150 29,0 31,5 14 250

F90E0314L8 5 3/16’’ M14X150 29,5 31,5 17 250

F90E0412L6 6 1/4’’ M12X150 29,5 31,5 14 250

F90E0414L8 6 1/4’’ M14X150 28,0 31,5 17 250

F90E0416L10 6 1/4’’ M16X150 28,0 32,5 19 250

F90E0418L12 6 1/4’’ M18X150 28,0 33,0 22 250

F90E0514L8 8 5/16’’ M14X150 31,0 35,0 17 250

F90E0516L10 8 5/16’’ M16X150 31,0 33,0 19 250

F90E0518L12 8 5/16’’ M18X150 31,0 34,0 22 250

F90E0616L10 10 3/8’’ M16X150 34,0 37,5 19 250

F90E0618L12 10 3/8’’ M18X150 36,0 37,5 22 250

F90E0622L15 10 3/8’’ M22X150 34,0 39,5 27 250

F90E0818L12 12 1/2’’ M18X150 39,0 38,5 22 250

F90E0822L15 12 1/2’’ M22X150 39,5 44,0 27 250

F90E0826L18 12 1/2’’ M26X150 39,5 50,5 32 160

F90E1022L15 16 5/8’’ M22X150 43,0 54,0 27 160

F90E1026L18 16 5/8’’ M26X150 48,5 50,5 32 160

F90E1030L22 16 5/8’’ M30X200 48,5 53,0 36 160

F90E1226L18 19 3/4’’ M26X150 56,5 54,0 32 160

F90E1230L22 19 3/4’’ M30X200 56,5 55,5 36 160

F90E1236L28 19 3/4’’ M36X200 53,5 60,0 41 100

F90E1630L22 25 1’’ M30X200 72,1 73,5 36 100

F90E1636L28 25 1’’ M36X200 72,1 72,5 41 100

F90E1645L35 25 1’’ M45X200 71,5 76,0 50 100

F90E2036L28 32 1’’1/4 M36X200 79,8 86,0 41 100

F90E2045L35 32 1’’1/4 M45X200 92,0 86,0 50 100

F90E2452L42 38 1’’1/2 M52X200 99,6 96,0 60 100
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EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L À 90° COMPACT
B

A

24°

H

H1

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L À 90° HAUTEUR SPÉCIFIQUE

24°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F90E0516L10-H70 8 5/16’’ M16X150 31,0 70,0 19 250

F90E0518L12-H80 8 5/16’’ M18X150 34,0 80,0 22 250

F90E0618L12-H75 10 3/8’’ M18X150 35,0 75,0 22 250

F90E0822L15-H96 12 1/2’’ M22X150 45,0 96,0 27 250

F90E0826L18-H65 12 1/2’’ M26X150 45,0 65,0 32 160

F90E1022L15-H40 16 5/8’’ M22X150 43,0 40,0 27 160

F90E1026L18-H120 16 5/8’’ M26X150 57,0 120,0 32 160

F90E1636L28-H60 25 1’’ M36X200 71,5 60,0 41 100

Réf. DN Inch F A B H H1 Bar

F90E0414L8K 6 1/4’’ M14X150 17,5 26,0 14 17 315

F90E0416L10K 6 1/4’’ M16X150 17,5 27,0 14 19 315

F90E0516L10K 8 5/16’’ M16X150 17,5 27,0 14 19 315

F90E0518L12K 8 5/16’’ M18X150 20,0 28,0 19 22 315

F90E0618L12K 10 3/8’’ M18X150 20,0 28,0 19 22 315

F90E0822L15K 12 1/2’’ M22X150 23,5 30,0 19 27 315

F90E1026L18K 16 5/8’’ M26X150 26,0 35,0 27 32 315

F90E1230L22K 19 3/4’’ M30X200 29,0 37,5 27 36 250
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EMBOUTS STANDARDS

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L À 45°

24°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F45E0312L6 5 3/16’’ M12X150 37,0 15,0 14 250

F45E0314L8 5 3/16’’ M14X150 37,0 15,0 17 250

F45E0412L6 6 1/4’’ M12X150 37,0 18,6 14 250

F45E0414L8 6 1/4’’ M14X150 40,0 17,5 17 250

F45E0416L10 6 1/4’’ M16X150 48,0 17,5 19 250

F45E0418L12 6 1/4’’ M18X150 48,5 17,0 22 250

F45E0514L8 8 5/16’’ M14X150 52,0 18,0 17 250

F45E0516L10 8 5/16’’ M16X150 52,0 18,0 19 250

F45E0518L12 8 5/16’’ M18X150 50,0 20,0 22 250

F45E0616L10 10 3/8’’ M16X150 55,0 20,0 19 250

F45E0618L12 10 3/8’’ M18X150 57,0 20,0 22 250

F45E0622L15 10 3/8’’ M22X150 57,0 22,0 27 250

F45E0818L12 12 1/2’’ M18X150 64,0 22,0 22 250

F45E0822L15 12 1/2’’ M22X150 64,0 22,0 27 250

F45E0826L18 12 1/2’’ M26X150 65,0 26,0 32 160

F45E1022L15 16 5/8'' M22X150 56,0 24,0 27 160

F45E1026L18 16 5/8’’ M26X150 61,0 25,5 32 160

F45E1030L22 16 5/8’’ M30X200 63,0 26,0 36 160

F45E1226L18 19 3/4’’ M26X150 62,0 26,0 32 160

F45E1230L22 19 3/4’’ M30X200 63,0 27,0 36 160

F45E1236L28 19 3/4’’ M36X200 63,7 27,7 41 100

F45E1630L22 25 1’’ M30X200 86,1 36,2 36 100

F45E1636L28 25 1’’ M36X200 85,1 35,5 41 100

F45E1645L35 25 1’’ M45X200 87,9 38,3 50 100

F45E2036L28 32 1’’1/4 M36X200 79,8 35,0 41 100

F45E2045L35 32 1’’1/4 M45X200 98,8 42,0 50 100

F45E2452L42 38 1’’1/2 M52X200 119,0 45,0 60 100
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EMBOUT MÂLE DIN CÔNE 24° SÉRIE S

EMBOUT MÂLE À CANNE «MANITOU»

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

ME0314S6 5 3/16’’ M14X150 24,0 14 420

ME0316S8 5 3/16’’ M16X150 25,0 17 420

ME0414S6 6 1/4’’ M14X150 24,0 14 450

ME0416S8 6 1/4’’ M16X150 25,0 17 450

ME0418S10 6 1/4’’ M18X150 25,0 19 450

ME0420S12 6 1/4’’ M20X150 27,0 22 450

ME0518S10 8 5/16’’ M18X150 25,0 19 350

ME0520S12 8 5/16’’ M20X150 27,0 22 350

ME0618S10 10 3/8’’ M18X150 25,0 19 450

ME0620S12 10 3/8’’ M20X150 27,0 22 450

ME0622S14 10 3/8’’ M22X150 30,0 22 450

ME0624S16 10 3/8’’ M24X150 30,5 24 420

ME0822S14 12 1/2’’ M22X150 30,0 22 420

ME0824S16 12 1/2’’ M24X150 31,0 24 420

ME1024S16 16 5/8’’ M24X150 31,0 24 350

ME1030S20 16 5/8’’ M30X200 33,0 32 350

ME1230S20 19 3/4’’ M30X200 33,0 32 350

ME1236S25 19 3/4’’ M36X200 39,0 38 350

ME1636S25 25 1’’ M36X200 39,0 38 280

ME1642S30 25 1’’ M42X200 42,0 46 280

ME2042S30 32 1’’1/4 M42X200 42,0 46 210

ME2052S38 32 1’’1/4 M52X200 46,0 55 210

ME2452S38 38 1’’1/2 M52X200 46,0 55 185

Réf. DN Inch F A B H Bar

ME0824S16-SP1 12 1/2’’ M24X150 115,0 64,0 24 420

ME0824S16-SP2 12 1/2’’ M24X150 180,0 64,0 24 420

ME0830S20-SP1 12 1/2’’ M30X200 120,0 66,0 32 350

24
°

A

B H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²
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EMBOUTS STANDARDS

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

FE0214S6 4 1/8’’ M14X150 - - -

FE0314S6 5 3/16’’ M14X150 25,5 17 420

FE0316S8 5 3/16’’ M16X150 25,5 19 420

FE0414S6 6 1/4’’ M14X150 25,5 17 450

FE0416S8 6 1/4’’ M16X150 26,0 19 450

FE0418S10 6 1/4’’ M18X150 26,0 22 450

FE0420S12 6 1/4’’ M20X150 26,0 24 450

FE0518S10 8 5/16’’ M18X150 26,5 22 350

FE0520S12 8 5/16’’ M20X150 26,0 24 350

FE0618S10 10 3/8’’ M18X150 26,5 22 450

FE0620S12 10 3/8’’ M20X150 27,0 24 450

FE0622S14 10 3/8’’ M22X150 27,0 27 450

FE0624S16 10 3/8’’ M24X150 31,5 30 420

FE0822S14 12 1/2’’ M22X150 27,5 27 420

FE0824S16 12 1/2’’ M24X150 32,0 30 420

FE1024S16 16 5/8’’ M24X150 26,0 30 350

FE1030S20 16 5/8’’ M30X200 37,0 36 350

FE1230S20 19 3/4’’ M30X200 37,5 36 350

FE1236S25 19 3/4’’ M36X200 38,5 46 350

FE1636S25 25 1’’ M36X200 39,5 46 280

FE1642S30 25 1’’ M42X200 40,5 50 280

FE2042S30 32 1’’1/4 M42X200 41,5 50 210

FE2052S38 32 1’’1/4 M52X200 47,0 60 210

FE2452S38 38 1’’1/2 M52X200 47,0 60 185
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EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S À 90°

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S À 90° COMPACT

24°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

B

A

24°

H

H1

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F90E0214S6 4 1/8’’ M14X150 - - - -

F90E0314S6 5 3/16’’ M14X150 29,0 31,5 19 420

F90E0316S8 5 3/16’’ M16X150 29,5 31,5 19 420

F90E0414S6 6 1/4’’ M14X150 31,0 31,5 17 450

F90E0416S8 6 1/4’’ M16X150 29,5 31,5 19 450

F90E0418S10 6 1/4’’ M18X150 29,0 32,5 22 450

F90E0420S12 6 1/4’’ M20X150 29,0 34,0 24 450

F90E0518S10 8 5/16’’ M18X150 31,0 32,5 22 350

F90E0520S12 8 5/16’’ M20X150 31,0 37,0 24 350

F90E0618S10 10 3/8’’ M18X150 36,0 38,0 22 450

F90E0620S12 10 3/8’’ M20X150 35,0 37,5 24 450

F90E0622S14 10 3/8’’ M22X150 36,0 42,0 27 450

F90E0624S16 10 3/8’’ M24X150 36,0 40,0 30 420

F90E0822S14 12 1/2’’ M22X150 39,5 44,0 27 420

F90E0824S16 12 1/2’’ M24X150 42,5 45,0 30 420

F90E1024S16 16 5/8’’ M24X150 48,5 51,4 30 350

F90E1030S20 16 5/8’’ M30X200 48,5 56,0 36 350

F90E1230S20 19 3/4’’ M30X200 56,5 59,0 36 350

F90E1236S25 19 3/4’’ M36X200 56,5 63,5 46 350

F90E1242S30 19 3/4’’ M42X200 73,5 70,0 50 350

F90E1636S25 25 1’’ M36X200 72,1 77,0 46 280

F90E1642S30 25 1’’ M42X200 72,1 77,0 50 280

F90E2042S30 32 1’’1/4 M42X200 92,0 86,0 50 210

F90E2052S38 32 1’’1/4 M52X200 92,0 90,0 60 210

F90E2452S38 38 1’’1/2 M52X200 99,6 102,0 60 185

Réf. DN Inch F A B H H1 Bar

F90E0620S12K 10 3/8’’ M20X150 20,0 29,5 19 24 630

F90E0824S16K 12 1/2’’ M24X150 25,0 35,0 27 30 400
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EMBOUTS STANDARDS

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S À 45°

24°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F45E0314S6 5 3/16’’ M14X150 37,0 15,0 19 420

F45E0316S8 5 3/16’’ M16X150 37,0 15,0 19 420

F45E0414S6 6 1/4’’ M14X150 40,0 17,0 17 450

F45E0416S8 6 1/4’’ M16X150 50,0 17,0 19 450

F45E0418S10 6 1/4’’ M18X150 48,5 17,0 22 450

F45E0420S12 6 1/4’’ M20X150 48,5 17,0 24 450

F45E0518S10 8 5/16’’ M18X150 52,5 17,0 22 350

F45E0520S12 8 5/16’’ M20X150 50,0 20,0 24 350

F45E0618S10 10 3/8’’ M18X150 55,0 20,0 22 450

F45E0620S12 10 3/8’’ M20X150 57,0 21,0 24 450

F45E0622S14 10 3/8’’ M22X150 59,0 19,0 27 450

F45E0624S16 10 3/8’’ M24X150 57,7 22,7 30 420

F45E0822S14 12 1/2’’ M22X150 65,0 22,0 27 420

F45E0824S16 12 1/2’’ M24X150 66,0 23,0 30 420

F45E1024S16 16 5/8’’ M24X150 66,4 30,9 30 350

F45E1030S20 16 5/8’’ M30X200 64,0 31,0 36 350

F45E1230S20 19 3/4’’ M30X200 67,5 30,0 36 350

F45E1236S25 19 3/4’’ M36X200 69,5 31,0 46 350

F45E1636S25 25 1’’ M36X200 85,1 38,0 46 280

F45E1642S30 25 1’’ M42X200 89,0 38,5 50 280

F45E2042S30 32 1’’1/4 M42X200 104,5 35,0 50 210

F45E2052S38 32 1’’1/4 M52X200 104,5 35,0 60 210

F45E2452S38 38 1’’1/2 M52X200 119,0 45,0 60 185
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EMBOUT LISSE DROIT

A

N

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch A D N Bar

PDL0206 4 1/8’’ - 6,0 - -

PDL0306 5 3/16’’ 30,0 6,0 24,0 415

PDL0308 5 3/16’’ 30,0 8,0 24,0 415

PDL0406 6 1/4’’ 30,5 6,0 22,5 320

PDL0408 6 1/4’’ 30,5 8,0 23,0 450

PDL0410 6 1/4’’ 32,0 10,0 25,0 450

PDL0412 6 1/4’’ 32,0 12,0 25,0 450

PDL0508 8 5/16’’ 30,0 8,0 23,0 350

PDL0510 8 5/16’’ 32,0 10,0 25,0 350

PDL0512 8 5/16’’ 32,0 12,0 25,0 350

PDL0610 10 3/8’’ 33,0 10,0 25,5 330

PDL0612 10 3/8’’ 32,5 12,0 25,0 445

PDL0614 10 3/8’’ 35,5 14,0 28,0 445

PDL0615 10 3/8’’ 33,0 15,0 25,5 250

PDL0812 12 1/2’’ 33,0 12,0 25,0 250

PDL0814 12 1/2’’ 36,0 14,0 28,0 275

PDL0815 12 1/2’’ 33,5 15,0 25,5 250

PDL0816 12 1/2’’ 39,0 16,0 31,0 415

PDL0818 12 1/2’’ 35,5 18,0 27,0 160

PDL1018 16 5/8’’ 36,0 18,0 28,0 160

PDL1020 16 5/8’’ 43,5 20,0 35,0 350

PDL1022 16 5/8’’ 38,0 22,0 29,0 160

PDL1218 19 3/4’’ 34,5 18,0 26,0 160

PDL1220 19 3/4’’ 44,0 20,0 35,0 215

PDL1222 19 3/4’’ 38,0 22,0 29,5 160

PDL1225 19 3/4’’ 51,0 25,0 41,0 350

PDL1625 25 1’’ 50,0 25,0 39,5 165

PDL1628 25 1’’ 41,0 28,0 30,5 100

PDL1630 25 1’’ 54,0 30,0 43,5 250

PDL2030 32 1’’1/4 54,5 30,0 43,0 210

PDL2035 32 1’’1/4 46,5 35,0 35,5 100

PDL2038 32 1’’1/4 60,0 38,0 48,0 210

PDL2438 38 1’’1/2 60,0 38,0 48,0 170

PDL2442 38 1’’1/2 47,0 42,0 36,0 100
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EMBOUTS STANDARDS

EMBOUT LISSE À 90° 

EMBOUT LISSE À 45° 

D

A

B

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

A

B

D

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D Bar

P90L0306 5 3/16’’ 26,5 34,0 6,0 415

P90L0308 5 3/16’’ 33,5 34,0 8,0 415

P90L0406 6 1/4’’ 27,0 34,0 6,0 320

P90L0408 6 1/4’’ 34,0 38,0 8,0 450

P90L0410 6 1/4’’ 38,0 43,0 10,0 450

P90L0510 8 5/16’’ 38,0 43,0 10,0 350

P90L0512 8 5/16’’ 43,6 47,0 12,0 350

P90L0610 10 3/8’’ 36,6 43,0 10,0 330

P90L0612 10 3/8’’ 43,6 47,0 12,0 445

P90L0614 10 3/8’’ 43,6 52,0 14,0 445

P90L0815 12 1/2’’ 43,8 50,5 15,0 250

P90L0816 12 1/2’’ 43,8 54,0 16,0 415

P90L1020 16 5/8’’ 55,5 69,0 20,0 350

P90L1220 19 3/4’’ 55,5 69,0 20,0 215

P90L1222 19 3/4’’ 55,5 69,0 22,0 160

P90L1225 19 3/4’’ 73,5 87,5 25,0 350

Réf. DN Inch A B D Bar

P45L0306 5 3/16’’ - - 6,0 415

P45L0308 5 3/16’’ - - 8,0 415

P45L0406 6 1/4’’ 45,8 25,8 6,0 320

P45L0408 6 1/4’’ 53,6 29,0 8,0 450

P45L0410 6 1/4’’ 59,0 32,7 10,0 450

P45L0510 8 5/16’’ 59,0 32,7 10,0 350

P45L0512 8 5/16’’ 66,0 36,4 12,0 350

P45L0610 10 3/8’’ 59,6 32,7 10,0 330

P45L0612 10 3/8’’ 65,9 36,4 12,0 445

P45L0614 10 3/8’’ 71,9 40,7 14,0 445

P45L0815 12 1/2’’ 69,0 38,4 15,0 250

P45L0816 12 1/2’’ 74,0 41,5 16,0 415

P45L1020 16 5/8’’ 85,5 50,9 20,0 350

P45L1220 19 3/4’’ 86,5 50,9 20,0 215

P45L1222 19 3/4’’ 89,7 53,5 22,0 160

P45L1225 19 3/4’’ 112,5 68,5 25,0 350
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EMBOUT DROIT ENCLIQUETABLE

Réf. DN Inch A D Bar

EDW0410 6 1/4’’ 29,8 9,9 350

EDW0413 6 1/4’’ 32,8 12,9 350

EDW0513 8 5/16'' 32,8 12,9 350

EDW0613 10 3/8’’ 32,8 12,9 350

EDW0616 10 3/8’’ 32,8 15,9 350

EDW0816 12 1/2’’ 33,3 15,9 350

EDW1016 16 5/8’’ 34,5 15,9 350

EDW1023 16 5/8’’ 43,5 22,9 350

EDW1223 19 3/4’’ 43,5 22,9 350

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

D

B

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

B

A

D

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

EMBOUT COUDE 90° ENCLIQUETABLE

Réf. DN Inch A B D Bar

E90W0410 6 1/4’’ 34,0 51,0 9,9 350

E90W0413 6 1/4’’ 34,0 56,0 12,9 350

E90W0513 8 5/16'' 39,0 60,0 12,9 350

E90W0613 10 3/8’’ 39,0 60,0 12,9 350

E90W0616 10 3/8’’ 39,0 61,0 15,9 350

E90W0816 12 1/2’’ 48,0 69,0 15,9 350

E90W1023 16 5/8’’ 75,0 105,5 22,9 350

EMBOUT COUDE 45° ENCLIQUETABLE

Réf. DN Inch A B D Bar

E45W0410 6 1/4’’ 51,0 28,0 9,9 350

E45W0413 6 1/4’’ 55,0 32,0 12,9 350

E45W0513 8 5/16'' 54,5 33,0 12,9 350

E45W0613 10 3/8’’ 59,0 33,0 12,9 350

E45W0616 10 3/8’’ 60,0 34,0 15,9 350

E45W0816 12 1/2’’ 66,0 36,0 15,9 350

E45W1023 16 5/8’’ 103,0 55,0 22,9 350
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EMBOUTS STANDARDS

EMBOUT BANJO BSPP

D

S

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch POUR VIS  
CREUSE A D S Bar

OG0302 5 3/16’’ 1/8’’-28 19,5 10,0 10,0 210

OG0304 5 3/16’’ 1/4’’-19 22,5 13,2 14,0 210

OG0402 6 1/4’’ 1/8’’-28 24,0 10,0 10,0 210

OG0404 6 1/4’’ 1/4’’-19 23,0 13,2 14,0 210

OG0406 6 1/4’’ 3/8’’-19 26,5 16,7 17,0 210

OG0408 6 1/4’’ 1/2’’-14 32,5 21,0 22,0 210

OG0504 8 5/16’’ 1/4’’-19 24,0 13,2 14,0 210

OG0506 8 5/16’’ 3/8’’-19 26,5 16,7 17,0 210

OG0508 8 5/16’’ 1/2’’-14 27,5 21,0 22,0 210

OG0604 10 3/8’’ 1/4’’-19 31,5 13,2 14,0 210

OG0606 10 3/8’’ 3/8’’-19 26,5 16,7 17,0 210

OG0608 10 3/8’’ 1/2’’-14 27,5 21,0 22,0 210

OG0806 12 1/2’’ 3/8’’-19 31,0 16,7 17,0 210

OG0808 12 1/2’’ 1/2’’-14 33,0 21,0 22,0 210

OG0810 12 1/2’’ 5/8’’-14 32,5 23,3 25,0 210

OG0812 12 1/2’’ 3/4’’-14 34,5 26,5 30,0 210

OG1008 16 5/8’’ 1/2’’-14 31,5 21,0 22,0 210

OG1010 16 5/8’’ 5/8’’-14 32,5 23,3 25,0 210

OG1012 16 5/8’’ 3/4’’-14 34,5 26,5 30,0 210

OG1212 19 3/4’’ 3/4’’-14 35,0 26,5 30,0 210

OG1216 19 3/4’’ 1’’-11 48,0 33,4 38,0 210

OG1612 25 1’’ 3/4’’-14 - 26,5 - 210

OG1616 25 1’’ 1’’-11 43,0 33,4 38,0 210

OG2020 32 1’’1/4 1’’1/4-11 57,7 42,1 47,0 210
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EMBOUT BANJO MÉTRIQUE

D

S

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch POUR VIS  
CREUSE A D S Bar

OM0310 5 3/16’’ M10 19,5 10,1 10,0 210

OM0312 5 3/16’’ M12 21,0 12,1 12,0 210

OM0314 5 3/16’’ M14 23,0 14,1 14,0 210

OM0410 6 1/4’’ M10 24,0 10,1 10,0 210

OM0412 6 1/4’’ M12 23,0 12,1 11,0 210

OM0414 6 1/4’’ M14 23,0 14,1 14,0 210

OM0416 6 1/4’’ M16 25,0 16,1 17,0 210

OM0418 6 1/4’’ M18 29,0 18,1 20,0 210

OM0512 8 5/16’’ M12 23,0 12,1 12,0 210

OM0514 8 5/16’’ M14 24,5 14,1 14,0 210

OM0516 8 5/16’’ M16 27,0 16,1 17,0 210

OM0518 8 5/16’’ M18 29,0 18,1 20,0 210

OM0520 8 5/16’’ M20 28,0 20,1 22,0 210

OM0522 8 5/16’’ M22 28,0 22,1 22,0 210

OM0614 10 3/8’’ M14 27,0 14,1 14,0 210

OM0616 10 3/8’’ M16 27,0 16,1 17,0 210

OM0618 10 3/8’’ M18 28,0 18,1 20,0 210

OM0620 10 3/8’’ M20 28,5 20,1 22,0 210

OM0622 10 3/8’’ M22 28,5 22,1 22,0 210

OM0816 12 1/2’’ M16 29,0 16,2 20,0 210

OM0818 12 1/2’’ M18 30,0 18,1 20,0 210

OM0820 12 1/2’’ M20 34,0 20,1 22,0 210

OM0822 12 1/2’’ M22 34,0 22,1 22,0 210

OM0826 12 1/2’’ M26 34,5 26,5 30,0 210

OM1022 16 5/8’’ M22 34,0 22,1 22,0 210

OM1026 16 5/8’’ M26 34,5 26,5 30,0 210

OM1226 19 3/4’’ M26 35,0 26,5 30,0 210

OM1230 19 3/4’’ M30 41,5 30,1 36,0 210

OM1630 25 1’’ M30 41,5 30,1 36,0 210
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EMBOUTS STANDARDS

EMBOUT MÂLE GAZ CÔNE 24° «SÉRIE FRANÇAISE»

EMBOUT FEMELLE GAZ CÔNE 24° «SÉRIE FRANÇAISE»

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

ME0420F13 6 1/4’’ M20X150 26,7 22 630

ME0520F13 8 5/16’’ M20X150 27,0 22 630

ME0620F13 10 3/8’’ M20X150 27,0 22 630

ME0624F17 10 3/8’’ M24X150 28,5 27 630

ME0820F13 12 1/2’’ M20X150 27,0 22 630

ME0824F17 12 1/2’’ M24X150 29,0 27 630

ME0830F21 12 1/2’’ M30X150 31,2 32 420

ME1030F21 16 5/8’’ M30X150 31,0 32 420

ME1230F21 19 3/4’’ M30X150 31,7 32 420

ME1236F27 19 3/4’’ M36X150 31,7 38 420

ME1645F33 25 1’’ M45X150 37,0 46 420

ME2045F33 32 1’’1/4 M45X150 38,2 46 420

ME2052F42 32 1’’1/4 M52X150 38,2 46 -

Réf. DN Inch F A H Bar

FE0420F13 6 1/4’’ M20X150 23,5 24 630

FE0520F13 8 5/16’’ M20X150 23,5 24 630

FE0620F13 10 3/8’’ M20X150 23,5 24 630

FE0624F17 10 3/8’’ M24X150 29,0 30 630

FE0820F13 12 1/2’’ M20X150 24,0 24 630

FE0824F17 12 1/2’’ M24X150 29,0 30 630

FE0830F21 12 1/2’’ M30X150 31,0 36 420

FE1024F17 16 5/8’’ M24X150 26,5 30 420

FE1030F21 16 5/8’’ M30X150 26,0 36 420

FE1230F21 19 3/4’’ M30X150 31,0 36 420

FE1236F27 19 3/4’’ M36X150 34,0 41 420

FE1645F33 25 1’’ M45X150 34,0 50 420

FE2045F33 32 1’’1/4 M45X150 34,0 50 420

FE2052F42 32 1’’1/4 M52X150 38,5 65 -
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EMBOUT FEMELLE GAZ CÔNE 24° «SÉRIE FRANÇAISE» À 90°

EMBOUT FEMELLE GAZ CÔNE 24° «SÉRIE FRANÇAISE» À 45°

24°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

24°

B

A

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F90E0420F13 6 1/4’’ M20X150 27,0 32,5 24 630

F90E0520F13 8 5/16’’ M20X150 31,0 35,5 24 630

F90E0620F13 10 3/8’’ M20X150 35,0 37,5 24 630

F90E0624F17 10 3/8’’ M24X150 36,0 48,0 30 630

F90E0820F13 12 1/2’’ M20X150 40,8 49,0 24 630

F90E0824F17 12 1/2’’ M24X150 39,5 45,0 30 630

F90E0830F21 12 1/2’’ M30X150 45,5 61,0 36 420

F90E1030F21 16 5/8’’ M30X150 48,5 53,0 36 420

F90E1230F21 19 3/4’’ M30X150 56,5 64,0 36 420

F90E1236F27 19 3/4’’ M36X150 56,5 58,0 41 420

F90E1645F33 25 1’’ M45X150 86,0 91,0 50 420

F90E2045F33 32 1’’1/4 M45X150 92,0 91,0 50 420

F90E2052F42 32 1’’1/4 M52X150 92,0 91,0 60 -

Réf. DN Inch F A B H Bar

F45E0420F13 6 1/4’’ M20X150 50,0 18,5 24 630

F45E0520F13 8 5/16’’ M20X150 52,0 21,0 24 630

F45E0620F13 10 3/8’’ M20X150 42,0 21,0 24 630

F45E0624F17 10 3/8’’ M24X150 65,5 24,0 30 630

F45E0820F13 12 1/2’’ M20X150 68,5 24,0 24 630

F45E0824F17 12 1/2’’ M24X150 66,0 23,0 30 630

F45E0830F21 12 1/2’’ M30X150 68,3 29,0 36 420

F45E1030F21 16 5/8’’ M30X150 63,0 26,0 36 420

F45E1230F21 19 3/4’’ M30X150 69,0 30,0 36 420

F45E1236F27 19 3/4’’ M36X150 64,5 29,0 41 420

F45E1645F33 25 1’’ M45X150 101,0 36,0 50 420

F45E2045F33 32 1’’1/4 M45X150 107,0 38,0 50 420

F45E2052F42 32 1’’1/4 M52X150 107,0 38,0 60 -
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EMBOUTS STANDARDS

EMBOUT MÂLE ORFS

EMBOUT FEMELLE ORFS

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

MORFS0406 6 1/4’’ 9/16’’-18 24,0 17 450

MORFS0409 6 1/4’’ 11/16’’-16 27,5 19 450

MORFS0509 8 5/16’’ 11/16’’-16 27,5 19 350

MORFS0606 10 3/8’’ 9/16’’-18 24,0 17 445

MORFS0609 10 3/8’’ 11/16’’-16 27,5 19 445

MORFS0611 10 3/8’’ 13/16’’-16 30,5 22 445

MORFS0613 10 3/8’’ 1’’-14 33,5 27 445

MORFS0809 12 1/2’’ 11/16’’-16 27,5 19 415

MORFS0811 12 1/2’’ 13/16’’-16 30,5 22 415

MORFS0813 12 1/2’’ 1’’-14 34,0 27 415

MORFS0814 12 1/2’’ 1’’3/16-12 36,0 32 415

MORFS1013 16 5/8’’ 1’’-14 34,0 27 350

MORFS1014 16 5/8’’ 1’’3/16-12 36,0 32 350

MORFS1214 19 3/4’’ 1’’3/16-12 36,0 32 350

MORFS1215 19 3/4’’ 1’’7/16-12 38,5 41 350

MORFS1614 25 1’’ 1’’3/16-12 36,0 32 280

MORFS1615 25 1’’ 1’’7/16-12 39,5 38 280

MORFS1621 25 1’’ 1’’11/16-12 40,0 46 210

MORFS2021 32 1’’1/4 1’’11/16-12 40,0 46 210

MORFS2432 38 1’’1/2 2’’-12 43,0 55 185

Réf. DN Inch F A H Bar

FORFS0406 6 1/4’’ 9/16’’-18 20,5 17 450

FORFS0409 6 1/4’’ 11/16’’-16 23,0 22 450

FORFS0506 8 5/16’’ 9/16’’-18 17,3 19 450

FORFS0509 8 5/16’’ 11/16’’-16 23,0 22 350

FORFS0606 10 3/8’’ 9/16’’-18 25,0 19 445

FORFS0609 10 3/8’’ 11/16’’-16 23,5 22 445

FORFS0611 10 3/8’’ 13/16’’-16 26,0 24 445

FORFS0809 12 1/2’’ 11/16’’-16 29,0 22 415

FORFS0811 12 1/2’’ 13/16’’-16 26,6 24 415

FORFS0813 12 1/2’’ 1’’-14 30,0 30 415

FORFS0814 12 1/2’’ 1’’3/16-12 32,0 36 415

FORFS1013 16 5/8’’ 1’’-14 30,0 30 350

FORFS1014 16 5/8’’ 1’’3/16-12 32,0 36 350

FORFS1214 19 3/4’’ 1’’3/16-12 32,7 36 350

FORFS1215 19 3/4’’ 1’’7/16-12 32,7 41 350

FORFS1614 25 1’’ 1’’3/16-12 38,5 36 280

FORFS1615 25 1’’ 1’’7/16-12 35,4 41 280

FORFS1621 25 1’’ 1’’11/16 35,0 50 210

FORFS2021 32 1’’1/4 1’’11/16-12 35,5 50 210

FORFS2432 38 1’’1/2 2’’-12 37,0 60 185
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- EF 63 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

V
an

ne
s

Co
m

po
sa

nt
s

La
va

ge
Em

bo
ut

s
Co

up
le

ur
s

B
ri

de
s

Tu
ya

ux
Pr

ot
ec

ti
on

s
G

A
Z

D
IN

JI
C

O
RF

S
BS

P
Co

lli
er

s
Pr

es
si

on
Jo

in
ts

Réf. DN Inch F A H H1 Bar

FORFS0406GIR 6 1/4’’ 9/16’’-18 30,0 19 19 450

FORFS0409GIR 6 1/4’’ 11/16’’-16 31,5 17 22 450

FORFS0509GIR 8 5/16’’ 11/16’’-16 32,0 17 22 350

FORFS0606GIR 10 3/8’’ 9/16’’-18 30,5 17 17 450

FORFS0609GIR 10 3/8’’ 11/16’’-16 34,0 22 22 445

FORFS0611GIR 10 3/8’’ 13/16’’-16 36,5 19 24 445

FORFS0809GIR 12 1/2’’ 11/16’’-16 31,5 19 22 415

FORFS0811GIR 12 1/2’’ 13/16’’-16 41,0 24 24 415

FORFS0813GIR 12 1/2’’ 1’’-14 39,0 24 30 415

FORFS0814GIR 12 1/2’’ 1’’3/16-12 44,0 30 36 315

FORFS1013GIR 16 5/8’’ 1’’-14 39,0 24 30 350

FORFS1014GIR 16 5/8’’ 1’’3/16-12 44,0 30 36 350

FORFS1213GIR 19 3/4’’ 1’’-14 42,0 27 30 350

FORFS1214GIR 19 3/4’’ 1’’3/16-12 44,6 30 36 350

FORFS1215GIR 19 3/4’’ 1’’7/16-12 51,5 36 41 350

FORFS1614GIR 25 1’’ 1’’3/16-12 - - - -

FORFS1615GIR 25 1’’ 1’’7/16-12 52,5 36 41 280

FORFS1621GIR 25 1’’ 1’’11/16-12 55,0 41 50 210

FORFS2021GIR 32 1’’1/4 1’’11/16-12 56,0 41 50 210

FORFS2432GIR 38 1’’1/2 2’’-12 61,2 50 60 185

EMBOUT FEMELLE ORFS - DOUBLE HEXAGONE

EMBOUT FEMELLE ORFS À 90°

Réf. DN Inch F A B H Bar

F90ORFS0406 6 1/4’’ 9/16’’-18 28,0 28,0 17 450

F90ORFS0409 6 1/4’’ 11/16’’-16 28,0 29,0 22 450

F90ORFS0506 8 5/16’’ 9/16’’-18 - - 17 350

F90ORFS0509 8 5/16’’ 11/16’’-16 31,0 29,0 22 350

F90ORFS0606 10 3/8’’ 9/16’’-18 32,5 44,0 19 445

F90ORFS0609 10 3/8’’ 11/16’’-16 32,5 32,5 22 445

F90ORFS0611 10 3/8’’ 13/16’’-16 36,0 34,0 24 445

F90ORFS0809 12 1/2’’ 11/16’’-16 40,5 51,0 22 415

F90ORFS0811 12 1/2’’ 13/16’’-16 39,0 37,0 24 415

F90ORFS0813 12 1/2’’ 1’’-14 39,5 39,0 30 415

F90ORFS0814 12 1/2’’ 1’’3/16-12 38,0 41,0 36 415

F90ORFS1013 16 5/8’’ 1’’-14 48,5 46,5 30 350

F90ORFS1014 16 5/8’’ 1’’3/16-12 46,5 48,0 36 350

F90ORFS1214 19 3/4’’ 1’’3/16-12 56,5 50,5 36 350

F90ORFS1215 19 3/4’’ 1’’7/16-12 56,5 54,0 41 350

F90ORFS1614 25 1’’ 1’’3/16-12 70,0 85,0 36 280

F90ORFS1615 25 1’’ 1’’7/16-12 72,1 62,0 41 280

F90ORFS2021 32 1’’1/4 1’’11/16-12 90,0 75,5 50 210

F90ORFS2432 38 1’’1/2 2’’-12 99,0 84,0 60 185

A

H1H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²
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EMBOUTS STANDARDS

Réf. DN Inch F A B H Bar

F45ORFS0406 6 1/4’’ 9/16’’-18 45,0 15,0 17 450

F45ORFS0409 6 1/4’’ 11/16’’-16 34,7 14,2 22 450

F45ORFS0506 8 5/16’’ 9/16’’-18 38,6 19,5 17 350

F45ORFS0509 8 5/16’’ 11/16’’-16 38,0 14,5 22 350

F45ORFS0606 10 3/8’’ 9/16’’-18 55,0 24,0 19 445

F45ORFS0609 10 3/8’’ 11/16’’-16 38,5 16,0 22 445

F45ORFS0611 10 3/8’’ 13/16’’-16 40,0 16,0 24 445

F45ORFS0809 12 1/2’’ 11/16’’-16 72,0 26,0 22 415

F45ORFS0811 12 1/2’’ 13/16’’-16 41,4 19,0 24 415

F45ORFS0813 12 1/2’’ 1’’-14 61,0 20,0 30 415

F45ORFS0814 12 1/2’’ 1’’3/16-12 62,0 24,0 36 415

F45ORFS1013 16 5/8’’ 1’’-14 56,0 22,0 30 350

F45ORFS1014 16 5/8’’ 1’’3/16-12 57,5 23,5 36 350

F45ORFS1214 19 3/4’’ 1’’3/16-12 60,5 24,0 36 350

F45ORFS1215 19 3/4’’ 1’’7/16-12 62,5 27,0 41 350

F45ORFS1614 25 1’’ 1’’3/16-12 96,5 43,0 36 280

F45ORFS1615 25 1’’ 1’’7/16-12 81,0 26,0 41 280

F45ORFS2021 32 1’’1/4 1’’11/16-12 93,0 34,0 50 210

F45ORFS2432 38 1’’1/2 2’’-12 112,0 45,0 60 185

EMBOUT FEMELLE ORFS À 90° HAUTEUR SPÉCIFIQUE

EMBOUT FEMELLE ORFS À 45°

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

A

B

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A B H Bar

F90ORFS0406-H46 6 1/4’’ 9/16’’-18 28,0 46,0 17 450

F90ORFS0409-H54 6 1/4’’ 11/16’’-16 28,0 54,0 22 450

F90ORFS0509-H23 8 5/16'' 11/16’’-16 23,0 445

F90ORFS0609-H23 10 3/8’’ 11/16’’-16 29,0 23,0 22 445

F90ORFS0609-H38 10 3/8’’ 11/16’’-16 29,0 38,0 22 445

F90ORFS0609-H53 10 3/8’’ 11/16’’-16 32,5 53,5 22 445

F90ORFS0611-H29 10 3/8’’ 13/16’’-16 36,0 29,0 24 445

F90ORFS0611-H41 10 3/8’’ 13/16’’-16 36,0 41,0 24 445

F90ORFS0611-H53 10 3/8’’ 13/16’’-16 32,0 53,5 24 445

F90ORFS0611-H64 10 3/8’’ 13/16’’-16 32,0 64,0 24 445

F90ORFS0811-H30 12 1/2’’ 13/16’’-16 35,0 30,0 24 445

F90ORFS0811-H41 12 1/2’’ 13/16’’-16 39,5 41,0 24 415

F90ORFS0811-H64 12 1/2’’ 13/16’’-16 40,0 64,0 24 415

F90ORFS0813-H32* 12 1/2’’ 1’’-14 39,5 32,0 30 415

F90ORFS0813-H47 12 1/2’’ 1’’-14 39,5 47,0 30 415

F90ORFS0813-H64 12 1/2’’ 1’’-14 37,0 64,0 30 415

F90ORFS1013-H63 16 5/8'' 1’’-14 48,0 63,0 30 350

F90ORFS1014-H73 16 5/8’’ 1’’3/16-12 41,0 73,0 36 350

F90ORFS1214-H96 19 3/4’’ 1’’3/16-12 45,5 96,0 36 350

F90ORFS16515-H56 25 1’’ 1’’7/16-12 72,5 56,0 41 280

F90ORFS1615-H113 25 1’’ 1’’7/16-12 62,0 113,0 41 280

* Ecrou pré-serti
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EMBOUT À BRIDE 3000 PSI

EMBOUT À BRIDE 3000 PSI À 90°
D

 /
 D

1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A D D1 Bar

FDL0808I 12 1/2’’ 48,0 1/2’’ 30,2 350

FDL0810I 12 1/2’’ 48,0 5/8’’ 34,0 350

FDL0812I 12 1/2’’ 51,0 3/4’’ 38,1 350

FDL1008I 16 5/8’’ 48,0 1/2’’ 30,2 350

FDL1010I 16 5/8’’ 49,0 5/8’’ 34,0 350

FDL1012I 16 5/8’’ 48,0 3/4’’ 38,1 350

FDL1208I 19 3/4’’ 47,0 1/2’’ 30,2 350

FDL1212I 19 3/4’’ 48,0 3/4’’ 38,1 350

FDL1216I 19 3/4’’ 48,0 1’’ 44,5 350

FDL1612I 25 1’’ 50,0 3/4’’ 38,1 280

FDL1616I 25 1’’ 50,0 1’’ 44,5 280

FDL1620I 25 1’’ 64,1 1’’1/4 50,8 280

FDL2016I 32 1’’1/4 57,0 1’’ 44,5 210

FDL2020I 32 1’’1/4 65,0 1’’1/4 50,8 210

FDL2024I 32 1’’1/4 70,0 1’’1/2 60,3 210

FDL2420I 38 1’’1/2 65,0 1’’1/4 50,8 185

FDL2424I 38 1’’1/2 70,0 1’’1/2 60,3 185

FDL2432I 38 1’’1/2 70,0 2’’ 71,4 185

FDL3232I 50 2’’ 73,0 2’’ 71,4 170

FDL3240I 50 2’’ 68,0 2’’1/2 84,1

Réf. DN Inch A B D D1 Bar

F90L0808I 12 1/2’’ 47,0 44,5 1/2’’ 30,2 350

F90L0810I 12 1/2’’ 39,0 47,0 5/8’’ 34,0 350

F90L0812I 12 1/2’’ 47,0 50,0 3/4’’ 38,1 350

F90L1008I 16 5/8’’ 49,0 49,0 1/2’’ 30,2 350

F90L1010I 16 5/8’’ 49,0 52,0 5/8’’ 34,0 350

F90L1012I 16 5/8’’ 49,0 54,0 3/4’’ 38,1 350

F90L1208I 19 3/4’’ 57,0 52,0 1/2’’ 30,2 350

F90L1212I 19 3/4’’ 59,5 59,0 3/4’’ 38,1 350

F90L1216I 19 3/4’’ 59,5 59,0 1’’ 44,5 350

F90L1612I 25 1’’ 77,0 60,0 3/4’’ 38,1 280

F90L1616I 25 1’’ 73,5 70,5 1’’ 44,5 280

F90L1620I 25 1’’ 77,0 70,0 1’’1/4 50,8 280

F90L2016I 32 1’’1/4 88,8 81,0 1’’ 44,5 210

F90L2020I 32 1’’1/4 89,0 87,0 1’’1/4 50,8 210

F90L2024I 32 1’’1/4 89,0 88,0 1’’1/2 60,3 210

F90L2424I 38 1’’1/2 103,7 95,0 1’’1/2 60,3 185

F90L2432I 38 1’’1/2 101,0 118,0 2’’ 71,4 185

F90L3232I 50 2’’ 101,0 118,0 2’’ 71,4 170

F90L3240I 50 2’’ 123,0 125 2’’1/2 84,1



- EF 66 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS STANDARDS

EMBOUT À BRIDE 3000 PSI À 90° LONG DROP

EMBOUT À BRIDE 3000 PSI À 45°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D D1 Bar

F90L1212ILD 19 3/4’’ 57,0 96,8 3/4’’ 38,1 350

F90L1216ILD 19 3/4’’ 57,0 135,5 1’’ 44,5 350

F90L1616ILD 25 1’’ 77,1 115,5 1’’ 44,5 280

F90L2020ILD 32 1’’1/4 89,0 114,2 1’’1/4 50,8 210

F90L2424ILD 38 1’’1/2 101,0 140,0 1’’1/2 60,3 185

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D D1 Bar

F45L0808I 12 1/2’’ 53,2 23,0 1/2’’ 30,2 350

F45L0810I 12 1/2’’ 68,0 25,0 5/8’’ 34,0 350

F45L0812I 12 1/2’’ 54,7 28,0 3/4’’ 38,1 350

F45L1008I 16 5/8’’ 59,0 26,0 1/2’’ 30,2 350

F45L1010I 16 5/8’’ 63,0 30,0 5/8’’ 34,0 350

F45L1012I 16 5/8’’ 58,6 30,0 3/4’’ 38,1 350

F45L1208I 19 3/4’’ 63,0 28,0 1/2’’ 30,2 350

F45L1212I 19 3/4’’ 66,5 28,2 3/4’’ 38,1 350

F45L1216I 19 3/4’’ 67,3 35,0 1’’ 44,5 350

F45L1612I 25 1’’ 77,1 35,0 3/4’’ 38,1 280

F45L1616I 25 1’’ 79,7 32,7 1’’ 44,5 280

F45L1620I 25 1’’ 80,7 36,0 1’’1/4 50,8 280

F45L2016I 32 1’’1/4 96,0 36,0 1’’ 44,5 210

F45L2020I 32 1’’1/4 92,3 43,0 1’’1/4 50,8 210

F45L2024I 32 1’’1/4 94,8 44,0 1’’1/2 60,3 210

F45L2424I 38 1’’1/2 105,2 41,5 1’’1/2 60,3 185

F45L2432I 38 1’’1/2 123,0 52,0 2’’ 71,4 185

F45L3232I 50 2’’ 125,5 59,0 2’’ 71,4 170

F45L3240I 50 2’’ 131,2 65,0 2’’1/2 84,1



EMBOUTS STANDARDS

- EF 67 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT À BRIDE 3000 PSI À 22,5°

EMBOUT À BRIDE 3000 PSI À 30°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D D1 Bar

F22.5L0808I 12 1/2’’ 63,0 - 1/2’’ 30,2 350

F22.5L0810I 12 1/2’’ 68,0 - 5/8’’ 34,0 350

F22.5L0812I 12 1/2’’ 68,0 - 3/4’’ 38,1 350

F22.5L1008I 16 5/8’’ 59,0 - 1/2’’ 30,2 350

F22.5L1010I 16 5/8’’ 63,0 - 5/8’’ 34,0 350

F22.5L1012I 16 5/8’’ 63,0 - 3/4’’ 38,1 350

F22.5L1208I 19 3/4’’ 63,0 - 1/2’’ 30,2 350

F22.5L1212I 19 3/4’’ 67,0 - 3/4’’ 38,1 350

F22.5L1216I 20 3/4’’ 70,0 - 1’’ 44,5 350

F22.5L1612I 25 1’’ 83,0 - 3/4’’ 38,1 280

F22.5L1616I 25 1’’ 86,0 - 1’’ 44,5 280

F22.5L1620I 25 1’’ 90,0 - 1’’1/4 50,8 280

F22.5L2016I 32 1’’1/4 96,0 - 1’’ 44,5 210

F22.5L2020I 32 1’’1/4 100,0 - 1’’1/4 50,8 210

F22.5L2024I 32 1’’1/4 101,0 - 1’’1/2 60,3 210

F22.5L2424I 38 1’’1/2 112,0 - 1’’1/2 60,3 185

F22.5L2432I 38 1’’1/2 123,0 - 2’’ 71,4 185

F22.5L3232I 50 2’’ 148,0 - 2’’ 71,4 170

Réf. DN Inch A B D D1 Bar

F30L0808I 12 1/2’’ 63,0 - 1/2’’ 30,2 350

F30L0810I 12 1/2’’ 68,0 - 5/8’’ 34,0 350

F30L0812I 12 1/2’’ 68,0 - 3/4’’ 38,1 350

F30L1008I 16 5/8’’ 59,0 - 1/2’’ 30,2 350

F30L1010I 16 5/8’’ 63,0 - 5/8’’ 34,0 350

F30L1012I 16 5/8’’ 63,0 - 3/4’’ 38,1 350

F30L1208I 19 3/4’’ 63,0 - 1/2’’ 30,2 350

F30L1212I 19 3/4’’ 67,0 - 3/4’’ 38,1 350

F30L1216I 19 3/4’’ 70,0 - 1’’ 44,5 350

F30L1612I 25 1’’ 83,0 - 3/4’’ 38,1 280

F30L1616I 25 1’’ 86,0 - 1’’ 44,5 280

F30L1620I 25 1’’ 90,0 - 1’’1/4 50,8 280

F30L2016I 32 1’’1/4 96,0 - 1’’ 44,5 210

F30L2020I 32 1’’1/4 100,0 - 1’’1/4 50,8 210

F30L2024I 32 1’’1/4 101,0 - 1’’1/2 60,3 210

F30L2424I 38 1’’1/2 112,0 - 1’’1/2 60,3 185

F30L2432I 38 1’’1/2 123,0 - 2’’ 71,4 185

F30L3232I 50 2’’ 148,0 - 2’’ 71,4 170



- EF 68 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS STANDARDS

EMBOUT À BRIDE 3000 PSI À 60°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D D1 Bar

F60L0808I 12 1/2’’ 63,0 - 1/2’’ 30,2 350

F60L0810I 12 1/2’’ 68,0 - 5/8’’ 34,0 350

F60L0812I 12 1/2’’ 68,0 - 3/4’’ 38,1 350

F60L1008I 16 5/8’’ 59,0 - 1/2’’ 30,2 350

F60L1010I 16 5/8’’ 63,0 - 5/8’’ 34,0 350

F60L1012I 16 5/8’’ 63,0 - 3/4’’ 38,1 350

F60L1208I 19 3/4’’ 63,0 - 1/2’’ 30,2 350

F60L1212I 19 3/4’’ 67,0 - 3/4’’ 38,1 350

F60L1216I 19 3/4’’ 70,0 - 1’’ 44,5 350

F60L1612I 25 1’’ 83,0 - 3/4’’ 38,1 280

F60L1616I 25 1’’ 86,0 - 1’’ 44,5 280

F60L1620I 25 1’’ 90,0 - 1’’1/4 50,8 280

F60L2016I 32 1’’1/4 96,0 - 1’’ 44,5 210

F60L2020I 32 1’’1/4 100,0 - 1’’1/4 50,8 210

F60L2024I 32 1’’1/4 101,0 - 1’’1/2 60,3 210

F60L2424I 38 1’’1/2 112,0 - 1’’1/2 60,3 185

F60L2432I 38 1’’1/2 123,0 - 2’’ 71,4 185

F60L3232I 50 2’’ 148,0 - 2’’ 71,4 170



EMBOUTS STANDARDS

- EF 69 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT À BRIDE 6000 PSI À 90°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

EMBOUT À BRIDE 6000 PSI

D
 /

 D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch A D D1 Bar

FDP0808I 12 1/2’’ 50,0 1/2’’ 31,8 415

FDP0812I 12 1/2’’ 50,0 3/4’’ 41,3 415

FDP1008I 16 5/8’’ 50,0 1/2’’ 31,8 350

FDP1012I 16 5/8’’ 50,0 3/4’’ 41,3 350

FDP1208I 19 3/4’’ 53,0 1/2’’ 31,8 350

FDP1212I 19 3/4’’ 53,0 3/4’’ 41,3 350

FDP1216I 19 3/4’’ 64,0 1’’ 47,6 350

FDP1612I 25 1’’ 64,0 3/4’’ 41,3 280

FDP1616I 25 1’’ 66,0 1’’ 47,6 280

FDP1620I 25 1’’ 67,0 1’’1/4 54,0 280

FDP2016I 32 1’’1/4 66,0 1’’ 47,6 210

FDP2020I 32 1’’1/4 67,0 1’’1/4 54,0 210

FDP2024I 32 1’’1/4 78,0 1’’1/2 63,5 210

FDP2424I 38 1’’1/2 78,0 1’’1/2 63,5 185

FDP2432I 38 1’’1/2 73,0 2’’ 79,4 185

FDP3232I 50 2’’ 73,0 2’’ 79,4 172

Réf. DN Inch A B D D1 Bar

F90P0808I 12 1/2’’ 39,0 44,0 1/2’’ 31,8 415

F90P0812I 12 1/2’’ 39,0 51,3 3/4’’ 41,3 415

F90P1008I 16 5/8’’ 49,0 50,0 1/2’’ 31,8 350

F90P1012I 16 5/8’’ 49,3 55,3 3/4’’ 41,3 350

F90P1208I 19 3/4’’ 57,0 53,0 1/2’’ 31,8 350

F90P1212I 19 3/4’’ 59,5 62,5 3/4’’ 41,3 350

F90P1216I 19 3/4’’ 59,5 66,5 1’’ 47,6 350

F90P1612I 25 1’’ 77,0 64,0 3/4’’ 41,3 280

F90P1616I 25 1’’ 73,5 75,0 1’’ 47,6 280

F90P1620I 25 1’’ 73,5 78,0 1’’1/4 54,0 280

F90P2016I 32 1’’1/4 89,0 87,0 1’’ 47,6 210

F90P2020I 32 1’’1/4 89,0 90,4 1’’1/4 54,0 210

F90P2024I 32 1’’1/4 89,0 97,4 1’’1/2 63,5 210

F90P2424I 38 1’’1/2 103,6 108,0 1’’1/2 63,5 185

F90P2432I 38 1’’1/2 101,0 126,0 2’’ 79,4 185

F90P3232I 50 2’’ 144,0 128,0 2’’ 79,4 172



- EF 70 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS STANDARDS

EMBOUT À BRIDE 6000 PSI À 90° LONG DROP

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

EMBOUT À BRIDE 6000 PSI À 45°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D D1 Bar

F90P1212ILD 19 3/4’’ 57,0 100,0 3/4’’ 41,3 350

F90P1216ILD 19 3/4’’ 57,0 137,0 1’’ 47,6 350

F90P1616ILD 25 1’’ 77,0 120,0 1’’ 47,6 280

F90P2020ILD 32 1’’1/4 89,0 115,0 1’’1/4 54,0 210

F90P2424ILD 38 1’’1/2 95,0 135,0 1’’1/2 63,5 185

Réf. DN Inch A B D D1 Bar

F45P0808I 12 1/2’’ 53,2 21,5 1/2’’ 31,8 415

F45P0812I 12 1/2’’ 69,0 28,0 3/4’’ 41,3 415

F45P1008I 16 5/8’’ 60,0 26,0 1/2’’ 31,8 350

F45P1012I 16 5/8’’ 60,4 27,8 3/4’’ 41,3 350

F45P1208I 19 3/4’’ 64,0 28,0 1/2’’ 31,8 350

F45P1212I 19 3/4’’ 69,5 31,0 3/4’’ 41,3 350

F45P1216I 19 3/4’’ 74,0 35,0 1’’ 47,6 350

F45P1612I 25 1’’ 86,0 35,0 3/4’’ 41,3 280

F45P1616I 25 1’’ 85,0 37,6 1’’ 47,6 280

F45P1620I 25 1’’ 87,1 40,0 1’’1/4 54,0 280

F45P2016I 32 1’’1/4 100,0 36,0 1’’ 47,6 210

F45P2020I 32 1’’1/4 100,0 42,8 1’’1/4 54,0 210

F45P2024I 32 1’’1/4 104,9 47,8 1’’1/2 63,5 210

F45P2424I 38 1’’1/2 115,4 51,7 1’’1/2 63,5 185

F45P2432I 38 1’’1/2 119,0 52,0 2’’ 79,4 185

F45P3232I 50 2’’ 153,0 59,0 2’’ 79,4 172
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EMBOUT À BRIDE 6000 PSI À 30°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

EMBOUT À BRIDE 6000 PSI EMBOUT À 22,5°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D D1 Bar

F30P0808I 12 1/2’’ 64,0 - 1/2’’ 31,8 415

F30P0812I 12 1/2’’ 69,0 - 3/4’’ 41,3 415

F30P1008I 16 5/8’’ 60,0 - 1/2’’ 31,8 350

F30P1012I 16 5/8’’ 66,0 - 3/4’’ 41,3 350

F30P1208I 19 3/4’’ 64,0 - 1/2’’ 31,8 350

F30P1212I 19 3/4’’ 70,0 - 3/4’’ 41,3 350

F30P1216I 19 3/4’’ 74,0 - 1’’ 47,6 350

F30P1612I 25 1’’ 86,0 - 3/4’’ 41,3 280

F30P1616I 25 1’’ 89,0 - 1’’ 47,6 280

F30P1620I 25 1’’ 94,0 - 1’’1/4 54,0 280

F30P2016I 32 1’’1/4 100,0 - 1’’ 47,6 210

F30P2020I 32 1’’1/4 104,0 - 1’’1/4 54,0 210

F30P2024I 32 1’’1/4 107,0 - 1’’1/2 63,5 210

F30P2424I 38 1’’1/2 118,0 - 1’’1/2 63,5 185

F30P2432I 38 1’’1/2 119,0 - 2’’ 79,4 185

F30P3232I 50 2’’ 153,0 - 2’’ 79,4 172

Réf. DN Inch A B D D1 Bar

F22.5P0808I 12 1/2’’ 64,0 - 1/2’’ 31,8 415

F22.5P0812I 12 1/2’’ 69,0 - 3/4’’ 41,3 415

F22.5P1008I 16 5/8’’ 60,0 - 1/2’’ 31,8 350

F22.5P1012I 16 5/8’’ 66,0 - 3/4’’ 41,3 350

F22.5P1208I 19 3/4’’ 64,0 - 1/2’’ 31,8 350

F22.5P1212I 19 3/4’’ 70,0 - 3/4’’ 41,3 350

F22.5P1216I 19 3/4’’ 74,0 - 1’’ 47,6 350

F22.5P1612I 25 1’’ 86,0 - 3/4’’ 41,3 280

F22.5P1616I 25 1’’ 89,0 - 1’’ 47,6 280

F22.5P1620I 25 1’’ 94,0 - 1’’1/4 54,0 280

F22.5P2016I 32 1’’1/4 100,0 - 1’’ 47,6 210

F22.5P2020I 32 1’’1/4 104,0 - 1’’1/4 54,0 210

F22.5P2024I 32 1’’1/4 107,0 - 1’’1/2 63,5 210

F22.5P2424I 38 1’’1/2 118,0 - 1’’1/2 63,5 185

F22.5P2432I 38 1’’1/2 119,0 - 2’’ 79,4 185

F22.5P3232I 50 2’’ 153,0 - 2’’ 79,4 172
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EMBOUTS STANDARDS

EMBOUT À BRIDE 6000 PSI À 60°

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A B D D1 Bar

F60P0808I 12 1/2’’ 64,0 - 1/2’’ 31,8 415

F60P0812I 12 1/2’’ 69,0 - 3/4’’ 41,3 415

F60P1008I 16 5/8’’ 60,0 - 1/2’’ 31,8 350

F60P1012I 16 5/8’’ 66,0 - 3/4’’ 41,3 350

F60P1208I 19 3/4’’ 64,0 - 1/2’’ 31,8 350

F60P1212I 19 3/4’’ 70,0 - 3/4’’ 41,3 350

F60P1216I 19 3/4’’ 74,0 - 1’’ 47,6 350

F60P1612I 25 1’’ 86,0 - 3/4’’ 41,3 280

F60P1616I 25 1’’ 89,0 - 1’’ 47,6 280

F60P1620I 25 1’’ 94,0 - 1’’1/4 54,0 280

F60P2016I 32 1’’1/4 100,0 - 1’’ 47,6 210

F60P2020I 32 1’’1/4 104,0 - 1’’1/4 54,0 210

F60P2024I 32 1’’1/4 107,0 - 1’’1/2 63,5 210

F60P2424I 38 1’’1/2 118,0 - 1’’1/2 63,5 185

F60P2432I 38 1’’1/2 119,0 - 2’’ 79,4 185

F60P3232I 50 2’’ 153,0 - 2’’ 79,4 172
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EMBOUT À BRIDE 9000 PSI «CATERPILLAR»

EMBOUT À BRIDE 9000 PSI «CATERPILLAR» À 90° 

EMBOUT À BRIDE 9000 PSI «CATERPILLAR» À 90° LONG DROP

D
 /

 D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

D / D1

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A D D1 Bar

FDS1212I 19 3/4’’ 58,0 3/4’’ 41,3 350

FDS1216I 19 3/4’’ 70,0 1’’ 47,6 350

FDS1616I 25 1’’ 72,0 1’’ 47,6 280

FDS1620I 25 1’’ 75,0 1’’1/4 54,0 280

FDS2020I 32 1’’1/4 71,0 1’’1/4 54,0 210

FDS2024I 32 1’’1/4 80,0 1’’1/2 63,5 210

FDS2424I 38 1’’1/2 80,0 1’’1/2 63,5 185

Réf. DN Inch A B D D1 Bar

F90S1212I 19 3/4’’ 57,0 67,0 3/4’’ 41,3 350

F90S1216I 19 3/4’’ 57,0 73,0 1’’ 47,6 350

F90S1616I 25 1’’ 77,0 75,0 1’’ 47,6 280

F90S1620I 25 1’’ 77,0 80,0 1’’1/4 54,0 280

F90S2020I 32 1’’1/4 89,0 97,0 1’’1/4 54,0 210

F90S2024I 32 1’’1/4 89,0 99,0 1’’1/2 63,5 210

F90S2424I 38 1’’1/2 101,0 113,0 1’’1/2 63,5 185

Réf. DN Inch A B D D1 Bar

F90S1212ILD 19 3/4’’ 57,0 105,4 3/4’’ 41,3 350

F90S1216ILD 19 3/4’’ 57,0 144,8 1’’ 47,6 350

F90S1616ILD 25 1’’ 77,0 124,8 1’’ 47,6 280

F90S2020ILD 32 1’’1/4 89,0 124,0 1’’1/4 54,0 210

F90S2424ILD 38 1’’1/2 101,0 141,7 1’’1/2 63,5 185
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EMBOUTS STANDARDS

CONTRE BRIDE D’ADAPTATION 9000 PSI «CATERPILLAR»

EMBOUT À BRIDE 9000 PSI «CATERPILLAR» À 45° 

D / D1

A

B

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch D d E Bar

CDC12 20 3/4’’ 41,3 32,0 5,8 350

CDC16 25 1’’ 47,6 38,0 5,0 280

CDC20 32 1’’1/4 54,0 44,0 4,0 210

CDC24 40 1’’1/2 63,5 51,0 1,7 185

Réf. DN Inch A B D D1 Bar

F45S1212I 20 3/4’’ 74 39 3/4’’ 41,3 350

F45S1216I 20 3/4’’ 78 43 1’’ 47,6 350

F45S1616I 25 1’’ 94 40 1’’ 47,6 280

F45S1620I 25 1’’ 97 43 1’’1/4 54 280

F45S2020I 32 1’’1/4 107 50 1’’1/4 54 210

F45S2024I 32 1’’1/4 108 51 1’’1/2 63,5 210

F45S2424I 40 1’’1/2 120 49 1’’1/2 63,5 185

D
d

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUT À BRIDE MÂLE «POCLAIN»

EMBOUT À BRIDE FEMELLE «POCLAIN» 

EMBOUT À BRIDE FEMELLE «POCLAIN» À 90° 

A

D

12°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D

12
°

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D

B

12°

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch A D Bar

FFPO1010-2T 16 5/8’’ 41,0 44,4 -

FFPO1212-2T 19 3/4’’ 52,0 56,1 -

FFPO1616-2T 25 1’’ 52,0 63,6 -

Réf. DN Inch A D Bar

FTPO1010-2T 16 5/8’’ 34,0 44,4 -

FTPO1212-2T 19 3/4’’ 42,0 56,1 -

FTPO1616-2T 25 1’’ 49,0 63,6 -

Réf. DN Inch A B D Bar

F90TPO0808-2T 12 1/2’’ 80,0 46,0 44,4 -

F90TPO1010-2T 16 5/8’’ 88,0 52,0 44,4 -

F90TPO1212-2T 19 3/4’’ 108,0 63,0 56,1 -

F90TPO1616-2T 25 1’’ 139,0 80,0 63,6 -
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EMBOUTS STANDARDS

EMBOUT MÂLE STAPLE-LOCK

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT JONCTION

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch A D Bar

MSTECK0404 6 1/4’’ 28,7 15,0 -

MSTECK0606 10 3/8’’ 28,8 20,0 -

MSTECK0808 12 1/2’’ 28,7 24,0 -

MSTECK1212 19 3/4’’ 28,9 29,0 -

MSTECK1616 25 1’’ 35,1 39,0 -

MSTECK2020 32 1’’1/4 35,0 46,0 -

Réf. DN Inch A Bar

RJ0404 6 1/4’’ 14,0 450

RJ0505 8 5/16’’ 14,0 350

RJ0606 10 3/8’’ 15,2 445

RJ0808 12 1/2’’ 15,6 415

RJ1010 16 5/8’’ 15,6 350

RJ1212 19 3/4’’ 18,0 350

RJ1616 25 1’’ 22,6 280

RJ2020 32 1’’1/4 21,0 210
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EMBOUT À SERTIR MVA

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT À SOUDER

Réf. DN Inch F A H Bar

MV0418 6 1/4’’ 18X150 31,0 19,0 210

MV0518 8 5/16’’ 18X150 33,0 19,0 210

MV0618 10 3/8’’ 18X150 31,0 19,0 210

MV0818 12 1/2’’ 18X150 34,0 19,0 210

Réf. DN Inch A D D1 Bar

CS03 5 3/16’’ 14,5 - 12,0 -

CS04 6 1/4’’ 12,5 - 12,0 -

CS04T8 6 1/4’’ 12,5 8,0 12,0 -

CS05 8 5/16’’ 13,5 - 14,0 -

CS05T10 8 5/16’’ 13,6 10,0 15,0 -

CS06 10 3/8’’ 14,5 - 16,0 -

CS06T10 10 3/8’’ 14,5 10,0 16,0 -

CS06T12 10 3/8’’ 14,5 12,0 16,0 -

CS06T14 10 3/8" 14,5 14,0 18,0

CS08 12 1/2’’ 16,0 - 20,0 -

CS08T12 12 1/2’’ 16,0 12,0 20,0 -

CS08T14 12 1/2’’ 16,0 14,0 20,0 -

CS08T15 12 1/2’’ 16,0 15,0 20,0 -

CS08T16 12 1/2’’ 16,0 16,0 20,0 -

CS08T19 12 1/2’’ 16,0 19,0 24,0 -

CS10 16 5/8’’ 18,0 - 24,0 -

CS10T16 16 5/8’’ 18,0 16,0 16,0 -

CS12 19 3/4’’ 15,5 - 26,0 -

CS16 25 1’’ 22,0 - 32,0 -

CS16T25 25 1’’ 22,0 25,0 32,0 -

CS20 32 1’’1/4 21,5 - 40,0 -

CS24 38 1’’1/2 21,5 - 46,0 -

CS24T38 38 1’’1/2 21,5 38,0 46,0 -

CS32 50 2’’ 23,0 - 60,0 -

A

DD
1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDS

EMBOUT FEMELLE CO2

EMBOUT FEMELLE CO2 A 90°

Réf. DN Inch A H F Bar

FW0621.7 9,5 3/8’’ 16,0 27 M21,7X1,814 -

FW0821.7 12,8 1/2’’ 16,5 27 M21,7X1,814 -

FCO20521,7 * 8,0 5/16’’ 13,5 27 M21,7X1,814 -

* AVEC CENTREUR POUR JOINT PLAT

Réf. DN Inch A B H F Bar

F90CO20521,7 * 8,0 5/16’’ 21,5 51,0 27 M21,7X1,814 -

* AVEC CENTREUR POUR JOINT PLAT

B

A

H

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUT LAVAGE 

EMBOUT LAVAGE À 90° LAVAGE

LAVAGE

Réf. DN Inch F A D Bar

FLK0422 6 1/4’’ F22X150 33,0 14,0 400

FLK0422-15 6 1/4’’ F22X150 33,0 15,0 400

FLK0522 8 5/16’’ F22X150 33,0 14,0 400

FLK0522-15 8 5/16’’ F22X150 33,0 15,0 400

FLK0622 10 3/8’’ F22X150 33,0 14,0 400

FLK0622-15 10 3/8’’ F22X150 33,0 15,0 400

FLK0822 12 1/2’’ F22X150 33,0 14,0 400

Réf. DN Inch F A B D Bar

FL90K0422-NEW 6 1/4’’ F22X150 - - 14,0 400

FL90K0522-NEW 8 5/16’’ F22X150 - - 14,0 400

FL90K0622-NEW 10 3/8’’ F22X150 - - 14,0 400

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D

B

A

SURFACE AREA : 0 cm²

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA : 0 cm²
EXTERNAL AREA : 0 cm²
INTERNAL AREA : 0 cm²

Réf. DN Inch F A D Bar

FLK0422-NEW 6 1/4’’ F22X150 26,5 14,0 400

FLK0422-15-NEW 6 1/4’’ F22X150 40,0 15,0 400

FLK0522-NEW 8 5/16’’ F22X150 26,5 14,0 400

FLK0522-15-NEW 8 5/16’’ F22X150 40,0 15,0 400

FLK0622-NEW 10 3/8’’ F22X150 26,5 14,0 400
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EMBOUTS STANDARDS

EMBOUT MÂLE LAVAGE 

EMBOUT MÂLE LAVAGE (ROTATIF)

LAVAGE

LAVAGE

Réf. DN Inch A D Bar

MLK0422 6 1/4’’ 33,5 10,0 400

MLK0422D11 6 1/4’’ 33,5 11,0 400

MLK0522 8 5/16’’ 33,5 10,0 400

MLK0522D11 8 5/16’’ 33,5 11,0 400

MLK0622 10 3/8’’ 33,5 10,0 400

EMBOUT INOX FEMELLE EASY LOCK - LAVAGE LAVAGE

Réf. DN Inch F A Bar

LA-IFK04EASY 6 1/4’’ 22X150 EASY LOCK 34,0 400

LA-IFK05EASY 8 5/16’’ 22X150 EASY LOCK 34,0 400

LA-IFK06EASY 10 3/8’’ 22X150 EASY LOCK 34,0 400

Réf. - INOX DN Inch A D Bar

IMLKR0422-11 6 1/4’’ 36,5 10,9 400

IMLKR0522-11 8 5/16’’ 36,5 10,9 400

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUT INOX FEMELLE LAVAGE ROTATIF - PIVOT 14 LAVAGE

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT INOX FEMELLE LAVAGE THP - PIVOT 15 LAVAGE

Réf. DN Inch F A D Bar

LA-IFK0624 10 3/8’’ 24X150 15,0 700

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A D Bar

LA-IFK0422-ROTA 6 1/4’’ 22X150 14,0 400

LA-IFK0521-ROTA 8 5/16’’ 21X150 14,0 400

LA-IFK0522-ROTA 8 5/16’’ 22X150 14,0 400

LA-IFK0622-ROTA 10 3/8’’ 22X150 14,0 400
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EMBOUTS STANDARDS

EMBOUT LAITON KARCHER LAVAGE

Réf. DN Inch A D Bar

LA-MK04D09.8L 6 1/4'' 19,0 9,8 400

Réf. DN Inch A D Bar

LA-MK04L 6 1/4'' 53,5 8,5 400

EMBOUT ROTATIF LAITON KARCHER LAVAGE

Réf. DN Inch A D H Bar

LA-MK04LRO 6 1/4'' 107,0 8,5 22 400

EMBOUT LAITON NILFISK - ALTO LAVAGE

Réf. DN Inch A D Bar

LA-MK04D08L 6 1/4'' 28,5 8,0 400

EMBOUT LAITON NILFISK - ALTO X-TRA LAVAGE

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

D

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK JUPE R13-R15

INTERLOCK JUPE 4SH – R13 – R15

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch D L

KB4SH12*                   19 3/4’’ 38,0 60,0

KB4SH16*                   25 1’’ 46,0 74,5

KB4SH20                   32 1’’1/4 56,0 87,8

KB4SH24                 38 1’’1/2 62,0 94,4

KB4SH32                  50 2’’ 79,5 99,0

* Tuyau 4SH + R13 + R15

Réf. DN Inch D L

KBH1320 32 1’’1/4 60,0 87,8

KBH1324 38 1’’1/2 67,0 94,4

KBH1332 50 2’’ 84,5 99,0

D

L

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS STANDARDS

- EF 85 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

V
an

ne
s

Co
m

po
sa

nt
s

La
va

ge
Em

bo
ut

s
Co

up
le

ur
s

B
ri

de
s

Tu
ya

ux
Pr

ot
ec

ti
on

s
G

A
Z

D
IN

JI
C

O
RF

S
BS

P
Co

lli
er

s
Pr

es
si

on
Jo

in
ts

EMBOUTS INTERLOCK

INTERLOCK EMBOUT FEMELLE CÔNE 60° BSPP À 90°

A

B

  

H

60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

INTERLOCK EMBOUT MÂLE CÔNE 60° BSPP

INTERLOCK EMBOUT FEMELLE CÔNE 60° BSPP

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

  

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60
°

Réf. DN Inch F A H Bar

KMG1212 19 3/4’’ 3/4’’-14 34,7 32 420

KMG1616 25 1’’ 1’’-11 37,4 38 420

KMG1620 25 1’’ 1’’1/4-11 42,6 50 420

KMG2020 32 1’’1/4 1’’1/4-11 44,2 50 420

KMG2424 38 1’’1/2 1’’1/2-11 44,5 55 345

KMG3232 50 2’’ 2’’-11 54,0 70 345

Réf. DN Inch F A H Bar

KFDG1212SP 20 3/4’’ 3/4’’-14 22,7 32 420

KFDG1616SP 25 1’’ 1’’-11 24,7 38 420

KFDG1620SP 25 1’’ 1’’1/4-11 27,5 50 420

KFDG2020SP 32 1’’1/4 1’’1/4-11 28,2 50 420

KFDG2424SP 40 1’’1/2 1’’1/2-11 30,5 55 345

KFDG3232SP 50 2’’ 2’’-11 34,0 70 345

Réf. DN Inch F A B H Bar

KF90G1212SP 19 3/4’’ 3/4’’-14 54,0 59,0 32 420

KF90G1616SP 25 1’’ 1’’-11 70,5 72,0 38 420

KF90G1620SP 25 1’’ 1’’1/4-11 70,5 80,0 50 420

KF90G2020SP 32 1’’1/4 1’’1/4-11 87,7 93,0 50 420

KF90G2424SP 38 1’’1/2 1’’1/2-11 99,5 114,0 55 345

KF90G3232SP 50 2’’ 2’’-11 135,0 136,0 70 345
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK EMBOUT FEMELLE CÔNE 60° BSPP À 45°

  

A

B

H
60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

INTERLOCK EMBOUT MÂLE CONIQUE BSPT

INTERLOCK EMBOUT MÂLE NPT 

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A B H Bar

KF45G1212SP 19 3/4’’ 3/4’’-14 60,7 29,0 32 420

KF45G1616SP 25 1’’ 1’’-11,5 87,5 41,0 38 420

KF45G1620SP 25 1’’ 1’’1/4-11,5 90,5 44,0 50 420

KF45G2020SP 32 1’’1/4 1’’1/4-11,5 100,5 44,0 50 420

KF45G2424SP 38 1’’1/2 1’’1/2-11,5 116,5 45,0 55 345

KF45G3232SP 50 2’’ 2’’-11,5 156,0 68,0 70 345

Réf. DN Inch F A H Bar

KMGK1212 19 3/4’’ 3/4’’-14 34,7 27 420

KMGK1616 25 1’’ 1’’-11 43,5 36 420

KMGK2020 32 1’’1/4 1’’1/4-11 42,0 46 420

KMGK2424 38 1’’1/2 1’’1/2-11 46,0 50 345

KMGK3232 50 2’’ 2’’-11 57,0 65 345

Réf. DN Inch F A H Bar

KMNPT1212 19 3/4’’ 3/4’’-14 34,5 27 420

KMNPT1216 19 3/4’’ 1’’-11,5 42,5 36 420

KMNPT1616 25 1’’ 1’’-11,5 43,0 36 420

KMNPT1620 25 1’’ 1’’1/4-11,5 43,0 46 420

KMNPT2020 32 1’’1/4 1’’1/4-11,5 44,0 46 420

KMNPT2024 32 1’’1/4 1’’1/2-11,5 44,0 50 420

KMNPT2424 38 1’’1/2 1’’1/2-11,5 45,5 50 345

KMNPT3232 50 2’’ 2’’-11,5 57,0 65 345
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EMBOUTS INTERLOCK

INTERLOCK EMBOUT MÂLE CÔNE 74° JIC

INTERLOCK EMBOUT FEMELLE CÔNE 74° JIC

INTERLOCK EMBOUT FEMELLE CÔNE 74° JIC À 90°

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

74°

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

KMJ1212 19 3/4’’ 1’’1/16-12 38,0 27 420

KMJ1214 19 3/4’’ 1’’3/16-12 39,0 32 420

KMJ1216 19 3/4’’ 1’’5/16-12 39,0 34 420

KMJ1616 25 1’’ 1’’5/16-12 40,0 34 420

KMJ1620 25 1’’ 1’’5/8-12 42,5 42 420

KMJ2020 32 1’’1/4 1’’5/8-12 44,0 42 420

KMJ2024 32 1’’1/4 1’’7/8-12 51,0 50 345

KMJ2424 38 1’’1/2 1’’7/8-12 51,0 50 345

KMJ3232 50 2’’ 2’’1/2-12 61,5 65 345

Réf. DN Inch F A H Bar

KFDJ1212 19 3/4’’ 1’’1/16-12 20,5 32 420

KFDJ1214 19 3/4’’ 1’’3/16-12 20,5 36 420

KFDJ1216 19 3/4’’ 1’’5/16-12 20,5 41 420

KFDJ1616 25 1’’ 1’’5/16-12 22,0 41 420

KFDJ1620 25 1’’ 1’’5/8-12 26,0 50 420

KFDJ2020 32 1’’1/4 1’’5/8-12 27,5 50 420

KFDJ2024 32 1’’1/4 1’’7/8-12 29,5 55 345

KFDJ2424 38 1’’1/2 1’’7/8-12 29,5 55 345

KFDJ3232 50 2’’ 2’’1/2-12 33,0 70 345

Réf. DN Inch F A B H Bar

KF90J1212 19 3/4’’ 1’’1/16-12 51,0 58,0 32 420

KF90J1214 19 3/4’’ 1’’3/16-12 51,0 61,0 36 420

KF90J1216 19 3/4’’ 1’’5/16-12 51,0 62,5 41 420

KF90J1616 25 1’’ 1’’5/16-12 70,5 69,5 41 420

KF90J1620 25 1’’ 1’’5/8-12 70,5 78,5 50 420

KF90J2020 32 1’’1/4 1’’5/8-12 87,5 91,5 50 420

KF90J2024 32 1’’1/4 1’’7/8-12 87,5 99,0 55 345

KF90J2424 38 1’’1/2 1’’7/8-12 99,5 112,5 55 345

KF90J3232 50 2’’ 2’’1/2-12 110,0 101,0 70 345
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK EMBOUT FEMELLE CÔNE 74° JIC À 90° LONG DROP

INTERLOCK EMBOUT FEMELLE CÔNE 74° JIC À 45°

Réf. DN Inch F A B H Bar

KF90J1212LD 20 3/4’’ 1’’1/16-12 94,5  62,0  32 420

KF90J1616LD 25 1’’ 1’’5/16-12 110,0  77,0  41 380

KF90J1620LD 25 1’’ 1’’5/8-12 116,0  77,0  50 325

KF90J2020LD 32 1’’1/4 1’’5/8-12 136,0  89,0  50 325

KF90J2424LD 40 1’’1/2 1’’7/8-12 162,0  101,0  55 290

KF90J3232LD 50 2’’ 2’’1/2-12 220,0  135,0  70 290

Réf. DN Inch F A B H Bar

KF45J1212 19 3/4’’ 1’’1/16-12 59,5 29,0 32 420

KF45J1214 19 3/4’’ 1’’3/16-12 60,5 29,0 36 420

KF45J1216 19 3/4’’ 1’’5/16-12 60,5 29,0 41 420

KF45J1616 25 1’’ 1’’5/16-12 86,0 39,5 41 415

KF45J1620 25 1’’ 1’’5/8-12 87,0 38,5 50 415

KF45J2020 32 1’’1/4 1’’5/8-12 99,5 44,0 50 415

KF45J2024 32 1’’1/4 1’’7/8-12 101,5 45,0 55 415

KF45J2424 38 1’’1/2 1’’7/8-12 116,5 45,0 55 345

KF45J3232 50 2’’ 2’’1/2-12 156,0 65,8 70 345

B

A

74°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

74°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS INTERLOCK

B

A

74°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

INTERLOCK EMBOUT MÂLE DIN CÔNE 24° SÉRIE S

INTERLOCK EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S

Réf. DN Inch F A H Bar

KME1230S20 19 3/4’’ M30X200 31,5 32 420

KME1236S25 19 3/4’’ M36X200 33,5 38 420

KME1636S25 25 1’’ M36X200 36,0 38 415

KME1642S30 25 1’’ M42X200 39,5 46 280

KME2042S30 32 1’’1/4 M42X200 40,5 46 250

KME2052S38 32 1’’1/4 M52X200 44,5 55 250

KME2452S38 38 1’’1/2 M52X200 44,5 55 250

Réf. DN Inch F A H Bar

KFE1230S20 19 3/4’’ M30X200 35,0 36 420

KFE1236S25 19 3/4’’ M36X200 36,0 46 420

KFE1636S25 25 1’’ M36X200 37,0 46 415

KFE1642S30 25 1’’ M42X200 38,0 50 280

KFE2042S30 32 1’’1/4 M42X200 40,0 50 250

KFE2052S38 32 1’’1/4 M52X200 45,5 60 250

KFE2452S38 38 1’’1/2 M52X200 45,5 60 250

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S À 90°

INTERLOCK EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S À 45°

Réf. DN Inch F A B H Bar

KF90E1230S20 20 3/4’’ M30X200 54,0 59,0 36 420

KF90E1236S25 20 3/4’’ M36X200 54,0 59,0 46 420

KF90E1636S25 25 1’’ M36X200 70,5 75,0 46 415

KF90E1642S30 25 1’’ M42X200 70,5 75,0 50 280

KF90E2042S30 32 1’’1/4 M42X200 90,5 86,0 50 250

KF90E2052S38 32 1’’1/4 M52X200 90,5 86,0 60 250

KF90E2452S38 40 1’’1/2 M52X200 97,5 94,0 60 250

Réf. DN Inch F A B H Bar

KF45E1230S20 19 3/4’’ M30X200 61,5 27,0 36 420

KF45E1236S25 19 3/4’’ M36X200 67,5 28,0 46 420

KF45E1636S25 25 1’’ M36X200 86,0 38,0 46 414

KF45E1642S30 25 1’’ M42X200 86,5 38,0 50 280

KF45E2042S30 32 1’’1/4 M42X200 103,0 35,0 50 250

KF45E2052S38 32 1’’1/4 M52X200 103,0 35,0 60 250

KF45E2452S38 38 1’’1/2 M52X200 117,5 45,0 60 250

B

A

24°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

24°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS INTERLOCK

INTERLOCK EMBOUT MÂLE GAZ CÔNE 24° «SÉRIE FRANÇAISE»

INTERLOCK EMBOUT FEMELLE GAZ CÔNE 24° «SÉRIE FRANÇAISE»

Réf. DN Inch F A H Bar

KFE1236F27 19 3/4’’ M36x150 43,0 41 420

KFE1645F33 25 1’’ M45x150 45,0 50 415

INTERLOCK EMBOUT FEMELLE GAZ CÔNE 24° «SÉRIE FRANÇAISE» À 90°

Réf. DN Inch F A B H Bar

KF90E1236F27 19 3/4’’ M36x150 41 420

KF90E1645F33 25 1’’ M45x150 80,0 75,0 50 415

Réf. DN Inch F A H Bar

KME1236F27 19 3/4’’ M36x150 40,0 38 420

KME1645F33 25 1’’ M45x150 46,5 46 415

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

24°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK EMBOUT MÂLE ORFS

INTERLOCK EMBOUT FEMELLE ORFS

Réf. DN Inch F A H Bar

KMORFS1215 19 3/4’’ 1’’7/16-12 35,7 41 420

KMORFS1615 25 1’’ 1’’7/16-12 36,6 41 415

KMORFS1621 25 1’’ 1’’11/16-12 36,6 46 415

KMORFS2021 32 1’’1/4 1’’11/16-12 37,7 46 415

Réf. DN Inch F A H Bar

KFORFS1214 19 3/4’’ 1’’3/16-12 30,5 36 420

KFORFS1215 19 3/4’’ 1’’7/16-12 31,5 41 415

KFORFS1615 25 1’’ 1’’7/16-12 32,5 41 415

KFORFS1621 25 1’’ 1’’11/16-12 40,0 50 250

KFORFS2021 32 1’’1/4 1’’11/16-12 34,0 50 250

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS INTERLOCK

INTERLOCK EMBOUT FEMELLE ORFS À 90° LONG DROP

INTERLOCK EMBOUT FEMELLE ORFS À 45° 

INTERLOCK EMBOUT FEMELLE ORFS À 90° 

Réf. DN Inch F A B H Bar

KF90ORFS1214 20 3/4’’ 1’’3/16-12 53,5 49,0 36 420

KF90ORFS1215 20 3/4’’ 1’’7/16-12 54,0 54,0 41 420

KF90ORFS1615 25 1’’ 1’’7/16-12 71,5 59,5 41 420

KF90ORFS1621 25 1’’ 1’’11/16-12 - - 50 250

KF90ORFS2021 32 1’’1/4 1’’11/16-12 88,5 75,5 50 250

Réf. DN Inch F A B H Bar

KF90ORFS1214LD 19 3/4’’ 1’’3/16-12 50,0 96,0 36 420

KF90ORFS1615LD 25 1’’ 1’’7/16-12 62,0 113,0 41 420

KF90ORFS2021LD 32 1’’1/4 1’’11/16-12 87,0 130,0 50 250

Réf. DN Inch F A B H Bar

KF45ORFS1214 19 3/4’’ 1’’3/16-12 55,5 23,0 36 420

KF45ORFS1215 19 3/4’’ 1’’7/16-12 60 27,0 41 420

KF45ORFS1615 25 1’’ 1’’7/16-12 78,5 26,0 41 420

KF45ORFS1621 25 1’’ 1’’11/16-12 - - 50 250

KF45ORFS2021 32 1’’1/4 1’’11/16-12 91,5 34,0 50 250

B

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK EMBOUT À BRIDE 3000 PSI

INTERLOCK EMBOUT À BRIDE 3000 PSI À 90°

Réf. DN Inch A D D1 Bar

KFDL1212I 19 3/4’’ 46,5 3/4’’ 38,1 420

KFDL1216I 19 3/4’’ 48,7 1’’ 44,5 420

KFDL1612I 25 1’’ 48,0 3/4’’ 38,1 415

KFDL1616I 25 1’’ 47,6 1’’ 44,5 415

KFDL1620I 25 1’’ 64,6 1’’1/4 50,8 415

KFDL2020I 32 1’’1/4 68,7 1’’1/4 50,8 250

KFDL2024I 32 1’’1/4 78,7 1’’1/2 60,3 250

KFDL2424I 38 1’’1/2 68,5 1’’1/2 60,3 200

KFDL2432I 38 1’’1/2 70,5 2’’ 71,4 200

KFDL3232I 50 2’’ 72,0 2’’ 71,4 200

Réf. DN Inch A B D D1 Bar

KF90L1212I 19 3/4’’ 54,7 58,0 3/4’’ 38,1 420

KF90L1216I 19 3/4’’ 54,7 62,0 1’’ 44,5 420

KF90L1612I 25 1’’ 74,6 60,0 3/4’’ 38,1 415

KF90L1616I 25 1’’ 70,6 68,0 1’’ 44,5 415

KF90L1620I 25 1’’ 74,6 70,0 1’’1/4 50,8 415

KF90L2020I 32 1’’1/4 87,7 87,0 1’’1/4 50,8 250

KF90L2024I 32 1’’1/4 87,1 88,0 1’’1/2 60,3 250

KF90L2424I 38 1’’1/2 99,5 102,0 1’’1/2 60,3 200

KF90L2432I 38 1’’1/2 99,5 118,0 2’’ 71,4 200

KF90L3232I 50 2’’ 144,0 111,5 2’’ 71,4 200

D
/D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

D/D1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS INTERLOCK

INTERLOCK EMBOUT À BRIDE 3000 PSI À 45°

INTERLOCK EMBOUT À BRIDE 3000 PSI À 90° LONG DROP

Réf. DN Inch A B D D1 Bar

KF90L1212ILD 19 3/4’’ 54,7 96,8 3/4" 38,1 420

KF90L1216ILD 19 3/4’’ 54,7 135,5 1'' 44,5 420

KF90L1616ILD 25 1’’ 70,6 115,5 1'' 44,5 415

KF90L2020ILD 32 1’’1/4 87,7 115,5 1''1/4 50,8 250

KF90L2424ILD 38 1’’1/2 99,5 131,5 1''1/2 60,3 200

Réf. DN Inch A B D D1 Bar

KF45L1212I 19 3/4’’ 64,7 32,0 3/4’’ 38,1 420

KF45L1216I 19 3/4’’ 67,7 35,0 1’’ 44,5 420

KF45L1612I 25 1’’ 80,6 35,0 3/4’’ 38,1 415

KF45L1616I 25 1’’ 83,6 32,0 1’’ 44,5 415

KF45L1620I 25 1’’ 87,6 36,0 1’’1/4 50,8 415

KF45L2020I 32 1’’1/4 98,7 43,0 1’’1/4 50,8 250

KF45L2024I 32 1’’1/4 99,7 44,0 1’’1/2 60,3 250

KF45L2424I 38 1’’1/2 110,5 41,0 1’’1/2 60,3 200

KF45L2432I 38 1’’1/2 121,5 52,0 2’’ 71,4 200

KF45L3232I 50 2’’ 148,0 59,0 2’’ 71,4 200

A

D/D1

B

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D/D1

A

B

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK EMBOUT À BRIDE 6000 PSI

INTERLOCK EMBOUT À BRIDE 6000 PSI À 90°

INTERLOCK EMBOUT À BRIDE 6000 PSI À 90° LONG DROP

Réf. DN Inch A D D1 Bar

KFDP1212I 19 3/4’’ 50,0 3/4’’ 41,3 420

KFDP1216I 19 3/4’’ 61,7 1’’ 47,6 420

KFDP1612I 25 1’’ 61,6 3/4’’ 41,3 415

KFDP1616I 25 1’’ 63,6 1’’ 47,6 415

KFDP1620I 25 1’’ 68,6 1’’1/4 54,0 415

KFDP2020I 32 1’’1/4 65,4 1’’1/4 54,0 415

KFDP2024I 32 1’’1/4 76,7 1’’1/2 63,5 415

KFDP2424I 38 1’’1/2 76,5 1’’1/2 63,5 345

KFDP2432I 38 1’’1/2 70,5 2’’ 79,4 345

KFDP3232I 50 2’’ 73,0 2’’ 79,4 345

Réf. DN Inch A B D D1 Bar

KF90P1212I 19 3/4’’ 54,7 62,0 3/4’’ 41,3 420

KF90P1216I 19 3/4’’ 54,7 67,0 1’’ 47,6 420

KF90P1612I 25 1’’ 74,6 64,0 3/4’’ 41,3 415

KF90P1616I 25 1’’ 74,6 69,0 1’’ 47,6 415

KF90P1620I 25 1’’ 73,0 76,0 1’’1/4 54,0 415

KF90P2020I 32 1’’1/4 88,1 90,0 1’’1/4 54,0 415

KF90P2024I 32 1’’1/4 88,1 97,0 1’’1/2 63,5 415

KF90P2424I 38 1’’1/2 99,5 111,0 1’’1/2 63,5 345

KF90P2432I 38 1’’1/2 99,5 128,0 2’’ 79,4 345

KF90P3232I 50 2’’ 144,0 128,0 2’’ 79,4 345

Réf. DN Inch A B D D1 Bar

KF90P1212ILD 19 3/4’’ 54,7 100,0 3/4’’ 41,3 420

KF90P1216ILD 19 3/4’’ 57,7 137,0 1’’ 47,6 420

KF90P1616ILD 25 1’’ 70,6 120,0 1’’ 47,6 415

KF90P2020ILD 32 1’’1/4 87,7 120,0 1’’1/4 54,0 415

KF90P2424ILD 38 1’’1/2 95,0 135,0 1’’1/2 63,5 415

D
/D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

D/D1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

D/D1

B

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS INTERLOCK

INTERLOCK EMBOUT À BRIDE 6000 PSI À 45°

INTERLOCK EMBOUT À BRIDE 6000 PSI - «LIEBHERR» À 130°

Réf. DN Inch A B D D1 Bar

KF45P1212I 19 3/4’’ 67,7 35,0 3/4’’ 41,3 420

KF45P1216I 19 3/4’’ 71,7 39,0 1’’ 47,6 420

KF45P1612I 25 1’’ 83,6 32,0 3/4’’ 41,3 415

KF45P1616I 25 1’’ 86,6 35,0 1’’ 47,6 415

KF45P1620I 25 1’’ 91,6 40,0 1’’1/4 54,0 415

KF45P2020I 32 1’’1/4 102,1 47,0 1’’1/4 54,0 415

KF45P2024I 32 1’’1/4 105,7 50,0 1’’1/2 63,5 415

KF45P2424I 38 1’’1/2 116,5 47,0 1’’1/2 63,5 345

KF45P2432I 38 1’’1/2 114,0 64,0 2’’ 79,4 345

KF45P3232I 50 2’’ 153,0 64,0 2’’ 79,4 345

Réf. DN Inch A B D D1 Bar

KF130P1616I 25 1’’ 120,4 126,5 1’’ 47,6 415

KF130P2020I 32 1’’1/4 144,5 153,0 1’’1/4 54,0 415

D/D1

A

B

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

13
0°

D/
D1

B

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS INTERLOCK

INTERLOCK EMBOUT À BRIDE 9000 PSI «CATERPILLAR» À 90° LONG DROP

INTERLOCK EMBOUT À BRIDE 9000 PSI «CATERPILLAR» À 90°

INTERLOCK EMBOUT À BRIDE 9000 PSI «CATERPILLAR»

Réf. DN Inch A D D1 Bar

KFDS1212I 19 3/4’’ 55,7 3/4’’ 41,3 420

KFDS1216I 19 3/4’’ 67,7 1’’ 47,6 420

KFDS1616I 25 1’’ 69,6 1’’ 47,6 415

KFDS1620I 25 1’’ 72,6 1’’1/4 54,0 415

KFDS2020I 32 1’’1/4 69,7 1’’1/4 54,0 415

KFDS2024I 32 1’’1/4 78,7 1’’1/2 63,5 415

KFDS2424I 38 1’’1/2 78,5 1’’1/2 63,5 345

Réf. DN Inch A B D D1 Bar

KF90S1212I 19 3/4’’ 54,7 67,0 3/4’’ 41,3 420

KF90S1216I 19 3/4’’ 54,7 73,0 1’’ 47,6 420

KF90S1616I 25 1’’ 70,6 75,0 1’’ 47,6 415

KF90S1620I 25 1’’ 74,6 80,0 1’’1/4 54,0 415

KF90S2020I 32 1’’1/4 87,7 97,0 1’’1/4 54,0 415

KF90S2024I 32 1’’1/4 87,7 99,0 1’’1/2 63,5 415

KF90S2424I 38 1’’1/2 99,5 113,0 1’’1/2 63,5 345

Réf. DN Inch A B D D1 Bar

KF90S1212ILD 19 3/4’’ 54,7 105,4 3/4’’ 41,3 420

KF90S1216ILD 19 3/4’’ 54,7 144,8 1’’ 47,6 420

KF90S1616ILD 25 1’’ 70,6 124,8 1’’ 47,6 415

KF90S2020ILD 32 1’’1/4 87,7 124,0 1’’1/4 54,0 415

KF90S2424ILD 38 1’’1/2 99,5 141,7 1’’1/2 63,5 345

D
/D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

D/D1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D/D1

B

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS INTERLOCK

INTERLOCK EMBOUT À BRIDE 9000 PSI «CATERPILLAR» À 45°

Réf. DN Inch A B D D1 Bar

KF45S1212I 19 3/4’’ 71,7 39,0 3/4’’ 41,3 420

KF45S1216I 19 3/4’’ 75,7 43,0 1’’ 47,6 420

KF45S1616I 25 1’’ 91,6 40,0 1’’ 47,6 415

KF45S1620I 25 1’’ 94,6 43,0 1’’1/4 54,0 415

KF45S2020I 32 1’’1/4 105,7 50,0 1’’1/4 54,0 415

KF45S2024I 32 1’’1/4 106,7 51,0 1’’1/2 63,5 415

KF45S2424I 38 1’’1/2 118,5 49,0 1’’1/2 63,5 345

B

D/D1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS THERMOPLASTIQUES 700 BAR
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  THRUST WIRE IN STAINLESS STEEL  

  11,
40  
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SCALE 4 : 1

  

  

 

 

 

JUPE 700 BAR 

Réf. DN Inch Int D L

BSETH04 6 1/4’’ 15,2 21,0 40,0

BSETH06 10 3/8’’ 21,1 28,1 46,0

EMBOUTS MÂLE NPT 700 BAR

Réf. DN Inch F A H Bar

MNPTSETH0404 6 1/4’’ 1/4’’ 29,0 15 700

MNPTSETH0406 6 1/4’’ 3/8’’ 29,0 19 700

MNPTSETH0606 10 3/8’’ 3/8’’ 29,5 19 700

EMBOUTS MÂLE BSPP 60° 700 BAR

Réf. DN Inch F A H Bar

MGSETH0404 6 1/4’’ 1/4’’ 28,1 19 700

EMBOUTS FEMELLE DIN SÉRIE S 700 BAR

Réf. DN Inch F A H Bar

FESETH0416S8 6 1/4’’ M16X150 28,1 19 700

FESETH0418S10 6 1/4’’ M18X150 26,0 22 700

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

POUR TUYAU THERMOPLASTIQUE SETH
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EMBOUTS WATERBLAST
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EMBOUT WATERBLAST - MÂLE NPTF 60°

EMBOUT WATERBLAST - FEMELLE DIN DKOS

JUPE WATERBLAST - 4 SPIRALES

Réf. DN Inch D L

KWB4-06 10 3/8’’ 30,0 57,5

KWB4-08 12 1/2’’ 34,0 65,0

KWB4-12 19 3/4’’ 45,0 69,0

Réf. DN Inch F A D H Bar

KMNPTF0606WB 10 3/8’’ 3/8’’ 38,0 8,5 22,0 1250

KMNPTF0808WB 12 1/2’’ 1/2’’ 44,6 10,0 27,0 1450

KMNPTF1212WB 19 3/4’’ 3/4’’ 49,4 15,0 32,0 1350

Réf. DN Inch F A D H Bar

KFE0622S14WB 10 3/8’’ M22X150 32,0 4,8 27,0 1250

KFE0624S16WB 10 3/8’’ M24X150 34,2 6,3 32,0 1250

KFE0824S16WB 12 1/2’’ M24X150 35,4 6,3 32,0 1450

KFE1236S25WB 19 3/4’’ M36X200 44,7 12,0 46,0 1350

POUR TUYAU TRITON

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

L

D

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

D

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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"SANS DÉNUDAGE"
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EMBOUTS HYPERSPIRAL
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HYPERSPIRAL JUPE POUR TUYAU 4SP - 4SH - R13 - R15

Réf. DN Inch D L

HB4NS06 10 3/8’’ 33,0 43,9

HB4NS08 12 1/2’’ 36,0 45,5

HB4NS10 16 5/8’’ 42,0 50,3

HB4NS12 20 3/4’’ 45,0 55,2

HB4NS16 25 1’’ 54,0 68,3

HB4NS20* 32 1’’1/4 66,0 74,3

(*) 4SP - 4SH - 4 Spirales

HYPERSPIRAL JUPE POUR TUYAU R13 - R15

Réf. DN Inch D L

HB6NS20 32 1’’1/4 69,0 74,3

NO
SKIVE

NO
SKIVE

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS HYPERSPIRAL

HYPERSPIRAL MÂLE CÔNE 60° BSPP 

Réf. DN Inch F A H Bar

HMG0606 10 3/8’’ 3/8’’ 33,5 22 420

HMG0608 10 1/2’’ 1/2’’ 36,0 27 420

HMG0806 12 1/2’’ 3/8’’ 33,5 27 420

HMG0808 12 1/2’’ 1/2’’ 36,0 27 420

HMG0810 12 1/2’’ 5/8’’ 38,0 30 420

HMG0812 12 1/2’’ 3/4’’ 33,5 32 420

HMG1010 16 5/8’’ 5/8’’ 39,0 32 420

HMG1012 16 5/8’’ 3/4’’ 39,0 32 420

HMG1016 16 5/8’’ 1’’ 42,5 38 420

HMG1208 20 3/4’’ 3/4’’ 37,0 34 420

HMG1210 20 3/4’’ 5/8’’ 39,0 34 420

HMG1212 20 3/4’’ 3/4’’ 39,0 34 420

HMG1216 20 3/4’’ 1’’ 42,5 38 420

HMG1612 25 1’’ 3/4’’ 41,0 42 420

HMG1616 25 1’’ 1’’ 42,5 42 420

HMG1620 25 1’’ 1’’1/4 44,0 50 420

HMG2020 32 1’’1/4 1’’1/4 50,2 50 420

HMG2024 32 1’’1/4 1’’1/2 51,2 55 420

HYPERSPIRAL EMBOUT FEMELLE CÔNE 60° BSPP - DOUBLE HEXAGONE

Réf. DN Inch F A H H1 Bar

HFDG0606SP 10 3/8’’ 3/8’’ 32,0 22 22 420

HFDG0608SP 10 3/8’’ 1/2’’ 33,0 22 27 420

HFDG0806SP 12 1/2’’ 3/8’’ 32,0 27 22 420

HFDG0808SP 12 1/2’’ 1/2’’ 33,0 27 27 420

HFDG0810SP 12 1/2’’ 5/8’’ - - - 420

HFDG0812SP 12 1/2’’ 3/4’’ 37,0 27 32 420

HFDG1008SP 16 5/8’’ 1/2’’ 34,0 32 27 420

HFDG1010SP 16 5/8’’ 5/8’’ - - - 420

HFDG1012SP 16 5/8’’ 3/4’’ 38,0 32 32 420

HFDG1208SP 19 3/4’’ 3/4’’ 34,0 34 27 420

HFDG1212SP 19 3/4’’ 3/4’’ 38,0 34 32 420

HFDG1216SP 19 3/4’’ 1’’ 38,0 34 41 420

HFDG1612SP 25 1’’ 3/4’’ 40,0 42 32 420

HFDG1616SP 25 1’’ 1’’ 40,0 42 41 420

HFDG1620SP 25 1’’ 1’’1/4 41,5 42 50 420

HFDG2020SP 32 1’’1/4 1’’1/4 47,5 50 50 420

HFDG2024SP 32 1’’1/4 1’’1/2 49,7 50 55 420

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60
°

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE CÔNE 60° BSPP 45° 

HYPERSPIRAL EMBOUT FEMELLE CÔNE 60° BSPP 90° 

Réf. DN Inch F A B H Bar

HF90G0606SP 10 3/8’’ 3/8’’ 39,0 41,0 22 420

HF90G0608SP 10 3/8’’ 1/2’’ 39,0 42,5 27 420

HF90G0806SP 12 1/2’’ 3/8’’ 43,5 43,0 22 420

HF90G0808SP 12 1/2’’ 1/2’’ 43,5 46,0 27 420

HF90G0812SP 12 1/2’’ 3/4’’ 43,5 51,5 27 420

HF90G1008SP 16 5/8’’ 1/2’’ 55,5 57,0 32 420

HF90G1012SP 16 5/8’’ 3/4’’ 55,5 56,5 32 420

HF90G1208SP 19 3/4’’ 1/2’’ 59,0 57,0 27 420

HF90G1212SP 19 3/4’’ 3/4’’ 59,0 61,0 32 420

HF90G1216SP 19 3/4’’ 1’’ 59,0 66,5 34 420

HF90G1612SP 25 1’’ 3/4’’ 74,0 71,5 42 420

HF90G1616SP 25 1’’ 1’’ 78,5 75,0 42 420

HF90G1620SP 25 1’’ 1’’1/4 78,5 79,5 42 420

HF90G2020SP 32 1’’1/4 1’’1/4 96,7 92,5 50 420

HF90G2024SP 32 1’’1/4 1’’1/2 96,7 97,5 55 420

Réf. DN Inch F A B H Bar

HF45G0606SP 10 3/8’’ 3/8’’ 63,1 22,1 22,0 420

HF45G0608SP 10 3/8’’ 1/2’’ 65,4 24,4 27,0 420

HF45G0806SP 12 1/2’’ 3/8’’ 67,5 20,0 22,0 420

HF45G0808SP 12 1/2’’ 1/2’’ 70,2 23,7 27,0 420

HF45G0812SP 12 1/2’’ 3/4’’ 70,9 21,4 27,0 420

HF45G1008SP 16 5/8’’ 1/2’’ 70,6 26,1 32,0 420

HF45G1012SP 16 5/8’’ 3/4’’ 70,9 26,4 32,0 420

HF45G1208SP 19 3/4’’ 1/2’’ 68,2 28,7 27,0 420

HF45G1212SP 19 3/4’’ 3/4’’ 69,9 30,4 32,0 420

HF45G1216SP 19 3/4’’ 1’’ 71,6 32,1 34,0 420

HF45G1612SP 25 1’’ 3/4’’ 93,1 38,6 42,0 420

HF45G1616SP 25 1’’ 1’’ 97,6 43,1 42,0 420

HF45G1620SP 25 1’’ 1’’1/4 98,1 43,6 42,0 420

HF45G2020SP 32 1’’1/4 1’’1/4 117,3 43,6 50,0 420

HF45G2024SP 32 1’’1/4 1’’1/2 117,0 44,3 55,0 420

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60°

A

B

H
60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT MÂLE NPT 

HYPERSPIRAL EMBOUT MÂLE SAE

Réf. DN Inch F A H Bar

HMOB0606 10 3/8’’ 9/16’’-18 31,0 22 420

HMOB0608 10 3/8’’ 3/4’’-16 33,0 22 420

HMOB0610 10 3/8’’ 7/8’’-14 36,0 21 420

HMOB0808 12 1/2’’ 3/4’’-16 33,0 27 420

HMOB0810 12 1/2’’ 7/8’’-14 35,0 27 420

HMOB0812 12 1/2’’ 1’’1/16-12 37,5 32 420

HMOB1008 16 5/8’’ 3/4’’-16 34,0 32 420

HMOB1010 16 5/8’’ 7/8’’-14 36,0 32 420

HMOB1012 16 5/8’’ 1’’1/16-12 38,5 32 420

HMOB1212 19 3/4’’ 1’’1/16-12 38,5 34 420

HMOB1216 19 3/4’’ 1’’5/16-12 42,5 38 420

HMOB1616 25 1’’ 1’’5/16-12 40,5 42 420

HMOB1620 25 1’’ 1’’5/8-12 43,5 46 420

HMOB2020 32 1’’1/4 1’’5/8-12 46,7 50 420

Réf. DN Inch F A H Bar

HMNPT0606 10 3/8’’ 3/8’’ 33,2 22 420

HMNPT0608 10 3/8’’ 1/2’’ 39,0 22 420

HMNPT0808 12 1/2’’ 1/2’’ 38,0 27 420

HMNPT0812 12 1/2’’ 3/4’’ 38,0 30 420

HMNPT1008 16 5/8’’ 1/2’’ 39,0 32 420

HMNPT1012 16 5/8’’ 3/4’’ 39,0 32 420

HMNPT1212 19 3/4’’ 3/4’’ 39,0 34 420

HMNPT1216 19 3/4’’ 1’’ 45,9 36 420

HMNPT1612 25 1’’ 3/4’’ 41,0 42 420

HMNPT1616 25 1’’ 1’’ 49,5 42 420

HMNPT1620 25 1’’ 1’’1/4 49,6 46 420

HMNPT2020 32 1’’1/4 1’’1/4 52,8 50 420

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60
°

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE JIC CÔNE 74° - DOUBLE HEXAGONE

Réf. DN Inch F A H1 H2 Bar

HFDJ0606SP 10 3/8’’ 9/16’’-18 29,0 22 19 420

HFDJ0608SP 10 3/8’’ 3/4’’-16 30,0 22 24 420

HFDJ0610SP 10 3/8’’ 7/8’’-14 33,4 22 27 420

HFDJ0808SP 12 1/2’’ 3/4’’-16 30,0 27 24 420

HFDJ0810SP 12 1/2’’ 7/8’’-14 30,4 27 27 420

HFDJ0812SP 12 1/2’’ 1’’1/16-12 33,0 27 32 420

HFDJ1010SP 16 5/8’’ 7/8’’-14 31,4 32 27 420

HFDJ1012SP 16 5/8’’ 1’’1/16-12 34,0 32 32 420

HFDJ1210SP 19 3/4’’ 7/8’’-14 31,4 34 27 420

HFDJ1212SP 19 3/4’’ 1’’1/16-12 34,0 34 32 420

HFDJ1214SP 19 3/4’’ 1’’3/16-12 - - - 420

HFDJ1216SP 19 3/4’’ 1’’5/16-12 34,0 34 41 420

HFDJ1612SP 25 1’’ 1’’1/16-12 36,0 42 32 420

HFDJ1614SP 25 1’’ 1’’3/16-12 - - - 420

HFDJ1616SP 25 1’’ 1’’5/16-12 36,0 42 41 420

HFDJ1620SP 25 1’’ 1’’5/8-12 40,0 42 50 420

HFDJ2016SP 32 1’’1/4 1’’5/16-12 41,2 50 41 420

HFDJ2020SP 32 1’’1/4 1’’5/8-12 46,2 50 50 420

HFDJ2024SP 32 1’’1/4 1’’7/8-12 48,2 50 55 420

HYPERSPIRAL EMBOUT MÂLE JIC CÔNE 74° 

Réf. DN Inch F A H Bar

HMJ0606 10 3/8’’ 9/16’’-18 33,0 22 420

HMJ0608 10 3/8’’ 3/4’’-16 35,5 22 420

HMJ0610 10 3/8’’ 7/8’’-14 38,5 24 420

HMJ0808 12 1/2’’ 3/4’’-16 35,5 27 420

HMJ0810 12 1/2’’ 7/8’’-14 38,5 27 420

HMJ1010 16 5/8’’ 7/8’’-14 39,5 32 420

HMJ1012 16 5/8’’ 1’’1/16-12 42,0 32 420

HMJ1210 19 3/4’’ 7/8’’-14 39,5 34 420

HMJ1212 19 3/4’’ 1’’1/16-12 42,0 34 420

HMJ1214 19 3/4’’ 1’’3/16-12 43,0 34 420

HMJ1216 19 3/4’’ 1’’5/16-12 43,0 34 420

HMJ1612 25 1’’ 1’’1/16-12 44,0 42 420

HMJ1616 25 1’’ 1’’5/16-12 45,0 42 420

HMJ1620 25 1’’ 1’’5/8-12 46,5 42 420

HMJ2020 32 1’’1/4 1’’5/8-12 52,7 50 420

HMJ2024 32 1’’1/4 1’’7/8-12 57,2 50 420

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE JIC CÔNE 74° À 90° 

Réf. DN Inch F A B H Bar

HF90J0606SP 10 3/8’’ 9/16’’-18 39,0 37,0 19 420

HF90J0608SP 10 3/8’’ 3/4’’-16 39,0 37,5 24 420

HF90J0610SP 10 3/8’’ 7/8’’-14 39,0 47,0 27 420

HF90J0808SP 12 1/2’’ 3/4’’-16 43,5 41,5 24 420

HF90J0810SP 12 1/2’’ 7/8’’-14 43,5 43,0 27 420

HF90J0812SP 12 1/2’’ 1’’1/16-12 43,5 50,0 32 420

HF90J1010SP 16 5/8’’ 7/8’’-14 55,5 50,5 27 420

HF90J1012SP 16 5/8’’ 1’’1/16-12 55,5 56,0 32 420

HF90J1210SP 19 3/4’’ 7/8’’-14 59,0 63,6 27 420

HF90J1212SP 19 3/4’’ 1’’1/16-12 59,0 60,5 32 420

HF90J1216SP 19 3/4’’ 1’’5/16-12 59,0 65,0 41 420

HF90J1612SP 25 1’’ 1’’1/16-12 74,5 79,5 32 420

HF90J1616SP 25 1’’ 1’’5/16-12 78,5 69,0 41 420

HF90J1620SP 25 1’’ 1’’5/8-12 78,5 77,5 50 420

HF90J2020SP 32 1’’1/4 1’’5/8-12 96,7 90,5 50 420

HF90J2024SP 32 1’’1/4 1’’7/8-12 96,7 98,0 55 420

HYPERSPIRAL EMBOUT FEMELLE JIC CÔNE 74° À 45° 

Réf. DN Inch F A B H Bar

HF45J0606SP 10 3/8’’ 9/16’’-18 60,4 19,4 19 420

HF45J0608SP 10 3/8’’ 3/4’’-16 60,7 19,7 24 420

HF45J0610SP 10 3/8’’ 7/8’’-14 67,3 26,3 27 420

HF45J0808SP 12 1/2’’ 3/4’’-16 66,9 20,4 24 420

HF45J0810SP 12 1/2’’ 7/8’’-14 67,9 21,4 27 420

HF45J0812SP 12 1/2’’ 1’’1/16-12 68,5 22,0 32 420

HF45J1010SP 16 5/8’’ 7/8’’-14 66,9 22,4 27 420

HF45J1012SP 16 5/8’’ 1’’1/16-12 70,2 25,7 32 420

HF45J1210SP 19 3/4’’ 7/8’’-14 71,5 33,0 27 420

HF45J1212SP 19 3/4’’ 1’’1/16-12 69,3 30,8 32 420

HF45J1216SP 19 3/4’’ 1’’5/16-12 70,3 30,8 41 420

HF45J1612SP 25 1’’ 1’’1/16-12 105,1 39,1 32 420

HF45J1616SP 25 1’’ 1’’5/16-12 93,6 39,1 41 420

HF45J1620SP 25 1’’ 1’’5/8-12 94,3 37,8 50 420

HF45J2020SP 32 1’’1/4 1’’5/8-12 108,0 43,3 50 420

HF45J2024SP 32 1’’1/4 1’’7/8-12 110,0 44,3 55 420

B

A

74°
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

74°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE DIN 24° SÉRIE L

HYPERSPIRAL EMBOUT MÂLE DIN 24° SÉRIE L

Réf. DN Inch F A H Bar

HME0616L10 10 3/8’’ M16X150 30,2 22 420

HME0618L12 10 3/8’’ M18X150 30,2 22 420

HME0622L15 10 3/8’’ M22X150 32,0 24 420

HME0818L12 12 1/2’’ M18X150 30,0 27 420

HME0822L15 12 1/2’’ M22X150 31,0 27 420

HME0826L18 12 1/2’’ M26X150 31,0 27 420

HME1026L18 16 5/8’’ M26X150 32,0 32 420

HME1030L22 16 5/8’’ M30X200 33,5 32 420

HME1226L18 19 3/4’’ M26X150 32,0 34 420

HME1230L22 19 3/4’’ M30X200 33,5 34 420

HME1636L28 25 1’’ M36X200 36,0 42 420

HME2045L35 32 1’’1/4 M45X200 44,2 50 420

Réf. DN Inch F A H Bar

HFE0616L10 10 3/8’’ M16X150 36,2 22 420

HFE0618L12 10 3/8’’ M18X150 36,5 22 420

HFE0622L15 10 3/8’’ M22X150 39,9 22 420

HFE0818L12 12 1/2’’ M18X150 36,5 27 420

HFE0822L15 12 1/2’’ M22X150 39,9 27 420

HFE0826L18 12 1/2’’ M26X150 38,7 27 420

HFE1026L18 16 5/8’’ M26X150 39,7 32 420

HFE1030L22 16 5/8’’ M30X200 42,6 32 420

HFE1226L18 19 3/4’’ M26X150 39,7 34 420

HFE1230L22 19 3/4’’ M30X200 42,6 34 420

HFE1236L28 19 3/4’’ M36X200 46,0 34 420

HFE1636L28 25 1’’ M36X200 46,0 42 420

HFE2045L35 32 1’’1/4 M45X200 54,3 50 420

24
°

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE 90° DIN 24° SÉRIE L

Réf. DN Inch F A B H Bar

HF90E0616L10 10 3/8’’ M16X150 39,0 39,2 22 420

HF90E0618L12 10 3/8’’ M18X150 41,8 44,3 22 420

HF90E0622L15 10 3/8’’ M22X150 40,3 49,5 22 420

HF90E0818L12 12 1/2’’ M18X150 43,5 50,0 27 420

HF90E0822L15 12 1/2’’ M22X150 45,1 52,0 27 420

HF90E0826L18 12 1/2’’ M26X150 44,7 52,8 27 420

HF90E1026L18 16 5/8’’ M26X150 56,1 56,8 32 420

HF90E1030L22 16 5/8’’ M30X200 55,4 61,7 32 420

HF90E1226L18 20 3/4’’ M26X150 59,0 63,4 34 420

HF90E1230L22 20 3/4’’ M30X200 62,1 65,2 34 420

HF90E1236L28 20 3/4’’ M36X200 62,1 66,6 34 420

HF90E1636L28 25 1’’ M36X200 76,6 84,1 42 420

HF90E2045L35 32 1’’1/4 M45X200 100,3 97,7 50 420

HYPERSPIRAL EMBOUT FEMELLE 45° DIN 24° SÉRIE L

Réf. DN Inch F A B H Bar

HF45E0616L10 10 3/8’’ M16X150 61,8 20,8 22 420

HF45E0618L12 10 3/8’’ M18X150 68,1 21,8 22 420

HF45E0622L15 10 3/8’’ M22X150 70,6 24,3 22 420

HF45E0818L12 12 1/2’’ M18X150 70,2 27,7 27 420

HF45E0822L15 12 1/2’’ M22X150 75,2 27,6 27 420

HF45E0826L18 12 1/2’’ M26X150 74,6 30,4 27 420

HF45E1026L18 16 5/8’’ M26X150 73,5 32,4 32 420

HF45E1030L22 16 5/8’’ M30X200 76,5 36,2 32 420

HF45E1226L18 20 3/4’’ M26X150 68,4 33,4 34 420

HF45E1230L22 20 3/4’’ M30X200 75,5 33,9 34 420

HF45E1236L28 20 3/4’’ M36X200 97,9 34,8 34 420

HF45E1636L28 25 1’’ M36X200 97,3 46,7 42 420

HF45E2045L35 32 1’’1/4 M45X200 120,7 42,9 50 420

B

A

24°
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

24°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE DIN 24° SÉRIE S

Réf. DN Inch F A H Bar

HFE0618S10 10 3/8’’ M18X150 36,5 22 420

HFE0620S12 10 3/8’’ M20X150 38,5 22 420

HFE0622S14 10 3/8’’ M22X150 39,2 22 420

HFE0822S14 12 1/2’’ M22X150 39,2 27 420

HFE0824S16 12 1/2’’ M24X150 39,7 27 420

HFE0830S20 12 1/2’’ M30X200 41,5 27 420

HFE1030S20 16 5/8’’ M30X200 42,5 32 420

HFE1036S25 16 5/8’’ M36X200 44,7 32 420

HFE1230S20 20 3/4’’ M30X200 42,5 34 420

HFE1236S25 20 3/4’’ M36X200 44,7 34 420

HFE1242S30 20 3/4’’ M42X200 49,0 42 420

HFE1636S25 25 1’’ M36X200 46,7 42 420

HFE1642S30 25 1’’ M42X200 49,0 42 420

HFE2042S30 32 1’’1/4 M42X200 55,2 50 420

HFE2052S38 32 1’’1/4 M52X200 59,2 50 420

HYPERSPIRAL EMBOUT MÂLE DIN 24° SÉRIE S

Réf. DN Inch F A H Bar

HME0618S10 10 3/8’’ M18X150 30,2 22 420

HME0620S12 10 3/8’’ M20X150 31,0 22 420

HME0622S14 10 3/8’’ M22X150 34,5 24 420

HME0822S14 12 1/2’’ M22X150 33,5 27 420

HME0824S16 12 1/2’’ M24X150 33,5 27 420

HME0830S20 12 1/2’’ M30X200 - - 420

HME1030S20 16 5/8’’ M30X200 35,5 32 420

HME1230S20 20 3/4’’ M30X200 36,0 34 420

HME1236S25 20 3/4’’ M36X200 40,0 38 420

HME1242S30 20 3/4’’ M42X200 45,0 46 420

HME1636S25 25 1’’ M36X200 40,0 42 420

HME1642S30 25 1’’ M42X200 45,0 46 420

HME2042S30 32 1’’1/4 M42X200 49,2 55 420

HME2052S38 32 1’’1/4 M52X200 - - 420

24
°

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE 90° DIN 24° SÉRIE S

Réf. DN Inch F A B H Bar

HF90E0618S10 10 3/8’’ M18X150 40,3 39,2 22 420

HF90E0620S12 10 3/8’’ M20X150 41,8 46,3 22 420

HF90E0622S14 10 3/8’’ M22X150 40,3 49,0 22 420

HF90E0822S14 12 1/2’’ M22X150 44,6 49,8 27 420

HF90E0824S16 12 1/2’’ M24X150 44,2 52,9 27 420

HF90E0830S20 12 1/2’’ M30X200 44,2 57,0 27 420

HF90E1030S20 16 5/8’’ M30X200 55,4 63,6 32 420

HF90E1036S20 16 5/8’’ M36X200 55,4 68,8 32 420

HF90E1230S20 20 3/4’’ M30X200 62,1 67,6 34 420

HF90E1236S25 20 3/4’’ M36X200 62,1 69,3 34 420

HF90E1636S25 25 1’’ M36X200 78,6 81,2 42 420

HF90E1642S30 25 1’’ M42X200 78,6 89,6 42 420

HF90E2042S30 32 1’’1/4 M42X200 100,3 96,1 50 420

HF90E2052S38 32 1’’1/4 M52X200 100,2 98,9 50 420

HYPERSPIRAL EMBOUT FEMELLE 45° DIN 24° SÉRIE S

Réf. DN Inch F A B H Bar

HF45E0618S10 10 3/8’’ M18X150 63,1 20,8 22 420

HF45E0620S12 10 3/8’’ M20X150 69,5 23,2 22 420

HF45E0622S14 10 3/8’’ M22X150 70,2 23,9 22 420

HF45E0822S14 12 1/2’’ M22X150 74,1 26,1 27 420

HF45E0824S16 12 1/2’’ M24X150 76,7 27,5 27 420

HF45E0830S20 12 1/2’’ M30X200 75,1 27,4 27 420

HF45E1030S20 16 5/8’’ M30X200 76,7 31,4 32 420

HF45E1036S25 16 5/8’’ M36X200 79,7 32,9 32 420

HF45E1230S20 20 3/4’’ M30X200 75,7 33,1 34 420

HF45E1236S25 20 3/4’’ M36X200 82,8 35,2 34 420

HF45E1636S25 25 1’’ M36X200 98,5 42,4 42 420

HF45E1642S30 25 1’’ M42X200 104,9 48,3 42 420

HF45E2042S30 32 1’’1/4 M42X200 119,9 42,1 50 420

HF45E2052S38 32 1’’1/4 M52X200 121,8 44,1 50 420

B

A

24°
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

24°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE ORFS 

Réf. DN Inch F A H H1 Bar

HFORFS0606GIR 10 3/8’’ 9/16’’-16 36,5 22 17 420

HFORFS0609GIR 10 3/8’’ 11/16’’-16 39,0 22 22 420

HFORFS0611GIR 10 3/8’’ 13/16’’-16 44,5 22 24 420

HFORFS0809GIR 12 1/2’’ 11/16’’-16 39,0 27 22 420

HFORFS0811GIR 12 1/2’’ 13/16’’-16 44,0 27 24 420

HFORFS0813GIR 12 1/2’’ 1’’-14 44,0 27 30 420

HFORFS0814GIR 12 1/2’’ 1’’3/16-12 45,5 30 36 420

HFORFS1013GIR 16 5/8’’ 1’’-14 45,0 32 30 420

HFORFS1014GIR 16 5/8’’ 1’’3/16-12 46,5 32 36 420

HFORFS1213GIR 19 3/4’’ 1’’-14 45,0 34 30 420

HFORFS1214GIR 19 3/4’’ 1’’3/16-12 46,5 34 36 420

HFORFS1215GIR 19 3/4’’ 1’’7/16-12 47,0 36 41 420

HFORFS1221GIR 19 3/4’’ 1’’11/16-12 51,0 41 50 420

HFORFS1614GIR 25 1’’ 1’’3/16-12 48,5 42 36 420

HFORFS1615GIR 25 1’’ 1’’7/16-12 49,0 42 41 420

HFORFS1621GIR 25 1’’ 1’’11/16-12 51,0 42 50 420

HFORFS2021GIR 32 1’’1/4 1’’11/16-12 57,2 50 50 420

HFORFS2032GIR 32 1’’1/4 2’’-12 57,2 50 60 420

HYPERSPIRAL EMBOUT MÂLE ORFS

Réf. DN Inch F A H Bar

HMORFS0606 10 3/8’’ 9/16’’-16 - - 420

HMORFS0609 10 3/8’’ 11/16’’-16 31,5 22 420

HMORFS0611 10 3/8’’ 13/16’’-16 32,5 22 420

HMORFS0613 10 3/8’’ 1’’-14 36,5 27 420

HMORFS0811 12 1/2’’ 13/16’’-16 32,5 27 420

HMORFS0813 12 1/2’’ 1’’-14 35,5 27 420

HMORFS0814 12 1/2’’ 1’’3/16-12 37,0 32 420

HMORFS1013 16 5/8’’ 1’’-14 36,5 32 420

HMORFS1014 16 5/8’’ 1’’3/16-12 38,0 32 420

HMORFS1213 20 3/4’’ 1’’-14 - - 420

HMORFS1214 20 3/4’’ 1’’3/16-12 38,0 34 420

HMORFS1215 20 3/4’’ 1’’7/16-12 41,5 41 420

HMORFS1615 25 1’’ 1’’7/16-12 41,5 42 420

HMORFS2021 32 1’’1/4 1’’11/16-12 45,7 50 420

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H H1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT FEMELLE ORFS 90° 

Réf. DN Inch F A B H Bar

HF90ORFS0606 10 3/8’’ 9/16’’-16 38,5 46,5 22 420

HF90ORFS0609 10 3/8’’ 11/16’’-16 42,3 47,8 22 420

HF90ORFS0611 10 3/8’’ 13/16’’-16 40,3 52,6 27 420

HF90ORFS0809 12 1/2’’ 11/16’’-16 45,0 50,0 27 420

HF90ORFS0811 12 1/2’’ 13/16’’-16 42,6 58,1 27 420

HF90ORFS0813 12 1/2’’ 1’’-14 44,1 54,7 27 420

HF90ORFS0814 12 1/2’’ 1’’3/16-12 43,1 58,1 30 420

HF90ORFS1013 16 5/8’’ 1’’-14 59,1 65,2 32 420

HF90ORFS1014 16 5/8’’ 1’’3/16-12 54,1 64,6 32 420

HF90ORFS1213 19 3/4’’ 1’’-14 60,6 72,2 34 420

HF90ORFS1214 19 3/4’’ 1’’3/16-12 61,6 73,6 34 420

HF90ORFS1215 19 3/4’’ 1’’7/16-12 62,1 77,5 36 420

HF90ORFS1221 19 3/4’’ 1’’11/16-12 97,6 83,9 41 420

HF90ORFS1614 25 1’’ 1’’3/16-12 75,5 86,5 42 420

HF90ORFS1615 25 1’’ 1’’7/16-12 79,6 85,6 42 420

HF90ORFS1621 25 1’’ 1’’11/16-12 97,5 99,4 42 420

HF90ORFS2021 32 1’’1/4 1’’11/16-12 98,1 99,9 41 420

HF90ORFS2032 32 1’’1/4 2’’-12 103,1 90,6 50 420

HYPERSPIRAL EMBOUT FEMELLE ORFS 45° 

Réf. DN Inch F A B H Bar

HF45ORFS0606 10 3/8’’ 9/16’’-16 62,8 25,8 22 420

HF45ORFS0609 10 3/8’’ 11/16’’-16 70,6 26,3 22 420

HF45ORFS0611 10 3/8’’ 13/16’’-16 72,8 31,5 27 420

HF45ORFS0809 12 1/2’’ 11/16’’-16 75,8 25,3 27 420

HF45ORFS0811 12 1/2’’ 13/16’’-16 78,6 33,6 27 420

HF45ORFS0813 12 1/2’’ 1’’-14 77,1 31,1 27 420

HF45ORFS0814 12 1/2’’ 1’’3/16-12 79,1 36,1 30 420

HF45ORFS1013 16 5/8’’ 1’’-14 77,9 35,3 32 420

HF45ORFS1014 16 5/8’’ 1’’3/16-12 76,3 32,7 32 420

HF45ORFS1213 20 3/4’’ 1’’-14 79,5 39,4 34 420

HF45ORFS1214 20 3/4’’ 1’’3/16-12 81,0 40,4 34 420

HF45ORFS1215 20 3/4’’ 1’’7/16-12 84,7 43,6 36 420

HF45ORFS1221 20 3/4’’ 1’’11/16-12 112,5 46,9 41 420

HF45ORFS1614 25 1’’ 1’’3/16-12 103,1 44,1 42 420

HF45ORFS1615 25 1’’ 1’’7/16-12 105,0 44,4 42 420

HF45ORFS1621 25 1’’ 1’’11/16-12 112,8 43,3 42 420

HF45ORFS2021 32 1’’1/4 1’’11/16-12 118,4 51,3 41 420

HF45ORFS2032 32 1’’1/4 2’’-12 116,4 45,3 50 420

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT À BRIDE 90° 3000 PSI 

Réf. DN Inch A B D D1 Bar

HF90L0808I 12 1/2’’ 43,5 43,0 1/2’’ 30,2 420

HF90L0810I 12 1/2’’ 43,5 47,0 5/8’’ 34,0 420

HF90L0812I 12 1/2’’ 43,5 50,0 3/4’’ 38,1 420

HF90L1010I 16 5/8’’ 55,5 52,0 5/8’’ 34,0 420

HF90L1012I 16 5/8’’ 55,5 55,0 3/4’’ 38,1 420

HF90L1208I 19 3/4’’ 62,5 52,0 1/2’’ 30,2 420

HF90L1212I 19 3/4’’ 62,5 58,0 3/4’’ 38,1 420

HF90L1216I 19 3/4’’ 62,5 62,0 1’’ 44,5 420

HF90L1612I 25 1’’ 82,5 59,5 3/4’’ 38,1 420

HF90L1616I 25 1’’ 82,5 63,5 1’’ 44,5 420

HF90L1620I 25 1’’ 82,5 69,5 1’’1/4 50,8 420

HF90L2020I 32 1’’1/4 96,7 86,0 1’’1/4 50,8 420

HF90L2024I 32 1’’1/4 96,7 87,0 1’’1/2 60,3 420

HYPERSPIRAL EMBOUT À BRIDE 45° 3000 PSI 

Réf. DN Inch A B D D1 Bar

HF45L0808I 12 1/2’’ 67,5 23,0 1/2’’ 30,2 420

HF45L0810I 12 1/2’’ 72,5 25,0 5/8’’ 34,0 420

HF45L0812I 12 1/2’’ 72,5 28,0 3/4’’ 38,1 420

HF45L1010I 16 5/8’’ 69,5 30,0 5/8’’ 34,0 420

HF45L1012I 16 5/8’’ 69,5 30,0 3/4’’ 38,1 420

HF45L1208I 19 3/4’’ 68,5 28,0 1/2’’ 30,2 420

HF45L1212I 19 3/4’’ 72,5 32,0 3/4’’ 38,1 420

HF45L1216I 19 3/4’’ 75,5 35,0 1’’ 44,5 420

HF45L1612I 25 1’’ 88,1 34,6 3/4’’ 38,1 420

HF45L1616I 25 1’’ 91,1 31,6 1’’ 44,5 420

HF45L1620I 25 1’’ 95,1 35,6 1’’1/4 50,8 420

HF45L2020I 32 1’’1/4 107,0 42,3 1’’1/4 50,8 420

HF45L2024I 32 1’’1/4 108,0 43,4 1’’1/2 60,3 420

HYPERSPIRAL EMBOUT À BRIDE DROITE 3000 PSI 

Réf. DN Inch A D D1 Bar

HFDL0808I 12 1/2’’ 56,2 1/2’’ 30,2 420

HFDL0810I 12 1/2’’ 58,0 5/8’’ 34,0 420

HFDL0812I 12 1/2’’ 62,3 3/4’’ 38,1 420

HFDL1010I 16 5/8’’ 58,8 5/8’’ 34,0 420

HFDL1012I 16 5/8’’ 60,3 3/4’’ 38,1 420

HFDL1208I 20 3/4’’ 63,2 1/2’’ 30,2 420

HFDL1212I 20 3/4’’ 61,3 3/4’’ 38,1 420

HFDL1216I 20 3/4’’ 65,0 1’’ 44,5 420

HFDL1612I 25 1’’ 59,0 3/4’’ 38,1 420

HFDL1616I 25 1’’ 68,0 1’’ 44,5 420

HFDL1620I 25 1’’ 74,0 1’’1/4 50,8 420

HFDL2016I 32 1’’1/4 67,7 1’’ 44,5 420

HFDL2020I 32 1’’1/4 85,2 1’’1/4 50,8 420

HFDL2024I 32 1’’1/4 90,2 1’’1/2 60,3 420

D
/D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

D/D1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D/D1

A

B

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS HYPERSPIRAL

HYPERSPIRAL EMBOUT À BRIDE DROITE 6000 PSI 

Réf. DN Inch A D D1 Bar

HFDP0808I 12 1/2’’ 61,2 1/2’’ 31,8 420

HFDP0812I 12 1/2’’ 64,5 3/4’’ 41,3 420

HFDP1008I 16 5/8’’ 65,2 1/2’’ 31,8 420

HFDP1012I 16 5/8’’ 63,5 3/4’’ 41,3 420

HFDP1212I 20 3/4’’ 66,5 3/4’’ 41,3 420

HFDP1216I 20 3/4’’ 75,0 1’’ 47,6 420

HFDP1612I 25 1’’ 78,5 3/4’’ 41,3 420

HFDP1616I 25 1’’ 82,0 1’’ 47,6 420

HFDP1620I 25 1’’ 87,3 1’’1/4 54,0 420

HFDP2020I 32 1’’1/4 87,0 1’’1/4 54,0 420

HFDP2024I 32 1’’1/4 98,8 1’’1/2 63,5 420

HYPERSPIRAL EMBOUT À BRIDE 90° 6000 PSI 

Réf. DN Inch A B D D1 Bar

HF90P0808I 12 1/2’’ 43,5 44,0 1/2’’ 31,8 420

HF90P0812I 12 1/2’’ 43,5 51,0 3/4’’ 41,3 420

HF90P1008I 16 5/8’’ 55,5 50,0 1/2’’ 31,8 420

HF90P1012I 16 5/8’’ 56,5 59,0 3/4’’ 41,3 420

HF90P1212I 20 3/4’’ 62,5 62,0 3/4’’ 41,3 420

HF90P1216I 20 3/4’’ 62,5 67,0 1’’ 47,6 420

HF90P1612I 25 1’’ 82,5 63,5 3/4’’ 41,3 420

HF90P1616I 25 1’’ 82,5 68,5 1’’ 47,6 420

HF90P1620I 25 1’’ 82,5 72,5 1’’1/4 54,0 420

HF90P2020I 32 1’’1/4 96,7 92,0 1’’1/4 54,0 420

HF90P2024I 32 1’’1/4 96,7 96,0 1’’1/2 63,5 420

HYPERSPIRAL EMBOUT À BRIDE 45° 6000 PSI 

Réf. DN Inch A B D D1 Bar

HF45P0808I 12 1/2’’ 68,5 23,0 1/2’’ 31,8 420

HF45P0812I 12 1/2’’ 73,5 28,0 3/4’’ 41,3 420

HF45P1008I 16 5/8’’ 66,5 26,0 1/2’’ 31,8 420

HF45P1012I 16 5/8’’ 73,5 30,0 3/4’’ 41,3 420

HF45P1212I 20 3/4’’ 75,5 32,0 3/4’’ 41,3 420

HF45P1216I 20 3/4’’ 79,5 35,0 1’’ 47,6 420

HF45P1612I 25 1’’ 91,1 34,6 3/4’’ 41,3 420

HF45P1616I 25 1’’ 94,1 31,6 1’’ 47,6 420

HF45P1620I 25 1’’ 99,1 35,6 1’’1/4 54,0 420

HF45P2020I 32 1’’1/4 111,0 42,3 1’’1/4 54,0 420

HF45P2024I 32 1’’1/4 114,0 43,3 1’’1/2 63,5 420

B

A

D/D1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D/D1

A

B

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D
/D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS HYPERSPIRAL

Réf. DN Inch A B D D1 Bar

HF45S1212I 20 3/4’’ 79,5 39,0 3/4’’ 41,3 420

HF45S1216I 20 3/4’’ 83,5 43,0 1’’ 47,6 420

HF45S1616I 25 1’’ 99,1 39,6 1’’ 47,6 420

HF45S1620I 25 1’’ 102,1 42,6 1’’1/4 54,0 420

HF45S2020I 32 1’’1/4 114,0 49,3 1’’1/4 54,0 420

HF45S2024I 32 1’’1/4 115,0 50,3 1’’1/2 63,5 420

HYPERSPIRAL EMBOUT À BRIDE DROITE 9000 PSI «CATERPILLAR»

Réf. DN Inch A D D1 Bar

HFDS1212I 20 3/4’’ 71,9 3/4’’ 41,3 420

HFDS1216I 20 3/4’’ 79,8 1’’ 47,6 420

HFDS1616I 25 1’’ 86,8 1’’ 47,6 420

HFDS1620I 25 1’’ 91,3 1’’1/4 54,0 420

HFDS2020I 32 1’’1/4 91,7 1’’1/4 54,0 420

HFDS2024I 32 1’’1/4 100,5 1’’1/2 63,5 420

HYPERSPIRAL EMBOUT À BRIDE 90° 9000 PSI «CATERPILLAR»

Réf. DN Inch A B D D1 Bar

HF90S1212I 20 3/4’’ 62,5 67,0 3/4’’ 41,3 420

HF90S1216I 20 3/4’’ 62,5 73,0 1’’ 47,6 420

HF90S1616I 25 1’’ 82,5 74,5 1’’ 47,6 420

HF90S1620I 25 1’’ 82,5 80,0 1’’1/4 54,0 420

HF90S2020I 32 1’’1/4 96,7 96,0 1’’1/4 54,0 420

HF90S2024I 32 1’’1/4 96,7 98,0 1’’1/2 63,5 420

HYPERSPIRAL EMBOUT À BRIDE 45° 9000 PSI «CATERPILLAR»

D
/D
1

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

D/D1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

D/D1

A

B

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



  41 
 

-
0

0,80  

ON FLATS

A

A
  4

°  

  6
°  

  0,80  

  R1,20  
  6  

  3,70  

  
20

 +
-0,
20 0,

10
  

  
24

,8
0 

±0
,10

  

  78,70 ±0,50  

  15
,10 

+
-

0,80

0,40  

  3
7,

50
° +  1° 0°

  

  
27

,8
0 

±0
,25

  

  28 ±0,30  

  1
"5

/1
6-

12
UN -2

B 
 

  16
 FULL TH'D MIN  

  THRUST WIRE IN STAINLESS STEEL  

  11,
40  

  4.5x8 = 36  

  4,50  

  
25

,8
0 

±0
,10

  

  13
,50 Ref.    62 ±0,30  

B

SECTION A-A

AT THE OPTION OF THE 

MANUFACTURER

   
1.6   

26
,4

0  
-0
0,

15
  

  
30

,20
  
-0
0,

20
  

  R0,80  

  10
°  

  3,80 
+

 
0,20

0
  

  6,50 ±0,20  

  
32

 ±0
,20

  

DETAIL B

SCALE 4 : 1

  

  

 

 

 

EMBOUTS 
BASSE 

PRESSION



EMBOUTS STANDARDS

- EF 121 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

V
an

ne
s

Co
m

po
sa

nt
s

La
va

ge
Em

bo
ut

s
Co

up
le

ur
s

B
ri

de
s

Tu
ya

ux
Pr

ot
ec

ti
on

s
G

A
Z

D
IN

JI
C

O
RF

S
BS

P
Co

lli
er

s
Pr

es
si

on
Jo

in
ts

EMBOUTS BASSE PRESSION 
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EMBOUT MÂLE CONIQUE BSPT

Réf. DN Inch F A H Bar

BP-MGK0404-SP 6 1/4’’ 1/4’’-19 20,0 14 20

BP-MGK0504-SP 8 5/16’’ 1/4’’-19 20,0 14 20

BP-MGK0506-SP 8 5/16’’ 3/8’’-19 22,0 17 20

BP-MGK0604-SP 10 3/8’’ 1/4’’-19 20,0 14 20

BP-MGK0606-SP 10 3/8’’ 3/8’’-19 22,0 17 20

BP-MGK0804-SP 12 1/2’’ 1/4’’-19 20,5 17 20

BP-MGK0806-SP 12 1/2’’ 3/8’’-19 21,5 17 20

BP-MGK0808-SP 12 1/2’’ 1/2’’-14 27,0 22 20

BP-MGK1006-SP 16 5/8’’ 3/8’’-19 23,0 19 20

BP-MGK1008-SP 16 5/8’’ 1/2’’-14 27,0 22 20

BP-MGK1012-SP 16 5/8’’ 3/4’’-14 29,0 27 20

BP-MGK1206-SP 19 3/4’’ 3/8’’-19 25,0 22 20

BP-MGK1208-SP 19 3/4’’ 1/2’’-14 27,0 22 20

BP-MGK1212-SP 19 3/4’’ 3/4’’-14 29,0 27 20

BP-MGK1612-SP 25 1’’ 3/4’’-14 29,0 30 20

BP-MGK1616-SP 25 1’’ 1’’-11 35,0 36 20

BP-MGK2016-SP 32 1’’1/4 1’’-11 35,0 36 20

BP-MGK2020-SP 32 1’’1/4 1’’1/4-11 37,0 46 20

BP-MGK2024-SP 32 1’’1/4 1’’1/2-11 37,0 50 20

BP-MGK2420-SP 38 1’’1/2 1’’1/4-11 37,0 50 20

BP-MGK2424-SP 38 1’’1/2 1’’1/2-11 37,0 50 20

BP-MGK3232-SP 50 2’’ 2’’ 45,0 65 20

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT MÂLE BSPP 

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch F A H Bar

BP-UMG0806-ZN* 12 1/2’’ 3/8’’-19 20,5 24 20

BP-UMG0808JIS-ZN** 12 1/2" 1/2"-14

BP-UMG1612 25 1’’ 3/4’’-14 28,0 36 20

BP-UMG1616 25 1’’ 1’’-11

BP-UMG2016-ZN2* 32 1"1/4 1’’-11 30,0 41 20

* ZN = revêtement en ZINC NICKEL
** JIS = Pas de bague anti-extrusion - juste le joint
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EMBOUTS STANDARDSEMBOUTS BASSE PRESSION 

EMBOUT MÂLE MÉTRIQUE CYLINDRIQUE

Réf. DN Inch F A H Bar

BP-UMM1018ISO-ZN* 16 5/8’’ M18X150 30,0 55 20

BP-UMM2448ISO 38 1’’1/2 M48X200 20

* ZN = revêtement en ZINC NICKEL

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT MÂLE MÉTRIQUE CYLINDRIQUE JE

Réf. DN Inch F A H Bar

BP-UMM2033JE 32 1’’1/4 M33X200 30,0 41 20

EMBOUT MÂLE NPT

Réf. DN Inch F A H Bar

BP-UM0608NPT-ZN 10 1/2''-14 1/2'' 30,0 41 20

* ZN = revêtement en ZINC NICKEL

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS STANDARDS

- EF 123 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

V
an

ne
s

Co
m

po
sa

nt
s

La
va

ge
Em

bo
ut

s
Co

up
le

ur
s

B
ri

de
s

Tu
ya

ux
Pr

ot
ec

ti
on

s
G

A
Z

D
IN

JI
C

O
RF

S
BS

P
Co

lli
er

s
Pr

es
si

on
Jo

in
ts

EMBOUTS BASSE PRESSION 

EMBOUT MÂLE SAE + O’RING

Réf. DN Inch F A H Bar

BP-UMU0608 10 3/8’’ 3/4"-16 20

BP-UMU1008 16 5/8’’ 3/4"-16 21,4 22 20

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT COUDE 90° BSPP CYLINDRIQUE

Réf. DN Inch F A B H H1 Bar

BP-CMG1612 25 1'' 3/4''-19 17,0 48,8 27 36 20

BP-CMG1616 25 1'' 1''-11 17,0 52,0 33 41 20

BP-CMG2016-ZN* 32 1''1/4 1''-11 20,0 50,0 32 41 20

BP-CMG2420L-ZN* 38 1"1/2 1''1/4-11 29,0 59,0 41 50 20

* ZN = revêtement en ZINC NICKEL

B

A

H1

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT COUDE 90° MÂLE SAE + O’RING

Réf. DN Inch F A B H H1 Bar

BP-CMU1612 25 1' 1"1/16-12 16,0 50,0 27 32 20

BP-CMU1616-ZN* 25 1" 1''5/16-12 19,0 52,0 33 38 20

* ZN = revêtement en ZINC NICKEL

B

A

H

H1

SURFACE AREA : 

 CUSTOMER PART NUMBER :  

RED PLASTIC RING : Ø20 x Ø14.5 x 1,5

ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS LAITON PUSH FIT
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EMBOUT FEMELLE JIC PUSH FIT

Réf. DN Inch F A H Bar

PF-FDJ0404L             6 1/4’’ 7/16"-20 20,0 15 18

PF-FDJ0606L         10 3/8’’ 9/16’’-18 22,0 19 18

PF-FDJ0808L          12 1/2’’ 3/4’’-16 25,0 24 18

PF-FDJ1212L             19 3/4’’ 1’’1/16-12 31,0 32 18

EMBOUT MÂLE JIC PUSH FIT

Réf. DN Inch F A H Bar

PF-MJ0404L             6 1/4’’ 7/16"-20 22,0 12 18

PF-MJ0606L         10 3/8’’ 9/16’’-18 22,0 17 18

PF-MJ0808L 12 1/2’’ 3/4’’-16 27,2 22 18

PF-MJ1010L             16 5/8’’ 7/8’’-14 30,0 24 18

PF-MJ1212L             19 3/4’’ 1’’1/16-12 34,0 30 18

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS LAITON PUSH FIT

EMBOUT FEMELLE CÔNE 60° BSPP PUSH FIT

Réf. DN Inch F A H Bar

PF-FDG0404L 6 1/4’’ 1/4"-19 19,5 19 18

PF-FDG0606L 10 3/8’’ 3/8"-19 21,5 22 18

PF-FDG0808L 12 1/2’’ 1/2"-14 24,5 27 18

PF-FDG1212L 19 3/4’’ 3/4"-14 29,0 32 18

PF-FDG1616L 25 1’’ 1''-11 34,7 41 18

EMBOUT FEMELLE CÔNE 60° A 45° BSPP PUSH FIT

Réf. DN Inch F A B H Bar

PF-F45G0404L 6 1/4’’ 1/4"-19 32,0 16,0 19 18

PF-F45G0606L 10 3/8’’ 3/8"-19 35,0 18,0 22 18

PF-F45G0808L 12 1/2’’ 1/2"-14 41,0 19,0 27 18

PF-F45G1212L 19 3/4’’ 3/4"-14 55,0 27,0 32 18

PF-F45G1616L 25 1’’ 1''-11 68,0 31,0 41 18

EMBOUT FEMELLE CÔNE 60°  A 90° BSPP PUSH FIT

Réf. DN Inch F A B H Bar

PF-F90G0404L 6 1/4’’ 1/4"-19 23,0 29 19 18

PF-F90G0606L 10 3/8’’ 3/8"-19 27,0 33 22 18

PF-F90G0808L 12 1/2’’ 1/2"-14 34,0 39 27 18

PF-F90G1212L 19 3/4’’ 3/4"-14 51,0 53 32 18

PF-F90G1616L 25 1’’ 1''-11 61,0 68 41 18

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60
°

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60
°

A
B

H
60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A
B

H
60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS LAITON PUSH FIT

EMBOUT MÂLE CÔNE 60° BSPP PUSH FIT

Réf. DN Inch F A H Bar

PF-MG0404L 6 1/4’’ 1/4"-19 20,5 14 18

PF-MG0606L 10 3/8’’ 3/8"-19 23,5 19 18

PF-MG0808L 12 1/2’’ 1/2"-14 30,5 22 18

PF-MG1212L 19 3/4’’ 3/4"-14 29,4 30 18

PF-MG1616L 25 1’’ 1''-11 38,5 36 18

EMBOUT MÂLE CONIQUE BSPT PUSH FIT

Réf. DN Inch F A H Bar

PF-MGK0404L 6 1/4’’ 1/4"-19 21,0 14 18

PF-MGK0606L 10 3/8’’ 3/8"-19 22,0 19 18

PF-MGK0808L 12 1/2’’ 1/2"-14 29,0 22 18

PF-MGK1012L 16 5/8’’ 3/4''-14 31,0 27 18

PF-MGK1212L 19 3/4’’ 3/4"-14 31,0 27 18

PF-MGK1616L   25 1’’ 1''-11 38,0 36 18

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS STANDARDSEMBOUTS LAITON PUSH FIT

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L PUSH FIT

Réf. DN Inch F A H Bar

PF-FE0414L8 6 1/4’’ M14X150 17,0 17 18

PF-FE0618L12  10 3/8’’ M18X150 17,0 22 18

PF-FE0822L15 12 1/2’’ M22X150 18,0 27 18

PF-FE1026L18   16 5/8’’ M26X150 23,0 27 18

PF-FE1230L22   19 3/4’’ M30X200 21,0 36 18

EMBOUT MÂLE DIN CÔNE 24° SÉRIE L PUSH FIT

Réf. DN Inch F A H Bar

PF-ME0414L8 6 1/4’’ M14X150 17,0 14 18

PF-ME0618L12 10 3/8’’ M18X150 19,0 19 18

PF-ME0822L15 12 1/2’’ M22X150 23,0 22 18

PF-ME1026L18  16 5/8’’ M26X150 21,0 27 18

PF-ME1230L22 19 3/4’’ M30X200 27,0 30 18

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS DE GRAISSAGE 

JUPE À VISSER POUR TUYAU DE GRAISSAGE TITAN

Réf. DN Inch Int H L

GR-RB03-ZN 4 5/32’’ 7,0 12,0 28,0

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT LISSE À VISSER 

Réf. DN Inch A D H N Bar

GR-RPDL0306-ZN 4 5/32’’ 36,5 6,0 10,0 30,0 280

GR-RPDL0306-LN-ZN * 4 5/32’’ 36,5 6,0 10,0 30,0 280

* version Lincoln = pour raccord encliquetable

A

D

N

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT LISSE À VISSER 90° 

Réf. DN Inch A B D H Bar

GR-RP90L0306-ZN 4 5/32’’ 17,0 32,5 6,0 10 280

GR-RP90L0306-LN-ZN * 4 5/32’’ 17,0 32,5 6,0 10 280

* version Lincoln = pour raccord encliquetable

A

B

D

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS DE GRAISSAGE 
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EMBOUT LISSE À VISSER 90° LONG DROP

A

B

D

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

Réf. DN Inch A B D H Bar

GR-RP90L0306-LD-ZN 4 5/32’’ 17,0 53,0 6,0 10 280

EMBOUT À VISSER 45°

Réf. DN Inch A B D H Bar

GR-RP45L0306-ZN 4 5/32’’ 32,0 20,5 6,0 10 280

GR-RP45L0306-LN-ZN * 4 5/32’’ 32,0 20,5 6,0 10 280

* version Lincoln = pour raccord encliquetable

A

B

D

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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JUPE POUR TUYAU CAPILLAIRE POUR TUYAU CAPILLAIRE HAPY

Réf. DN Inch Int D L

PP-B7R02 2 5/64'' 5,2 8,0 15,0

PP-B7R02B 3 1/8" 6,6 9,0 17,0

PP-B7R02C 4 5/32" 8,6 12,0 17,0

Version inox sur demande

EMBOUT FEMELLE PRISE DE PRESSION 

Réf. DN Inch F A H Bar

PP-EF16X2 2 5/64'' F16X200 32,5 19 630

PP-EF16X2-INOX 2 5/64'' F16X200 32,5 19 630

PP-EF16X150 2 5/64'' F16X150 32,5 19 630

PP-EF12.65X150 2 5/64'' F12,65X150 32,5 19 630

PP-EF16X2B 3 1/8" F16X150 37,2 19 630

PP-EF16X150B 3 1/8" F16X150 37,2 19 630

PP-EF12.65X150B 3 1/8" F12,65X150 37,2 19 630

PP-EF16X2C 4 5/32" F16X200 36,5 19 630

PP-EF16X2C-INOX 4 5/32'' F16X200 36,5 19 630

PP-EF16X150C 4 5/32" F16X150 36,5 19 630

PP-EF12.65X150C 4 5/32" F12,65X150 36,5 19 630

EMBOUT FEMELLE PRISE DE PRESSION À 90°

Réf. DN Inch F A B H Bar

PP-E90F16X2 2 5/64'' F16X200 34,5 31,5 630

PP-E90F16X2-INOX 2 5/64'' F16X200 34,5 31,5 630

PP-E90F16X150 2 5/64'' F16X150 34,5 31,5 630

PP-E90F12.65X150 2 5/64'' F12,65X150 34,5 31,5 630

PP-E90F16X2B 3 1/8" F16X200 34,5 31,5 630

PP-E90F16X150B 3 1/8" F16X150 34,5 31,5 630

PP-E90F12.65X150B 3 1/8" F12,65X150 34,5 31,5 630

PP-E90F16X2C 4 5/32" F16X200 34,5 31,5 630

PP-E90F16X150C 4 5/32'' F16X150 34,5 31,5 630

PP-E90F12.65X150C 4 5/32" F12,65X150 34,5 31,5 630

L

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



- EF 134 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS DE PRISE DE PRESSION

EMBOUT FEMELLE PRISE DE PRESSION À 45°

Réf. DN Inch F A B H Bar

PP-E45F16X2 2 5/64'' F16X200 48,0 18,0 630

PP-E45F16X150 2 5/64'' F16X150 48,0 18,0 630

PP-E45F12.65X150 2 5/64'' F12,65X150 48,0 18,0 630

PP-E45F16X2B 3 1/8" F16X200 48,0 18,5 630

PP-E45F16X150B 3 1/8" F16X150 48,0 18,5 630

PP-E45F12.65X150B 3 1/8" F12,65X150 48,0 18,5 630

PP-E45F16X2C 4 5/32" F16X200 53,0 18,5 630

PP-E45F16X150C 4 5/32'' F16X150 53,0 18,5 630

PP-E45F12.65X150C 4 5/32" F12,65X150 53,0 18,5 630

EMBOUT MÂLE CÔNE 60° BSPP

Réf. DN Inch F A H Bar

PP-MG02 2 5/64'' 1/8"-28 31,0 14 400

PP-MG04 2 5/64'' 1/4"-19 36,0 19 400

PP-MG02B* 3 1/8" 1/8"-28 36,5 14 400

PP-MG04B 3 1/8" 1/4"-19 38,5 19 400

PP-MG02C* 4 5/32" 1/8"-28 39,0 14 400

PP-MG04C 4 5/32'' 1/4"-19 38,5 19 400

EMBOUT FEMELLE CÔNE 60° BSPP

Réf. DN Inch F A H Bar

PP-FDG02* 2 5/64'' 1/8"-28 24,0 14 400

PP-FDG04 2 5/64'' 1/4"-19 26,0 17 400

PP-FDG04-INOX 2 5/64'' 1/4"-19 26,0 17 400

PP-FDG06 2 5/64'' 3/8"-19 29,0 22 400

PP-FDG02B* 3 1/8" 1/8"-28 28,0 14 400

PP-FDG04B 3 1/8" 1/4"-19 30,0 17 400

PP-FDG02C* 4 5/32" 1/8"-28 28,0 14 400

PP-FDG04C 4 5/32'' 1/4"-19 30,0 17 400

* Version inox possible sur demandea

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60
°



EMBOUTS DE PRISE DE PRESSION

- EF 135 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT FEMELLE CÔNE 60° BSPP À 90°

Réf. DN Inch F A B H Bar

PP-F90G02 2 5/64'' 1/8"-28 34,0 20,0 14 400

PP-F90G04 2 5/64'' 1/4"-19 36,5 27,5 17 400

PP-F90G02B 3 1/8" 1/8"-28 34,0 20,0 14 400

PP-F90G04B 3 1/8" 1/4"-19 36,5 27,5 17 400

PP-F90G02C 4 5/32" 1/8"-28 38,0 20,0 14 400

PP-F90G04C 4 5/32'' 1/4"-19 41,5 27,5 17 400

EMBOUT FEMELLE CÔNE 60° BSPP À 45°

Réf. DN Inch F A B H Bar

PP-F45G02 2 5/64'' 1/8"-28 44,5 15,0 14 400

PP-F45G04 2 5/64'' 1/4"-19 47,5 16,0 17 400

PP-F45G02B 3 1/8" 1/8"-28 44,5 15,0 14 400

PP-F45G04B 3 1/8" 1/4"-19 47,5 16,0 17 400

PP-F45G02C 4 5/32" 1/8"-28 49,5 15,0 14 400

PP-F45G04C 4 5/32'' 1/4"-19 52,5 16,0 17 400

A

B

H

60°

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

60°



- EF 136 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS DE PRISE DE PRESSION

EMBOUT FEMELLE MANOMÈTRE 90°

Réf. DN Inch F A B H Bar

PP-F90D04MANO 2 5/64'' 1/4"-19 38,0 25,0 19 630

PP-F90D08MANO 2 5/64'' 1/2"-14 41,5 37,5 27 630

PP-F90D04MANOB 3 1/8" 1/4"-19 38,0 25 19 630

PP-F90D08MANOB 3 1/8" 1/2"-14 41,5 37,5 27 630

PP-F90D04MANOC 4 5/32" 1/4"-19 43,0 25 19 630

PP-F90D08MANOC 4 5/32'' 1/2"-14 46,5 37,5 27 630

EMBOUT FEMELLE MANOMÈTRE 45°

Réf. DN Inch F A B H Bar

PP-F45D04MANO 2 5/64'' 1/4"-19 47,0 14,0 19 630

PP-F45D08MANO 2 5/64'' 1/2"-14 54,5 21,0 27 630

PP-F45D04MANOB 3 1/8" 1/4"-19 47,0 14 19 630

PP-F45D08MANOB 3 1/8" 1/2"-14 54,5 21 27 630

PP-F45D04MANOC 4 5/32" 1/4"-19 52,0 14 19 630

PP-F45D08MANOC 4 5/32'' 1/2"-14 59,5 21 27 630

B

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

EMBOUT FEMELLE MANOMÈTRE

Réf. DN Inch F A H Bar

PP-FD04MANO 2 5/64'' 1/4"-19 26,0 19 630

PP-FD04MANO-INOX 2 5/64'' 1/4"-19 26,0 19 630

PP-FD08MANO* 2 5/64'' 1/2"-14 33,5 27 630

PP-FD08MANO-INOX 2 5/64'' 1/2"-14 33,5 27 630

PP-FD04MANOB 3 1/8" 1/4"-19 30,0 19 630

PP-FD08MANOB 3 1/8" 1/2"-14 37,5 27 630

PP-FD04MANOC 4 5/32" 1/4"-19 36,5 19 630

PP-FD08MANOC 4 5/32'' 1/2"-14 37,3 27 630

* Version inox possible sur demande

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS DE PRISE DE PRESSION

- EF 137 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT MÂLE DIN CÔNE 24° SÉRIE L

Réf. DN Inch F A H Bar

PP-ME06L 2 5/64'' 12X150 32,0 14 315

PP-ME08L 2 5/64'' 14X150 32,0 17 315

PP-ME10L 2 5/64'' 16X150 33,0 19 315

PP-MM06LB 3 1/8" 12X150 36,0 14 315

PP-MM08LB 3 1/8" 14X150 36,0 17 315

PP-MM10LB 3 1/8" 16X150 37,0 19 315

PP-MM06LC 4 5/32" 12X150 37,0 14 315

PP-MM08LC 4 5/32" 14X150 37,0 17 315

PP-MM10LC 4 5/32" 16X150 38,0 19 315

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L

Réf. DN Inch F A H Bar

PP-FE06L* 2 5/64'' 12X150 31,6 14 315

PP-FE08L* 2 5/64'' 14X150 31,6 17 315

PP-FE10L* 2 5/64'' 16X150 31,5 19 315

PP-FE12L 2 5/64'' 18X150 36 22 315

PP-FE06LB 3 1/8" 12X150 37,0 14 315

PP-FE08LB 3 1/8" 14X150 35,0 17 315

PP-FE10LB 3 1/8" 16X150 35,5 19 315

PP-FE06LC* 4 5/32" 12X150 36,0 14 315

PP-FE08LC 4 5/32" 14X150 38,5 17 315

PP-FE10LC 4 5/32" 16X150 40,0 19 315

* Version inox possible sur demande

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



- EF 138 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m

EMBOUTS DE PRISE DE PRESSION

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L 90°

Réf. DN Inch F A B H Bar

PP-F90E06L 2 5/64'' 12X150 35,5 25,0 14 315

PP-F90E08L 2 5/64'' 14X150 40,5 36,0 17 315

PP-F90E10L 2 5/64'' 16X150 41,5 36,0 19 315

PP-F90E06LB 3 1/8" 12X150 39,5 25,0 14 315

PP-F90E08LB 3 1/8" 14X150 40,5 36,0 17 315

PP-F90E10LB 3 1/8" 16X150 46,5 36,0 19 315

PP-F90E06LC 4 5/32" 12X150 39,5 25,0 14 315

PP-F90E08LC 4 5/32" 14X150 45,5 36,0 17 315

PP-F90E10LC 4 5/32" 16X150 46,5 36,0 19 315

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE L 45°

Réf. DN Inch F A B H Bar

PP-F45E06L 2 5/64'' 12X150 47,5 15,0 14 315

PP-F45E08L 2 5/64'' 14X150 52,0 16,0 17 315

PP-F45E10L 2 5/64'' 16X150 56,0 19,0 19 315

PP-F45E06LB 3 1/8" 12X150 51,5 15,0 14 315

PP-F45E08LB 3 1/8" 14X150 56,0 19,0 17 315

PP-F45E10LB 3 1/8" 16X150 61,0 19,0 19 315

PP-F45E06LC* 4 5/32" 12X150 51,5 15,0 14 315

PP-F45E08LC 4 5/32" 14X150 56,0 19,0 17 315

PP-F45E10LC 4 5/32" 16X150 61,0 19,0 19 315

* Version inox possible sur demande

B

A

24°
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

24°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS DE PRISE DE PRESSION

- EF 139 -
Ces informations sont donnés à titre indicatif et peuvent être changées sans préavis.w w w. d m h f ra n c e . c o m
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EMBOUT MÂLE DIN CÔNE 24° SÉRIE S

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S

Réf. DN Inch F A H Bar

PP-ME06S 2 5/64'' 14X150 34,0 17 630

PP-ME08S* 2 5/64'' 16X150 34,0 19 630

PP-ME10S 2 5/64'' 18X180 35,5 22 630

PP-ME06SB 3 1/8" 14X150 38,0 17 630

PP-ME08SB 3 1/8" 16X150 38,0 19 630

PP-ME10SB 3 1/8" 18X180 38,5 22 630

PP-ME06SC 4 5/32" 14X150 39,0 17 630

PP-ME08SC 4 5/32" 16X150 39,0 19 630

PP-ME10SC 4 5/32" 18X180 40,5 22 630

* Version inox possible sur demande

Réf. DN Inch F A H Bar

PP-FE06S* 2 5/64'' 14X150 31,6 17 630

PP-FE08S* 2 5/64'' 16X150 31,6 19 630

PP-FE10S* 2 5/64'' 18X150 31,5 22 630

PP-FE12S* 2 5/64'' 20X150 36,0 24 630

PP-FE06SB 3 1/8" 14X150 37,0 17 630

PP-FE08SB 3 1/8" 16X150 35,0 19 630

PP-FE10SB 3 1/8" 18X150 37,0 22 630

PP-FE06SB* 4 5/32" 14X150 35,5 19 630

PP-FE08SB* 4 5/32" 16X150 36,0 22 630

PP-FE10SB 4 5/32" 18X150 40,0 24 630

* Version inox possible sur demande

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm² A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS DE PRISE DE PRESSION

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S 90°

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE S 45°

Réf. DN Inch F A B H Bar

PP-F90E06S 2 5/64’’ 14X150 35,5 25,0 14 630

PP-F90E08S 2 5/64’’ 16X150 40,5 36,0 17 630

PP-F90E10S 2 5/64’’ 18X150 41,5 36,0 19 630

PP-F90E06SB 3 1/8’’ 14X150 39,5 25,0 14 630

PP-F90E08SB 3 1/8’’ 16X150 40,5 36,0 17 630

PP-F90E10SB 3 1/8’’ 18X150 46,5 36,0 19 630

PP-F90E06SC* 4 5/32’’ 14X150 39,5 25,0 14 630

PP-F90E08SC 4 5/32’’ 16X150 45,5 36,0 17 630

PP-F90E10SC 4 5/32’’ 18X150 46,5 36,0 19 630

* Version inox possible sur demande

Réf. DN Inch F A B H Bar

PP-F45E06S 2 5/64'' 14X150 47,5 15,0 17 630

PP-F45E08S 2 5/64'' 16X150 52,0 16,0 19 630

PP-F45E10S 2 5/64'' 18X150 56,0 19,0 22 630

PP-F45E06SB 3 1/8" 14X150 51,5 15,0 17 630

PP-F45E08SB 3 1/8" 16X150 56,0 19,0 19 630

PP-F45E10SB 3 1/8" 18X150 61,0 19,0 22 630

PP-F45E06SC* 4 5/32" 14X150 51,5 15,0 17 630

PP-F45E08SC 4 5/32" 16X150 56,0 19,0 19 630

PP-F45E10SC 4 5/32" 18X150 61,0 19,0 22 630

* Version inox possible sur demande

B

A

24°
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

24°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS DE PRISE DE PRESSION
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EMBOUT FEMELLE DIN CÔNE 24° SÉRIE LL

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE LL 90°

Réf. DN Inch F A H Bar

PP-FE04LL 2 5/64'' 8X100 28,0 10 100

PP-FE06LL 2 5/64'' 10X100 30,0 12 100

PP-FE04LLB 3 1/8" 8X100 32,0 10 100

PP-FE06LL 3 1/8" 10X100 35,0 12 100

PP-FE04LLC 4 5/32" 8X100 32,0 10 100

PP-FE06LLC 4 5/32" 10X100 34,0 12 100

Réf. DN Inch F A B H Bar

PP-F90E06LL 2 5/64'' 10X100 42,0 26,0 12 100

PP-F90E06LLB 3 1/8" 10X100 46,0 26,0 12 100

PP-F90E06LLC 4 5/32" 10X100 46,0 26,0 12 100

EMBOUT FEMELLE DIN CÔNE 24° SÉRIE LL 45°

Réf. DN Inch F A B H Bar

PP-F45E06LL 2 5/64'' 10X100 52,5 16,0 12 100

PP-F45E06LLB 3 1/8" 10X100 56,5 16,0 12 100

PP-F45E06LLC 4 5/32" 10X100 56,5 16,0 12 100

A

24
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

24°
H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

24°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS DE PRISE DE PRESSION

EMBOUT MÂLE ORFS

EMBOUT FEMELLE ORFS

Réf. DN Inch F A H Bar

PP-MORFS04 2 5/64'' 9/16"-18 31,0 17 400

PP-MORFS04B 3 1/8" 9/16"-18 35 17 400

PP-MORFS04C 4 5/32" 9/16"-18 35,0 17 400

Réf. DN Inch F A H Bar

PP-FORFS04 2 5/64'' 9/16"-18 28,5 19 400

PP-FORFS04B 3 1/8" 9/16"-18 32,5 19 400

PP-FORFS04C 4 5/32" 9/16"-18 32,5 19 400

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS DE PRISE DE PRESSION
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EMBOUT FEMELLE DIN ORFS 90°

Réf. DN Inch F A B H Bar

PP-F90ORFS04 2 5/64'' 9/16"-18 37,5 25,0 19 400

PP-F90ORFS04B 3 1/8" 9/16"-18 42,5 25,0 19 400

PP-F90ORFS04C 4 5/32" 9/16"-18 42,5 25,0 19 400

EMBOUT FEMELLE DIN ORFS 45°

Réf. DN Inch F A B H Bar

PP-F45ORFS04 2 5/64'' 9/16"-18 46,0 15,0 19 630

PP-F45ORFS04B 3 1/8" 9/16"-18 51,0 15,0 19 630

PP-F45ORFS04C 4 5/32" 9/16"-18 51,0 15,0 19 630
B

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS DE PRISE DE PRESSION

EMBOUT MÂLE CÔNE 74° JIC

EMBOUT FEMELLE CÔNE 74° JIC

Réf. DN Inch F A H Bar

PP-MJ03 2 5/64'' 3/8"-24 34,0 12 630

PP-MJ04* 2 5/64'' 7/16"-20 38,0 14 630

PP-MJ05 2 5/64'' 1/2"-20 39,0 17 630

PP-MJ03B 3 1/8" 3/8"-24 38,0 12 630

PP-MJ04B 3 1/8" 7/16"-20 42,0 14 630

PP-MJ05B 3 1/8" 1/2"-20 43,0 17 630

PP-MJ03C 4 5/32" 3/8"-24 38,0 12 630

PP-MJ04C 4 5/32" 7/16"-20 42,0 14 630

PP-MJ05C 4 5/32" 1/2"-20 43,0 17 630

* Version inox possible sur demande

Réf. DN Inch F A H Bar

PP-FDJ03* 2 5/64'' 3/8"-24 24,5 12 630

PP-FDJ04 2 5/64'' 7/16"-20 25,0 14 630

PP-FDJ04-INOX 2 5/64'' 7/16"-20 25,0 14 630

PP-FDJ05 2 5/64'' 1/2"-20 26,0 17 630

PP-FDJ06* 2 5/64'' 9/16"-18 28,5 17 630

PP-FDJ03B 3 1/8" 3/8"-24 27,0 12 630

PP-FDJ04B 3 1/8" 7/16"-20 29,0 14 630

PP-FDJ05B 3 1/8" 1/2"-20 30,0 17 630

PP-FDJ03C* 4 5/32" 3/8"-24 28,5 12 630

PP-FDJ04C 4 5/32" 7/16"-20 28,0 14 630

PP-FDJ05C 4 5/32" 1/2"-20 30,0 17 630

* Version inox possible sur demande

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

74
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²



EMBOUTS DE PRISE DE PRESSION

- EF 145 -
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V
an

ne
s

Co
m

po
sa

nt
s

La
va

ge
Em

bo
ut

s
Co

up
le

ur
s

B
ri

de
s

Tu
ya

ux
Pr

ot
ec

ti
on

s
G

A
Z

D
IN

JI
C

O
RF

S
BS

P
Co

lli
er

s
Pr

es
si

on
Jo

in
ts

EMBOUT FEMELLE CÔNE 74° JIC 90°

EMBOUT FEMELLE CÔNE 74° JIC 45°

Réf. DN Inch F A B H Bar

PP-F90J03 2 5/64'' 3/8"-24 40,0 24,0 12 630

PP-F90J04* 2 5/64'' 7/16"-20 37,0 25,0 14 630

PP-F90J05 2 5/64'' 1/2"-20 36,5 25,0 17 630

PP-F90J03B 3 1/8" 3/8"-24 40,0 24,0 12 630

PP-F90J04B 3 1/8" 7/16"-20 45,0 25,0 14 630

PP-F90J05B 3 1/8" 1/2"-20 41,5 24,5 17 630

PP-F90J03C 4 5/32" 3/8"-24 40,0 24,0 12 630

PP-F90J04C* 4 5/32" 7/16"-20 45,0 24,5 14 630

PP-F90J05C 4 5/32" 1/2"-20 41,5 25,0 17 630

* Version inox possible sur demande

Réf. DN Inch F A B H Bar

PP-F45J03 2 5/64'' 3/8"-24 46,5 13,0 12 630

PP-F45J04* 2 5/64'' 7/16"-20 46,5 13,0 14 630

PP-F45J05 2 5/64'' 1/2"-20 46,5 13,0 17 630

PP-F45J06 2 5/64'' 9/16"-18 54,5 15,5 17 630

PP-F45J03B 3 1/8" 3/8"-24 51,5 13,0 12 630

PP-F45J04B 3 1/8" 7/16"-20 46,5 13,0 14 630

PP-F45J05B 3 1/8" 1/2"-20 51,5 13,0 17 630

PP-F45J03C 4 5/32" 3/8"-24 51,5 13,0 12 630

PP-F45J04C* 4 5/32" 7/16"-20 51,5 13,0 14 630

PP-F45J05C 4 5/32" 1/2"-20 51,5 13,0 17 630

PP-F90J05C 4 5/32" 1/2"-20 41,5 25,0 17 630

* Version inox possible sur demande

74°

B

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

74°

A

B

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS DE PRISE DE PRESSION

EMBOUT LISSE DROIT

EMBOUT LISSE 90°

Réf. DN Inch A D Bar

PP-PDL04 2 5/64'' 36,0 4,0 100

PP-PDL06* 2 5/64'' 36,0 6,0 315

PP-PDL08* 2 5/64'' 36,0 8,0 315

PP-PDL04B 3 1/8" 41,0 4,0 100

PP-PDL06B 3 1/8" 36,0 6,0 315

PP-PDL08CB 3 1/8" 37,5 8,0 315

PP-PDL04C 4 5/32" 41,0 4,0 100

PP-PDL06C 4 5/32" 41,0 6,0 315

PP-PDL08C 4 5/32" 41,0 8,0 315

* Version inox possible sur demande

Réf. DN Inch A B D Bar

PP-P90L04 2 5/64'' 33,0 25,5 4,0 100

PP-P90L06* 2 5/64'' 32,0 28,0 6,0 315

PP-P90L08* 2 5/64'' 41,0 37,0 8,0 315

PP-P90L04B 3 1/8" 33,0 25,5 4,0 100

PP-P90L06B 3 1/8" 32,0 28,0 6,0 315

PP-P90L08B 3 1/8" 41,0 37,0 8,0 315

PP-P90L04C 4 5/32" 38,0 25,5 4,0 100

PP-P90L06C 4 5/32" 37,0 28,0 6,0 315

PP-P90L08C 4 5/32" 46,0 37,0 8,0 315

EMBOUT LISSE 45°

Réf. DN Inch A B D Bar

PP-P45L04 2 5/64'' 43,0 14,5 4,0 100

PP-P45L06* 2 5/64'' 44,0 16,5 6,0 315

PP-P45L08* 2 5/64'' 52,0 20,0 8,0 315

PP-P45L04B 3 1/8" 43,0 14,5 4,0 100

PP-P45L06B 3 1/8" 44,0 16,5 6,0 315

PP-P45L08B 3 1/8" 52,0 20,0 8,0 315

PP-P45L04C 4 5/32" 48,0 14,5 4,0 100

PP-P45L06C 4 5/32" 49,0 16,5 6,0 315

PP-P45L08C 4 5/32" 57,0 20,0 8,0 315

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

B

D

SURFACE AREA : 

 CUSTOMER PART NUMBER :  RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUT BANJO DROIT

VIS CREUSE  

Réf. DN Inch Pour Vis Creuse A Bar

PP-OM08 2 5/64'' M8 29,5 400

PP-OM10 2 5/64'' M10 - 1/8 BSPP 31,5 400

PP-OM08B 3 1/8" M6 29,5 400

PP-OM10B 3 1/8" M10 - 1/8 BSPP 31,5 400

PP-OM08C 4 5/32" M6 29,5 400

PP-OM10C 4 5/32" M10 - 1/8 BSPP 31,5 400

PP-OM14C 4 5/32" M14 - 1/4 BSPP 40,5 400

Réf. F A H Bar

PP-ABFG02 1/8"- 28 18 14 400

PP-ABFG08 M8 17 12 400

PP-ABFG10 M10 19 14 400

POUR EMBOUT BANJO

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS DE PRISE DE PRESSION

EMBOUT PRISE TEST

Réf. DN Inch A Bar

PP-EMT 2 5/64'' 27,0 400

PP-EMT-INOX 2 5/64'' 27,0 400

PP-EMTB 3 1/8" 31,0 400

PP-EMTC 4 5/32" 31,0 400

EMBOUT PRISE TEST 90°

Réf. DN Inch A B Bar

PP-E90MT 2 5/64'' 32,0 28 400

PP-E90MTB 3 1/8" 36,0 28 400

PP-E90MTC 4 5/32" 36,0 28 400

EMBOUT PRISE TEST 45°

Réf. DN Inch A B Bar

PP-E45MT 2 5/64'' 56,0 22 400

PP-E45MTB 3 1/8" 59,0 24 400

PP-E45MTC 4 5/32" 59,0 24 400

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

B

A

SURFACE AREA : 

 CUSTOMER PART NUMBER :  RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUT MÂLE CÔNE BSPT

EMBOUT MÂLE NPT

Réf. DN Inch F A H Bar

PP-MGK02 2 5/64'' 1/8"-28 30,5 12 400

PP-MGK04 2 5/64'' 1/4"-19 33,5 14 400

PP-MGK02B* 3 1/8" 1/8"-28 33,5 12 400

PP-MGK04B 3 1/8" 1/4"-19 38,5 14 400

PP-MGK02C* 4 5/32" 1/8"-28 34,5 12 400

PP-MGK04C 4 5/32'' 1/4"-19 37,5 14 400

Réf. DN Inch F A H Bar

PP-MNPT02 2 5/64'' 1/8"-27 30,5 12 400

PP-MNPT04* 2 5/64'' 1/4"-18 33,5 14 630

PP-MNPT02B 3 1/8" 1/8"-27 33,5 12 400

PP-MNPT04B 3 1/8" 1/4"-18 38,5 14 630

PP-MNPT02C 4 5/32" 1/8"-27 34,5 12 400

PP-MNPT04C 4 5/32'' 1/4"-18 37,5 14 630

* Version inox possible sur demande

EMBOUT MÂLE MÉTRIQUE

Réf. DN Inch F A H Bar

PP-MM05 2 5/64'' M5 32,0 12 400

PP-MM08 2 5/64'' M8 32,0 12 400

PP-MM10 2 5/64'' M10 32,0 14 400

PP-MM12 2 5/64'' M12 32,0 17 400

PP-MM08B 3 1/8" M8 36,0 12 400

PP-MM10B 3 1/8" M10 36,0 14 400

PP-MM12B 3 1/8" M12 37,0 17 400

PP-MM08C 4 5/32" M8 37,0 12 400

PP-MM10C 4 5/32" M10 37,0 14 400

PP-MM12C 4 5/32'' M12 38,0 17 400

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

60
°

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²

A

H

SURFACE AREA : 

 CUSTOMER PART NUMBER :  
RED PLASTIC RING : Ø20 x Ø14.5 x 1,5
ACCORDING TO ISO

 CUSTOMER PART NUMBER :  AT THE OPTION OF THE MANUFACTURER
DELIVERY WITH PLASTIC CAPS
RED PLASTIC CAP ON FLANGE
ED RING NBR 90 SHORE
APPLY LOCTITE 641 OR EQUIVALENT
METHOD OF ATTACHMENT OF SWIVEL NUT IS AS CHOSEN BY THE MANUFACTURER
NO BURR AND NO SHARP CORNER ALLOWED BREAK SHARP CORNER WITH 0.15 MAX.
RETAINING RING
OPERATING TEMPERATURE : -40°C TO +110°C
OPERATING PRESSURE : 630 bar
BURST PRESSURE : 2520 bar
DELIVERY WITH O-RING ASSEMBLED AND IN INDIVIDUAL PLASTIC BAG

SCALE : 

SURFACES ROUGHNESS IS 

  
3.2

  

ACCORDING TO ISO 
DELIVERY WITH PLASTIC CAPS
SURFACE AREA :  cm²
EXTERNAL AREA :  cm²
INTERNAL AREA :  cm²
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EMBOUTS DE PRISE DE PRESSION

ACCESSOIRES POUR EMBOUTS PRISE DE PRESSION

Réf. DN Inch

PP-CAP-EF-A 2 5/64''

PP-CAP-EF-C 4 5/32"

PP-CAP-B7R02 2 5/64''

PP-CAP-B7R2C 4 5/32"



EMBOUTS DE PRISE DE PRESSION
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Découvrez tous les membres du Groupe IPI sur www.group-ipi.com

Groupe IPI
DIVISION CONNECTIQUE
DMH ■ www.dmhfrance.com
LinkFluid ■ www.linkfluid.com

DMH, UNE PLATEFORME D’IMPORTATION 
ET DE NÉGOCE POUR TOUTES LES 
CONNECTIONS HYDRAULIQUES

Notre mission est d’établir un partenariat solide avec nos 
clients en leur permettant d’atteindre leurs objectifs de 
compétitivité, de réactivité et de fiabilité. 

Pour les y aider, nous tenons à leur disposition une gamme 
complète de produits hydrauliques de grande qualité. Ciblant 
en priorité le marché européen, DMH fournit essentiellement 
les grands constructeurs (machines agricoles, poids 
lourds, industries, etc.) et les spécialistes de la distribution 
hydraulique.

Fort de plus de vingt ans d’expérience, notre équipe vous 
garantit un service pertinent et réactif afin de répondre à tous 
vos besoins.

UNE GAMME COMPLÈTE DE PRODUITS HYDRAULIQUES

>>>

D M H -  A g e n c e d e N a n t e s
6 rue Jupiter 44470 Carquefou FRANCE
T +33 (0)2 40 25 77 27
distribution@dmhfrance.com

D M H -  A g e n c e d e Lyo n
5 avenue Lionel Terray 69330 Meyzieu FRANCE
T +33 (0)4 37 25 84 50
infoslyon@dmhfrance.com

w w w. d m h f ra n c e . c o m


	embouts standards
	PIGE DE CONTRÔLE EMBOUT STANDARD (GO / NO GO)
	PIGE DE CONTRÔLE EMBOUT INTERLOCK (GO / NO GO)
	MâleTTE DE PIGE DE CONTRÔLE ( GO / NO GO)
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